
KENTUCKY DEPARTMENT OF EDUCATION 
OIV1SION OF FACILITIES MANAGEMENT 

Date: 12/2/13 To: (Owner) KEDCIKPC 

Project Title: KPC- PV-IC-2012.01 

City, County: Ashland, Boyd County 

FORM OF PROPOSAL 
April2000 

702 KAR4:160 

Name of Contractor/Supplier: _L_it_e_th_e_N_it_e_T_e_c_hn_o_lo-'g'-ie_s_L_L_c ______________________ _ 

Mailing Address: 2706 Dewitt Street Flatwoods, KY 41139 

Business Address: 2706 Dewitt Streel Flalwoods, KY 41139 Telephone: 606-547-8363 

Having carefully examined the Instructions to Bidders, Contract Agreement. General Conditions, Supplemental Conditions, 
Specifications, and Drawings, on the above referenced project, the undersigned bidder proposes to furnish all labor, materials, 
equipment, tools, supplies, and temporary devices required to complete the work in accordance with the contract documents 
and any addenda listed below for the price stated herein. 

Addendum 1 ------------ (Insert the addendum numbers received or the word "none" if no addendum 
received.) 

In lieu of the base bid, alternate bid, unit prices, proposed subcontractors, and manufacturers/materials sections 
bidders are to complete the packages, supplementary items, and additional questions found on pages 26-29. 

BASE BID 

For the construction required to complete the work, in accordance with the contract documents, lfWe submit the following lump 
sum price of: 

Use Figures 

------------------------Dollars & ______________ Cents 
Use Words Use Words 

ALTERNATE BIDS (If applicable and denoted in the Supplemental Conditions) 

For omission from or addition to those items, services, or construction specified in the Supplemental Conditions by alternate 
number, the following lump sum price will be added or deducted from the base bid: 

Alternate Bid No. 1 (Add/Deduct) $ ________________ __ 

Alternate Bid No. 2 (Add/Deduct) 
$ ________________ _ 

Alternate Bid No. 3 (Add/Deduct) 
$ ________________ __ 

Alternate Bid No. 4 (Add/Deduct) $ ________________ __ 
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UNIT PRICES 

Indicate on the lines below those unit prices to determine any adjustment to the contract price due to changes in work or extra 
work performed under this contract. The unit prices shall include the furnishing of all labor and materials, cost of all items, and 
overhead and profit for the Contractor, as well as any subcontractor involved. These unit prices shall be listed in units of work. 

1. 
2. 
3. 
4. 
5. 
6. 
7. 
8. 
9. 
10. 

WORK PRICE UNIT 

$--------------~'---------------
$ '---------------
$ '---------------
$ '---------------
$ '---------------
$ '---------------
$ '--------------
$ '---------------
$ '---------------
$ '---------------

(Provide attachment for additional unit prices) 

NOTE: The bidder shall submit the above list of unit prices with the bid. 

LIST OF PROPOSED SUBCONTRACTORS 

List on the lines below each major branch of work and major material category for this project and the subcontractor or supplier 
involved with that portion of work. If the branch of work is to be done by the Contractor, so indicate. 

The listing of more than one subcontractor in a work category shall invalidate the bid. 

The listing of the bidder as the subcontractor for a work category certifies that the bidder has in current employment, skilled staff 
and necessary equipment to complete that category. The architect/engineer will evaluate the ability of all listed subcontractors 
to complete the work and notify the owner. Listing of the bidder as the subcontractor may invalidate the bid should the 
architect's revi"ew indicate bidder does not have skilled staff and equipment to complete the work category at the time the bid 
was submitted. 

1. 
2. 
3. 
4. 
5. 
6. 
7. 
8. 
9. 
10. 

BRANCH OF WORK/MATERIAL CATEGORY SUBCONTRACTOR/SUPPLIER 

(Provide attachment for additional work/material - subcontractor/suppl ier) 

NOTE: The bidder shall submit the above list of subcontractors with the bid. 
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LIST OF MATERIALS/MANUFACTURERS 

1. 
2. 
3. 
4. 
5. 
6. 
7. 
8. 
9. 
10. 

MATERIAL DESCRIPTION BY SPECIFICATION 
DIVISION AND CATEGORY MANUFACTURER 

(Provide attachment for additional material/manufacturers.) 

NOTE; The bidder shall submit the above list of materials with the bid. 

TIME LIMIT FOR EXECUTION OF CONTRACT DOCUMENTS 

In the event that a bidder's proposal is accepted by the Owner and such bidder should fail to execute the contract within ten (10) 
consecutive days from the date of notification of the awarding of the contract, the Owner, at his option, may determine that the 
awardee has abandoned the contract. The bidder's proposal shall then become null and void, and the bid bond or certified 
check which accompanied it shall be forfeited to and become the property of the Owner as liquidated damages for failure to 
execute the contract. 

The bidder hereby agrees that failure to submit herein above all required information and/or prices can cause disqualification of 
this proposal. 

Submitted by: 

NAME OF CONTRACTOR: Lite the Nite Technologies LLC 

AUTHOR~EDREPRESEN~TIVE:~=~~~~~~~~~~~~~~~~~~~~~~~~~~~ 
(, Signature 

NAME (typed): _J_o_se...:.p_h_S_m_lt_h ______________________________ _ 

TITLE: Director of Operations 

NOTICE: A bid bond orcertffied check or cash must accompany this proposal. 

This form shall not be modified. Attach supplemental form of proposal information pages for project specific requirements as 
needed. 
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INSTRUCTIONS: For each package, indicate the number of rooms for each price level, the total price of all materials listed in the package, the installation price 

for each package, and the total of the material and standard labor costs. Please submit technical specification sheets for each item bid. 

PACKAGE 1: ~8711 INCH BOARD & ~3000 LUMEN PROJECTOR 
• :2:87" INTERACTIVE WHITE BOARD 
• :2:3000 LUMEN PROJECTOR; 4:3 ASPECT RATIO, HDMI READY 
• DISTRIBUTION VGA AMP WITH USB POWER 
• USB TO CAT 5 EXTENDER 
• SINGLE GANG, ANNODIZED ALUMINUM WALLPLATE WITH PASS

THROUGH BARREL CONNECTORS, 1 VGA W/AUDIO, RCA {VIDEO AND 
L&R} INPUTS 

NUMBER OF ROOMS (e.g. 1-5; 5-20, etc.) 
PACKAGE 1 MATERIALS PRICE/ROOM 
INSTALLATION PRICE/ROOM 
TOTAL PRICE/ROOM 

• UNIVERSAL PROJECTOR MOUNT WITH SPIDER ARMS, MULTIPLE 
HARWARE, 4 ADJUSTABLE LEGS (BLACK, WHITE, SILVER) 

• 12" FIXED EXTENSION COLUMN, 1-1/2" NPT 
• EASY INSTALLATION, 4 TIE WIRES & SECURITY CABLE, INFINITE 

ADJUSTMENT, 2 OUTLET KNOCKOUTS, 2'X2' OR 2'X4' 
• ALL REQUIRED CABLES AND CONNECTORS 

PACKAGE 2: 70+ INCH DUAL TOUCH BOARD & ~2500 LUMEN PROJECTOR 
• >70" INTERACTIVE WHITE BOARD DUAL TOUCH/DUAL PEN BOARD 
• :2:2500 LUMEN PROJECTOR; 4:3 ASPECT RATIO, HDMI READY 

• DISTRIBUTION VGA AMP WITH USB POWER 
• USB TO CAT 5 EXTENDER 
• SINGLE GANG, ANNODIZED AlUMINUM WALLPLATE WITH PASS

THROUGH BARREL CONNECTORS, 1 VGA W/AUDIO, RCA (VIDEO AND 
L&R) INPUTS 

NUMBER OF ROOMS (e.g. 1-5; 5-20, etc.) 
PACKAGE 2 MATERIALS PRICE/ROOM 
INSTALLATION PRICE/ROOM 
TOTAL PRICE/ROOM ols-
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• UNIVERSAL PROJECTOR MOUNT WITH SPIDER ARMS, MULTIPLE 
HARWARE, 4 ADJUSTABLE LEGS (BLACK, WHITE, SILVER} 

• 12" FIXED EXTENSION COLUMN, 1-1/2" NPT 
• EASY INSTALLATION, 4 TIE WIRES & SECURITY CABLE, INFINITE 

ADJUSTMENT, 2 OUTLET KNOCKOUTS, 2'X2' OR 2'X4' 

• ALL REQUIRED CABLES AND CONNECTORS 

-



PACKAGE 3: ULTRA SHORT-THROW WALL MOUNTED INTERACTIVE PROJECTOR 
• 22600 LUMENS, WXGA RESOLUTION; 16:10 ASPECT RATIO, HDMI 

READY 

• MOUNT INCLUDED 
• CLASSROOM TEACHING AND LEARNING APPLICATION SOFTWARE 

• DISTRIBUTION VGA AMP WITH USB POWER 

NUMBER OF ROOMS (e.g. 1-5; 5-20, etc.) 
PACKAGE 3 MATERIALS PRICE/ROOM 
INSTALLATION PRICE/ROOM 
TOTAL PRICE/ROOM 

• USB TO CAT 5 EXTENDER 
• SINGLE GANG, ANNODIZED ALUMINUM WALLPLATE WITH PASS

THROUGH BARREL CONNECTORS, 1 VGA W/AUDIO, RCA (VIDEO AND 
L&R) INPUTS 

• ALL REQUIRED CABLES AND CONNECTORS 

PACKAGE 4: 100" DIAGONAL SCREEN & ~2500 LUMEN PROJECTOR 
• 22500 LUMEN PROJECTOR; 4:3 ASPECT RATIO, HDMI READY 
• 100" DIAGONAL SCREEN, VIDEO FORMAT, HI CONTRAST MATIE 

WHITE; Controlled Screen Return 

• WALL MOUNTING "L" BRACKETS, 6" STAND-OFF, BLACK OR WHITE 
• DISTRIBUTION VGA AMP WITH USB POWER 
• USB TO CAT 5 EXTENDER 
• SINGLE GANG, ANNODIZED ALUMINUM WALLPLATE WITH PASS

THROUGH BARREL CONNECTORS, 1 VGA W/AUDIO, RCA (VIDEO AND 
L&R) INPUTS 

• 12" FIXED EXTENSION COLUMN, 1-1/2" NPT 

NUMBER OF ROOMS (e.g. 1-5; 5-20, etc.) 
PACKAGE 4 MATERIALS PRICE/ROOM 
INSTALLATION PRICE/ROOM 
TOTAL PRICE/ROOM 
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• UNIVERSAL PROJECTOR MOUNT WITH SPIDER ARMS, MULTIPLE 
HARWARE, 4 ADJUSTABLE LEGS (BLACK, WHITE, SILVER) 

• EASY INSTALLATION, 4 TIE WIRES & SECURITY CABLE, INFINITE 
ADJUSTMENT, 2 OUTLET KNOCKOUTS, 2'X2' OR 2'X4' 

• DOUBLE GANG, ANNODIZED ALUMINUM WALLPLATE WITH PASS
THROUGH BARREL CONNECTORS, 2 VGA W/AUDIO, RCA (VIDEO AND 
L&R) INPUTS, STEREO MINI JACK LEFT RIGHT SPEAKER AND RJ45 

• ALL REQUIRED CABLES AND CONNECTORS 



INSTRUCTIONS: for each item, indicate the number of rooms for each price level and the price of the item. Please submit technical specification sheets for each 

item bid. 

SUPPLEMENTARY ITEMS 
LEVEL 1 LEVEL 2 LEVEL 3 LEVEL 4 LEVELS 

NUMBER OF ROOMS 
1-~ S"-9 ro-/cy ;)()-]Cf (e.g. 1-5; 5-20, etc.) 3o + 

DOCUMENT CAMERA XGA MECHANICAl 
ZOOM 20 FRAMES PER SECOND ~4 5'"<1 -IIY'-1, Jl 'i 3 <=t -# t.t~1 ! ~l1 SEPARATE VGA IN AND OUT 32 PAGE 
MEMORY 
DOCUMENT CAMERA 1080P, 3.4 

Jt '-13 Cf J 'i'JC'f ~"'I? t yo, ~ 31i MEGAPIXEL CMOS SENSOR, 30 FRAMES 
PER SECOND, WITH VIDEO STORAGE 
ClASSROOM RESPONSE SYSTEM ~ 24 
RADIO FREQUENCY UNITS 
SCAlABLE DEVICE CONTROL SYSTEM 

Ji ~4~ it d~ ~ ~ ~ J ~ (IR}, UP TO 8 DEVICES, VOLUME J l ~ <l ~ ;J<ib 
CONTROL, DVD/VCR CONTROL MODULE 
STANDARDIZED DEVICE CONTROl 
SYSTEM (IR), WALL MOUNT, 

& J~i 41 ~ lf" j ;;) '14 Jt J'i;) i1 d3/ CUSTOMIZABLE INTERFACE, UP TO 6 
DEVICES COMES WITH EMITTER AND . 
A/C ADAPTER 
100" DIAGONAL, VIDEO FORMAT, 
AUTOMATIC ELECTRIC SCREEN, MATIE JI• 3;i~ .118'11 WHITE SURFACE 

41 8 01 jJ. 71Cf JJ 7<!1 1 
;::35 WAIT MIXER AMP Jl I f't!f c/JI(,tf ttl Lt; <1 41 I i.J.'f t.B I<Y 
DVD/CD PLAYER & HI-FI VCR COMBO, 

~/Jq JJ I :11 JJ 1?. ~ JlJd:> jj II? WITH REMOTE 

2 WAY 100 WATT ROUND CEILING 

JJ 311 SPEAKERS, 8" TITANIUM-LAMINATE J 3'J1 l 3J7 ~ 3~J J 3')J POLYPROPYLENE WOOFER, 1" 
TITANIUM-LAMINATE DOME TWEETER 
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CEILING SPEAKER 160 WATIS, PLENUM 
BACKBOX, FITS INTO STANDARD 2'X2' OR 

JtJcrJ 2'X4' CEILING TILE GRIDS (OR CUT INTO ~ 31cr 1397 J s1s- J Jg[ DRYWALL CEILINGS), PROVIDING 360 
DEGREES OF HEMISPHERIC SOUND 
2 MOUNT ON BOARD SPEAKERS 14-
WATI, STEREO AMPLIFIED, TWO PORT ~· 3'1q -$ 3Cf7 $ 3'1s- ~ 31;) ~ 3~7 USB HUB, VOLUME CONTROL 

AUDIO SYSTEM, W/4 CEILING SPEAKERS 
OR W/4 WALt SPEAKERS, INFRARED 

Jl ~~q.) ~ ( 1~ 7S Jt I,J ,.i J /,d:JCf J f{Y/ MICROPHONE AND ONE LANYARD 
I 

MICROPHONE I 

WIRELESS SLATE/TABLET- PEN-DRIVEN 

~- 'J1~ J J7/ J;]6j INTERFACE, CONNECTS WIRELESSLY TO I~&~ 41 dJ1 INTERACTIVE BOARD, PC, OR 
PROJECTOR, BATIERY FREE PEN 

INSTRUCTIONS: Please provide answers for each item below. 

ADDITIONAL QUESTIONS 
SECONDARY DISCOUNT PERCENTAGE LO~ YES NO 
NUMBER OF MANUFACTURERS 

/O r KENTUCKY BASED SUPPORT v REPRESENTED REPRESENTATIVES 
TRAINING RATE (per day) -» qs-n KENTUCKY BASED SALES OFFICE v 
MAINTENANCE RATE (per hour) .& 5"4 KENTUCKY BASED INSTALLERS v 
PROMPT PAY DISCOUNT PERCENTAGE ·S 9( N~J. I o AUTHORIZED TO TRANSACT BUSINESS IN THE STATE OF KENTUCKY v . 
TOLL-FREE SUPPORT NUMBER 1<"1 n .Jnt&..4'r FILED CORPORATE INCOME TAX IN KENTUCKY IN THE PAST YEAR v 
SUPPORT HOURS OF AVAILABILITY 7 .. ,., - ~ p,... 

MADE PAYMENTS TO THE KENTUCKY UNEMPLOYMENT INSURANCE V' FUND IN THE PAST YEAR 
COMPANY FOUNDED (YEAR) 

I~ ~b 
MAINTAINED A KENTUCKY WORKERS' COMPENSATION POLICY IN v EFFECT IN THE PAST YEAR 
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Package 1 · 





in. 

Viewing Area 
H x \J\.1 

36"x64" 

46" X 813.4" 117 X 208 

in. 

Viewmg Area 
HxW 

• Dual-use projection screen and matker board 

• Designed for interactive short throw projectors 
• Proprietary, superior project ion quality surface that can also be written on 

with dry-erase markers 
• Extruded aluminum frame available in black or silver finish 
• Convenient tray for storage of markers, erasers and interactive tools 
• Wall brackets included for easy installation 
• Offers a gain of 2.5 and a 25 degree viewing half angle 

16:9 HDTV FORMAT DIMENSIONS 

in. 

73'' 
94" 

Nominal 

Diagonal 

239 

16:10 WIDE FORMAT DIMENSIONS 

in. 

Nominal 
Diagonal 

221 

Overall Dimensions 
HxW 

in. em 

39"x 67~ 

49" X 843.4" 124x215 

Ove>rall Dimensions 
HxW 

in. 

49"x76W' 124x 194 

MARKERBOARD FORMAT DIMENSIONS 

Projectable Area 
HxW 

in. 

39" X 57" 

45''x69v 

1 em 

84 X 114 

99 X 145 

114 )( 175 

Overall Dimensions 
Hx\IV 

in. 

36. )(48~ 

42" x60" 107 X 152 

122 X 183 

Da-Lite Screen Company LLC 
3100 North Detroit Street 
P.O. Box 137 
Warsaw, IN 46581-0137 U.S.A. 
Phone: 574.267.8101 
Toll Free: 800.622.3737 
Fax: 574.267.7804 
Toll Free Fax: 877.325.4832 
www.da-lite.com 
info@da-lite.com 





IN3920( \ 
I 

IN3920 Series Interactive Projector 
These ultra short throw projectors with breakthrough LiteBoard™ 
interactive technology let teachers and oth er professiona ls interact 
with the projected image- tu rn ing any surface into an engaging, 
collaborative interactive workspace. 

It's like an interactive whiteboard without the board . 

Control aU your favorite PC or Mac applications with the wireless Lite Board Wand just as you 
would with your mouse. 

0 The LiteBoard Wand has left·clickand right-click buttons, a scroll wheel, and more 
0 Draw and annotate on the visuals you're projecting 
0 Easily advance and reverse your presentation slides 
0 No special software is needed: it works with the software you use today 

J~t~;~~~~ ;J~ t:/s5S?: or av.;c.~;for ra~~m'.ii~: ~rc~.s!brilt;: 

Anyone can participate and interact because they don't need to touch the image- just point 
and dick the wand. You can even use two wands at the same time. 

0 Teachers can interact with the images while out in the class with the students 
0 Ordinary business meetings turn into collaboration sessions 
0 Dual wand functionality allows two people to interact on the same content at the same time 
0 People of any height, including wheelchair users, can interact with all parts of the Image 

~~itr.oe~ 
w.aks as left-dick button 

Interaction 
Accessibility 

Image size (Diagonal) 

Cost 

Size aod mobility 
calibration 
Drivers 

IN3920 Series 

~mlc design tits 
tcmfcnalllyn yourhend 

At the image or away 
Touch is not required so the 
entire image is accessible to 
anyone 
Up to 112" / 2.8 m wide 
One tow-priced projector is all 
you need 

Easily move or install 
None 
None 

Interactive Whiteboard 
At the image only 
Top of the board/image can be 
hard to reach 

Up to 82"/2.1 m wide 
High cost for a board 9.nf! a 
projector 
Big and hard to move 
Required 
Required 



Easily connect your PC or Mac, DVD player, or document reader via a multitude of inputs, 
including HDMI, VGA, composite, and USB ports. 

0 Present from a USB thumb drive without a computer 
0 IT administrators can control the projector remotely via the lAN port 
0 Connect wirelessly with optional802 .11 b/g wireless USB module 

Two LiteBoard wands can be used at the same time to improve co!laboration in classrooms, 
training sessions, and business meetings. 

0 Two users can interact at the same time or independently 
0 Students can use one wand and the teacher use the other 
C Save time when switching users 
0 Windows 7 or higher required 

Get your message across from the front row to the back with the IN3920 projector's dear and 
powerful audio system- one of the best you'll hear in this price range. 

0 Integrated 20·watt stereo speakers (2 " 10 w) 
C Preserveyourvoicewith dedicated dynamic microphone input 
C Narration feature lets yourvoice be heard over the audio of your presentation/video 
0 Audio processor shapes the sound for best performance 

Get big images when the IN3920 ultra short throw projector is dose to the wall to reduce 
shadows, free up space and reduce ambient noise. 

0 Project a 8 foot (2.4 m) wide interactive image from only 3 feet (0.9 m) away (IN3926 model) 
0 Interact with an image that can be up to 112" (2.8 m) wide (diagonal) 
0 Install on wall or ceiling or place on a tabletop or media cart 
0 Display 3D video and images created in the top emerging 30 standards 

0 Education version includes drawing, math, 
geography, literacy and curriculum-building tools 

0 Business version includes annotation, 
productivity and screen capture tools 

0 Works on top of your web browser and other 
favorite applications 

0 PC and Mac compatible 

A presenter or teacher can connect up to 32 computers to one projector (via a network or optional 
wireless connection) and control who presents from one web page. 

0 Connect up to 32 computers and select the one(s) you want to project 
0 Display up to 4 computer screens simultaneously 

t.lmJ)IIfer Ham& PlayCorrtrol 
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mktuger 
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WXGA 1280 X 800 

3000 lumens 

Resolution (native) 
Brightness 
Connections (Input) HOM11.4, VGA x 2, USB Mini-B (for display), USB Type-A x 2 (for wireless LAN or thumb drive), Composite, S-VIdeo, 

3.5mm audio, 3.5mm microphone, LAN (Rl -45) 

Connections (Output) 
Control 

Monitor out: VGA, Variable audio out: 3.5 mm, Power out: 12v amp (screen trigger) 
RS232, USB Type-B, LAN (RJ-45) 

Aspect ratio (native) 
Throw ratio 
Image size (width) 
Image offset 
Power consumption 
Audio 

4:3 

0.48:1 

49 - 74" (1.25 · 1.9 m) 

16:10 

0.375:1 
62 · 94" (1.6 · 2.4 m) 

15% 13 % 

250 watts (Eco Mode); 300 watts (Brlg.ht); < 1 watt (Sta~dbX) 
20 w (2 x 10 w speakers), voice and multimedia modes 

Warranty ?.=Y.e.a.r Un:!lted produ.ct warra~ty, 6:f1lonth ~~~i.t~d laT.P. ~.~rranty: 90~day limi.!e~ C}~cessories w.a.rranty. 
Standard accessories I VGA cable, Remote control, Wand Kit (includes LiteBoard Wand, wand dock, power charger and USB cables), 

WizTeach In Focus Edition software -----
Pro~ecno:, D;star:cP.S to interact~ve Whitebnards 

Whiteboard Site (W x H) l 61.6 • 46.2 in (156.5" 117 em) j 38.4 • 28.7 in (97.5" 73 em) 51.3 x 38.3 in (130 x 97 em) 

Aspect Ratio I 4:3 

74 x 46.3 in (188 x 117 em) 

16:10 

Distance to Projector l _ IN~92_4: 29.6 i~ (75 em) _L 1!:3924: 18.4 in (47 em) 1 IN3924: 24.6 in (62.5 em) rN3926: 27.8 in (70.5 em) 

Optics 
Maximum CDlltrast ratio: 2400:1 
Suflported aspect ratio: 4:3,5:4,16:9, 16:10 
Zoom ratio: Fixed 
Pro[ection distance: 23.5 · 35.4" (0.6 · 0.9 m) 
Pro[ection methods: Front, ceiling, rear 
Keystone correction: :t40% 
Video rompatibility: 4801/p, 5761/p, 720p,l080i/p, 
NTSC/NTSC4.43/PAJ../PAL-M/PAL·f~/SECAM 
H·Synch range: 31.4-91.1 KHz 
V·Syndl range: 23.5-120 Hz 
30 projector: Yes. Supports PC-based 30 content configun!d at 
720p running at 120Hz signal. DlP Link 3D glasses reQUired. 

Lit~:Board 'f!lantl 
wand operation: Up to 40ft. (12m) rrom projector, 45" pen to 
image angle 
Battery: -40 hours life oo full charge, rechargeable via USB 
using included power supply or other USB power source 
Dual wand operation: Requires Windows 7 or higher 

Operation 
Lamp life: 4000 hours (Eco Mode), 3000 hours (Brigh0 
Lamp power. 3000 lumens, 225 watts 
Power supply: 110 · 240VAC. 50/60Hz 
Audible noise: 30 dB (Eco Mode), 33 dB (Bright) 
Operating temperature: 10 · 40"( 
Altitude (max,): 7500ftat104' F(2286 m at40"C), 
10000 ftat95"F(J048 mat 35'C) 
Menu languages: Danish, Dutclt, English, Finnish, French. 
German, Italian, Korean, NOIWI?gian. Polish, Portuguese, 
Russian, Simplified Chinese, Spanish, Swedish, Traditional 
Chinese, Tuoosh, Arabic, Vietnamese, Bahasa Indonesia 

Phy;iot 
Product dimensions: 5.2 ~ 12.9 x 9'' (133 "327 ~ 230 mm) 
Product weight: 9.91bs (4.5 kg) 
Shipping dimensions: 15" 13.5 x 9.5" (385 "340 x 245 mm) 
Shipping weight: 11.241bs(5.1 kg) 
Se<urity: Kensington® lock 

9JStWt ~ulremmts 
LiteSoard: OS compatibitity: Winda.•,os Q(P. Vista, 7). Mac.linWt 
USB display: OS compatlbitity: Windows lXP Service Pad<, Vista 
32/64 bit, Win 7 32/64 b!V 
IAN display, Wifl display, Quad View display: OS wmpatib!Uty: 
Windows (XPSeiVIce Pack, Vista 32/64 bit, Win 7 32/64 bit), Mac 
(10.4 and higher) 
USB thumb drive port: USB 2.0/1.1, JPG, BMP. TlFF. GIF. or PNG file 
Presentation to Go (PIG) Converter: Pentlum·Ml.SG or higher. 
Windows (XPService Pad<, Vista 32/611 bit, Win 7 32/64 bit), MS 
Office 2003 or 2007 

C1Jt~onat Ac.::essorl€5 
Replacement Lamp (SP·LAMP-077) 
Universal Ceiling Mount (PRJ-MNT-UNIV) 
Short Throw Wall Mounts (PRJ-WALLKIT-11 or ·12) 
AdditionalliteBoard Wand Kit (HW-LBWAND-01) 
802.11 b/ gWireless Module (SP-WIFIUSB) 
Cables & Adapters 
Extend ed warranties 
Alternate remote controls 

For more information, visit: 
www. i nfocus.com/ Accessories 

Warr:anty· 
The IN3920 interactive projector series comes 
standard with a 2-year limited parts and labor 
warranty and a 6-month limited lamp 
replacement warranty. Extended product and 
lamp warranty programs are also available. 

For more information, visit: 
www.infocus.com/Support/Warranty 

Lamp (particle) containment: Tested 1o con lain particles larger 
thano.s mm 
Approvals: Ul & all (USA and Ullada), fCC (USA), C£ (Europe), 
GTick Mark (Australia). NOM & COFETEL (MI!lliw), ccr(Chlna). 
I RAM ~entina) 

LiteBo..ard ~ 
liiieractNe 

lnFo::us 
Bright Ideas Mad€ Bnlliant 

(120I 1 lnf'o<~:LI~ Corporation. Allri3htJ rtltrvtd Sper.itrcari04'1S ~~ ~:abject to c:h11np ..,.;thol:t further noflle 
lnf'ocu~ and tnf'oclJ-s: Brighr l~ea ;o M•d« Brilliant l'l't eithttrtta~t!rnarl<s orreorlsttrtd tn~C:emalk!i orlnFoc.lJ~ CotponrtiOI'IIIl 't\t vnll~d States Ar.d other c.o1Jntritf. Ol P, the 01 ~ IC£0. aqd the 0( p l"'l!dt lllon 
111 tf~dem~l.<.s orrous IRstrument!l. 1\11 tr.ldC'm&ri'-S ore ttsecl with pP.I'ITiisslon or 1re foridEhtifir.:l!ion p~.ttpos.C's only ud "ro ti'IP. propeny of their r~sper.tiYf comp:lnlcs. 
lnfof:u.t;_li'J.392~_05_EI-t,l00CT'l2. Part Nl.ll'lber: Mr,~li'JFOCUS·020'• , www.infocus.com 



StarTec·ta sam 
Hard-to-find made nsye 

2 Port VGA Video Splitter- USB Powered 

StarTech 10: ST122LE 

Spec Sheet 
- - -

This 2-Port VGA Video Splitter allows a computer to displayVGA video on two monitors simultaneously. 

Perfect for classrooms, tradeshows, or any environment requiring high quality video on several monitors, the 
ST122LE VGA splitter supports displays with up to 300 MHz of bandwidth and up to 2048x1536 resolution. Plus, to 
simplify placement of your VGA displays, the splitter features a built-in booster circuit that allows you to locate VGA 
monitors up to 200 ft away from your system, and can be powered through a USB connection to the host computer, 
eliminating the need to find an available power outlet. 

Application Diagram 

The ST122LE VGA Splitter supports easy plug and play installation, and is backed by StarTech.com's 2-year 
warranty and FREE lifetime tech support. 

Applications 

• Use for in-store product merchandising in retail environments to give your advertisements greater visibility 
• Display travel schedules and alerts in airports, bus terminals and train stations 
• Create engaging multimedia presentations for demonstration in lecture halls and classrooms 
• Get your message across multiple displays for trade-shows or information booths/kiosks 
• Quick and easy solution to split a video signal in an auditorium or house of worship 



Stafrecr com 
Hard-to-find made easye Spec Sheet 

Features 

• Supports resolutions up to 2048 x 1536 @60Hz 
• USB-Powered 
• Our most compact VGA splitter 
• 300 MHz video bandwidth 
• Integrated signal amplifier boosts your connection range to 21 0 feet (65 meters) 
• Supports DOC, DDC2, DDC28 (For video out port 1) 

Technical Specifications 

Warranty 

Ports 

Industry Standards 

2 Years 

2 
DOC, DDC2, DDC2B, on Video Out Port 1 

Connector A 1-VGA (15 pin; High Density 0-Sub) Male 
Connector B 2- VGA (15 pin; High Density D-Sub) Female 

Maximum Cable Length 213.2 ft [65 m] 

Maximum Analog Resolutions 2048x1536 
Bandwidth 300MHz 
MTBF 40,000 Hours 

Color 

Enclosure Type 
Center Tip Polarity 

Plug Type 
Power Adapter Included 

Power Adapter Included 

Output Voltage 

Black 

Plastic 
Positive 

M 
US B-Powered 

Yes 
5DC 

Output Current O.SA 

Operating Temperature ooc to 70°C (32°F to 158°F) 

Storage Temperature -20°C to 85°C (-4°F to 185°F) 

Humidity 0% - 95% 
Shipping (Package) Weight 0.41b [0.2 kg] 

Included in Package 
Included in Package 

Included in Package 

1 -Video Splitter 

1- USB to DC power adapter 
1 -User Manual 



12111 USB 2.0 Active Extension Cable 
Overcome the Sm length limitation of USB 
Supporls data transfer rates up l'o 480Mbps 
Daisy-chain cables to ~upport up to 36m 
No softv.tare required 

355:5 Ketrorin~J Blvd. I Moraine 011 I 45439 I wv-Av.c2g.oorn I B00.287.2HA:I 

GET CONNECTED 



Specifications: 12m USB 2.0 Active Extension Cable 

Signal Specifications: 

Dolo Signcl Specificotiom. 
Mcxirr.vn Da!o Tron;fn· Rete. 
USB Power Consumecr 

Cable Specifications: 

Conductor: (Oty l pair) 
Power Input: 
Power Outpul;: 
Pin Diamoter: 
Centor Pin Polmity: 

Overall Cable: 
Foil Shields: 

Braided Shield: 

Jacket: 

Outer Diameter: 

Physical Characteristics: 

Voltage Roling: 
Temperature Roling: 
Hood Material: 
Plastic Cover Mnteriol: 
Plaslic Cover Dimension: 
Weight: 

Connector: 
Connector Type: 
Contact Plating: 
Insulation: 

Per! Numbor Description 

l 00- 240VAC- 47-63Hz, 0.4BA 
5VDC 3.5A 
5.5mm 
Po~it!ve 

Aluminum Mylar 
1 00% coverage min. 
16/4/0.100 
Tinned Copper 
65% coverage min. 
PVC 
rronslucent white 
4.50±0.1mm 

USB Type A Male: 
30jJm Gold Plating 
Block PBT 

39000 12m USB 2.0 Active Extension Coble 

USB 2.0 
480Mbps 
lOOmA 

Conductor: (Qty 2 conductors) 
Power Input: 
Power Ovlpul:; 
Pin [)[cmlelur: 
Center Pin Polarily: 

30V 
80°C 
SR ·· tv\olded Black PVC 
Bic:ck ABS 
57.0 x 32.0 x 16.4mm 
0.346kg 

Connector: 
Connector Typ(~; 

Contact Plating: 
ln~ulation: 

3555 K;,Herin~J Blvd. I M~)roine OH I 45439 I VJ'-NW.C2J.Com I 800.287.2~14:~ 

100- 240VAC- 47-63Hz, 0.48A 
5VDC 3.5A 
5.5mm 
Positive 

Broided Shield 

Aluminium Shield 

Condutor Pair 

Conductor 

Insulation 

USB Type A Female 
301-'m Gold Plating 
Block PBT 

Weight ilb.s) 

0.960 

GET CONNECTED 
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2xCAT5e Extender Kit 
SKU: VARCA·lf' 

What does it do? 
ln:uillve dE,s'gn lho1 onl'l,po!es bolh computer 
and reoulo~ /1./V tm•:J itv.rlio<tS. This C'>T5e wol:oic:te 
exiemi;.r k!f ~.x'o:uis' ."J ro 30 meter (1 DCr~ ontl hut: 
shielded cCls ing fu :·ree' governmef>t: sd-:oo!, ond 
cor::'lmerdol ,·equ!remenls, 

30M PC &. Composite Wallplate 

Features& 
• Trurt:>mits com~wt~r & <:ompos:lc ~.l\Jdi(~ (,. vidiW 
• Both intorfoces can be OI~Fvc, ot !t1~ :.onl(; l·mc 

• Works wi!h projector, rfOW onct OVO plorer 
• h!el'ldsup )c ;GOft using duo!-Cr\15.-~ mb!e 
• Suppor1~ VG/VSXGA !.:P ~o l280x l 02~ i;!; 60Hz: 
• Dl;l<:orc-s\,•le shic~ld6J tl'o!cJI C.C$:•19 '·":lh 9-rCNnJp,g 

CQMecH o,1y ::or~~pt;i~~,. k> protector ond l)VD p:ayer to 
HDT'J. U5ing ~xCI\T.5:~ r~Jti5 <.obl<ll:;, il p1ovkk~s both 
i-'C VOA & sicmo c,•Joio vlor.g wtfh cornposit<~ mKi!o and 
vkbo. i:k;!h tramimittt~r om! roce[ver how:: grc~pdbg s,c,re\<JS, 
w;1en power port ::: r'ot ovoiloh~e, tHs is o pcrfec~ 
AN <:xitmdcr so·ution. 

lruorllon loss 

' lndvdGs lrol"!smilter, roc;;;IIJOf, .cobh)s & m•):~:'l:ing S(.rc'lw$. 1-----------+ -----------1 
,., 1-1S ,-,...C " cr. C 1 Video Sionol Rtturr. Loss -1 :5d~ M<,< lrorn D<.: h 6!)Mi·1l. • ;,,o f ,-,~ ';)< c 01np ~.en! 

PC & LCD Comp~;! i!ilty Ye~ 

"''~~ ~ V. The Connectivity Spedolists 
-

We:;;l (1·800·344·337t} East {t -800-622-9606) 'tis•f l.S Cfl lh!>. .... e;) O' www.QVS.com 
"J/~:1":.,., ~~ •:c •·'' ,'o, Jl.:::_,~~~~.: . •• · : . 51\'),:1.i ,.. ·~···· ~ ~ , .,...,:·:--: ·:.••r...,• .. • 
l·> ·;,.q· ... ' ,}1- ~-~ :,.~·.: •.. ~'.'!.:. ~ ·/ ~ 
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. 
· Pro Series Projector Wall Mount 

I 
PRO Series 

mounting solutions 

II •• • 

•• • 

o Telescopic arm adjusts for 
ideal projector throw d istance 

o Designed for mountin§J shott 
throw projectors. with arms for 
3 or 4 mounting points 

o 15· projector rotation with 
15· tilt. allowing upward and 
downward as well as forward 
and backward adjustment 

o Easy to install 

www.ctsed.com 

The Pro Series Projector Wall Mount 
makes it easy to mount a projector above 

your whiteboard or screen. Featuring a 

telescopic arm, the Pro Series Wall Mount 

allows you to accommodate different pro

jectors' throw requirements. The aesthetic 

cable management system keeps cables 

secure and out of sight. The aluminum 

mounting head provides a strong, light

weight, heat-dissipating unit that helps 

extend projector lamp life. This mount 

supports almost any projector weighing 

up to 33lbs. 



Pro Series Projector Wall Mount 

v 

AVM-PRO-UNV-1524-WM 

l d. 
'..! 

J .uoru• ·U*~~'" " . • 

" 
AVM·PRO·UNV-3564-WM 

AVM-PRO·UNV-2747-WM 

Pro Series Projector Wall Mount 

AVM PRO Series 

AVM-PRO-UNV-1524-WM 
Short- Extends 15.2' to 23.6" from wall 

AVM-PRO-UNV-2747-WM 
Medium - Excends 27" to 47.2" (rom wall 

AVM-PRO-UNV-3564-WM 
Long - Extends 34.8' to 64.4' from wolf 

51.~' 

J 

Ideal for mounting projectors above whiteboards or screens. 

Telescopic arm all.ows you to slide projector to desired location. 

Made of high-quality, lightweight aluminum alloy for heat dissipati.on and strength. 

Fits virtually any projector, with arms for 3-4 mounting points. 

Mount head offers 15' projector rotation and 15" tilt. 

Cable management system keeps cables se.cure and out of sight. 

Can be mounted to concrete, brick, or wood wall or stud. 

Mounting hardware & tool kit Included. 

33 lbs (15 kg) 

Aluminum Alloy 

Silver 

4909 Victor St. I Jacksonville, FL 32207 I Phone: 904·731-1006 I Toll Free: 877-733·1006 I Fax: 904-731-1007 I Email: info@ctsed.com 



Package 2 



..... .. , . 



- ••• •• ""!":- -·-- • . : .. ~ • Dual-use projection screen and marker board 

• Designed for interactive short throw projectors 

• Proprietary, superior projection quality surface that can also be written on 
with dry-erase markers 

• Extruded aluminum frame available in black or silver finish 

• Convenient tray for storage of markers, erasers and interactive tools 
• Wall brackets included for easy installation 
• Offers a gain of 2.5 and a 25 degree viewing half angle 

16:9 HDTV FORMAT DIMENSIONS 

Viewing Area 
HxW 

46"x8PA" 117 X 208 

in. 
7' 

73~ . 

94" 

Nominal 

Diagonal 

239 

16:10 WIDE FORMAT DIMENSIONS 

· Viewing Area 
HxW 

Nominal 
Diagonal 

MARKERBOARD FORMAT DIMENSIONS 

Projectable Area 

HxW 

39" X 57" 

'45'' x~9··. 
Y - G. 

99x 145 
. ' ,. 

1 )4 ~ 1i75 . i: 

Overall Dimensions 
HxW 

in. 

42"x60" 107x152 .. .. . 
4~.x72" . !, 124x 1~- .. 

Overall Dimensions · · '!. 
HxW · 

49" X 843.4" 124x 215 

Overall Dimensions 

HxW ~ 

Da-Lite Screen Company LLC 
31 00 North Detroit Street 

P.O. Box 137 
Warsaw, 11\1 46581-0137 U.S.A. 

Phone: 574.267.8101 
Toll Free: 800.622.3737 
Fax: 574.267.7804 
Toll Free Fax: 877.325.4832 
www.da-lite.com 
info@da-lite.com 





IN3920 ( ) 

IN3920 Series Interactive Projector 
These ultra short throw projectors with breakthrough UteBoard™ 
interactive technology let teachers and other professionals interact 
with the projected image- turning any surface into an engaging, 
collaborative interactive workspace. 

It's like an interactive whiteboard without the board. 

Esoe '!\.'f .. ::: d. c:;J: c ir.ous~ ·t::;, l1rnvv, write ?.nd did• 
Control all your favorite PC or Mac applications with the wireless Lite Board Wand just as you 
would with your mouse. 

0 The LiteBoard Wand has left·clickand right-dick buttons, a scroll wheel, and more 
0 Draw and annotate on the visuals you're projecting 
0 Easily advance and reverse your presentation slides 
0 No special software is needed: it works with the software you use today 

h!t~ra=:t up c!\1se t'r c;.l?;;.y fot n1axlrnu.tfl ~c~~~t~lli?t 
Anyone can participate and interact because they don't need to touch the image - just point 
and click the wand. You can even use two wands at the same time. 

0 Teachers can interact with the images while out in the class with the students 
0 Ordinary business meetings tum into collaboration sessions 
0 Dual wand functionality allows two people to interact on the same content at the same time 
0 People of any height, including wheelchair users, can interact with all parts of the image 

PresSIJre~tiloe lil 
woll<s as ldt<ic!cbutton 

Interaction 

Accessibility 

Image size (Diagonal) 
Cost 

Size and mobility 
Calibration 
Drivers 

IN3920 Series 

Elgonomic de-..ign filS 
coml'ortlb.,inyoorhand 

At the image or away 
Touch is not required so the 
entire image is accessible to 
anyone 
Up to 112" /2.8 m wide 
One low-priced projecto·r is all 
y.ou need 
Easily move or install 
None 
None 

Interactive Whittl!board 

At the image only 
Top of the board/image can be 
hard to reoch 

Up to 82" /2.1 m wide 
High cost for a board and a 
projector 
Big and hard to move 
Required 
Required 



Easily connect your PC or Mac, DVO player, or document reader via a multitude of inputs, 
including HDMI, VGA, composite, and USB ports. 

0 Present from a USB thumb dri11e without a computer 
() IT administrators can control the projector remotely via the lAN port 
C Connectwirelesslywith optional 802.11 b/gwireless USB module 

Two UteBoard wands can be used at the same time to improve collaboration in classrooms, 
training sessions, and business meetings. · 

0 Two users can interact atthe same time or independently 
0 Students can use one wand and the teacher use the other 
0 Savetimewhen switching users 
0 Windows 7 or higher required 

Get your message across frorn the front row to the back with the IN3920 projector's clear and 
powerful audio system - one of the best you'll hear in this price range. 

C Integrated 20-watt stereo speakers (2 x 10 w) 
0 Preserve your voice with dedicated dynamic microphone input 
0 Narration feature lets your voice be heard over the audio of your presentation/video 
0 Audio processor shapes the sound for best performance 

Get big images when the IN3920 ultra short throw projector is close to the wall to reduce 
shadows, free up space and reduce ambient noise. 

0 Project a 8 foot (2.4 m) wide interactive image from only 3 feet (0.9 m) away QN3926 model) 
0 Interact with an image that can be up to 112" (2.8 m) wide (diagonal) 
0 Install on wall or ceiling or place on a tabletop or media cart 
0 Display 3D video and images created in the top emerging 30 standards 

- Sc:;olosffc r:dminfsJ.;·@tor tech Toots 

0 Education version includes drawing, math, 
geography,literacy and curriculum-building tools 

0 Business version includes annotation, 
productivity and screen capture tools 

0 Works on top of your web browser and other 
favorite applications 

0 PC and Mac compatible 

A presenter or teacher can connect up to 32 computers to one projector (via a network or optional 
wireless connection) and control who presents from one web page. 

0 Connect up to 32 computers and select the one(s) you want to project 
0 Display up to 4 computer screens simultaneously 
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Resolution (native) WXGA 1280 x 800 

3000 lumens Bright~ ess _ . . . - -
Connections (Input) HDMI 1.4, VGA x 2, USB Mini-S (for display), USB Type-Ax 2 (for wireless tAN or thumb drive), Composite, S-Video, 

3.5mm audio, 3.5mm microphone, tAN (RJ-4 S) 

Connections (Output) 

Control ., Monitor out: VGA. Variable audio out: 3.5 m m, Power out: 12v amp (screen trigger) 
RS232, USB Type-B. tAN (RJ-45) 

~spect ratio (native) 
Throw ratio 

4:3 
0.48:1 

16:10 

0.375:1 

Image size (width) 49 • 74" (1.25 · 1.9 m) 62 · 94" (1-6 · 2.4 m) . -
Image offset 15% 13 % 
Power consumption 2 50 watts (Eco Mode); 3?0 watts (Bright); < 1 watt (Standby) 
Audio 20 w (2 x 10 w speakers), voice and multimedia modes 

W;man~ . 2-year limited product warranty, 6-month limited lamp warranty, 90-day limited accessories warranty 

Stand_a_r_d _accessories_ l __ vGA cabl-e, Remot~--co-ntrot: Wand Kit (i n~l~des LiteBoard-Wand, wand dock: power ch~rger and USB cables), 
WizTeach lnFocus Edition software ---- -·-- ---- -------·--- ----

White board Size (W x H) f 61.6 x 46.2 in (1S6.S x 117 em) 38.4 x 28.7 in (97.S x 73 em) 

4:3 

51.3 x 38.3 in (130 x 97 em) 74 • 46.3 in (188 x 117 em) 

16:10 
I 

Aspect Ratio 
Distance to Projector IN3924: 29.6 in (7S em) IN3924: 18.4 in (47 em) .i .. IN3924: 24~ i~ (~~ - ~ c~) __ I__ 1~_3_9_26_:_27:8_in_(7_o_.s_cm_)_ - -- .. ~ 
Optics 
Maximum contrast ratio: 2400:1 
Supported aspect ratio: 4:3, 5:4,16:9, 16:10 
Zoom ratio: Fixed 
Projection distance: 23.5 · 35.4" (0.6-0.9 m) 
Projection methods: Front, ceiling, rear 
Key$tone correction: t-40% 
Video compatibility: 480i/p, 576i/p. 720p.1080i/p. 
NTSC/NTSC4.43/PAl/PAl:M/PAI:N/SECAM 
H·Synch range: 31.4 · 91.1 KHz 
V·Synch range: 23.5 ·120Hz 
30 projector: Yes. Supports PC-based 3D content configured at 
720p running at 120Hz signal. OLP link 30 glasses required. 

i..iteiloard Wand 
Wand operation: Up to 40ft (12m) from projector, 45" pen to 
image angle 
Battery: -40 hours life on rull charge, rechargeable via USB 
using included power supply or other USS pCJwer source 
Dual wand operation: Requires Windows 7 or higher 

Op\!iathm 
lamp life: 4000 hours ([<.O Mode), 3000 hours (Bright) 
t.amp power: 3000 lumens, 22 S watts 
Power supply: 110- 240VAC, 50/60Hz 
Audible noise: 30 dB (Eco Mode), 33 dB (Bright) 
Opl'rating te1nperature: 1 o • 40' C 
Altitude (mall): 7500 ft at 104' F (2286 mat 40' C), 
10000 ftat 95· F(3048 mat 35"C) 
Menu languages: Danish. Outch. English, Finnish, French, 
German, Italian. Korean, Nonvegian, Polish, Portugu~>.se. 
Russian, Simplified Chinese. Spanish, Swedish, Traditional 
Chinese. Turkish. Arabic, Vietnamese, Bahasa Indonesia 

i'h>,~Simt 
Product dimensions: 5.2 x 12.9 x 9" (133 • 327 x 230 mm) 
Product weight: 9.9lbs (4. 5 kg) 
Shipping dimensions: 15 • B.S" 9.5"(385 "340 >< 245 mm) 
Shipping weight: 11.24lbs (5.1 kg) 
Security: Kensington® lock 

System Requfremerrts 
UleBoard: OS compatibility: Windows (XP, Vista, 7), Mac,linux 
USB display: OS compatibility: Windows (XP S~IVice Pacl<, Vista 
32/64 bit. Win 732/64 bit) 
IAN display, WiFi display, Quad View displa~ OS 'omoatibility: 
Windows (.Xf'S~rvice Pack. Vista 32/64 bit, Win 7 32/64 bit), Mac 
(1 0.4 and higher) 
USB thuml> dri~ po~ USB 2.0/1.1, JPG, BMP, TIR; GIF. or PNG file 
Presentation to Go (PIG) Converter: Pentium-Mt. 5G or higher, 
Window$ (XP Service Pack, Vi$ta 32/64 bit, Win 7 32/64 bit), MS 
Office 2003 or 2007 

Ori~k~r~.a: Accassor!e~ 
Replacement Lamp (SP-LAMP-077) 
Universal Ceiling Mount (PRJ·MNT-UNIV) 
Short Throw Wall Mounts (PRJ·WALLKIT-11 or -12) 
Additional Ute Board Wand Kit (HW-LBWAND·01) 
802.11 b/gWireless Module (SP-WIFIUSB) 
Cables &Adapters 
Extended warranties 
Alternate remote controls 

For more information, visit: 
www.infocus.com/ Accessories 

"-Nam:nty 
The IN3920 interactive projector series comes 
standard with a 2-year limited parts and labor 
warranty and a 6-month limited lamp 
replacement warranty. Extended product and 
lamp warranty programs are also available. 

For more infonnation, visit: 
www.infocus.com/Support/Warranty 

lamp (particle) containment: Tested to contain particles larger 
than 0.8mm 
Approvals: UL & CUL (USA and Canada), FCC (USA), CE (Europe), 
C-lick Mark (Australia). NOM & coma (Mexico). CCC (China), 
I RAM (Argentina) 

Lite~~ 
interactive 

In Focus 
C>7.012 hf'otus Corpor.atlon. All rights ~serwd. Specifications are .:;ubjec.t tc ('.he~nge w\thout fu~llerno:lr.e. 

h1j::OC'US and lnf'ooos Bn'shtrdeas Made Britliant ate eithet tradernark'i or regi~tered tradPmar~' ofll'fo~;u$ CorporMioll in ~ne United State5 an-: other 1;0unuies. OtP. th~ Cl P togo, and th( DI.P me~l'lll;on 
:Jtt tmd~m:.•ks oiTexas lnscrumtnts. All frademark::; ar: ~~~ed with permission or ;ue for rdenfilicl'ltlor: purpo$eS onlv i.fld are the p•operty oft"'eir respecfve comp;~1ie~. 
lnfm:· ... s_IN3YI.'O_O$_EN_tOC'tCT12. P31't Numbt>:": t.Ht~INFOCUS-9204. 

Bright Jdeas Made Brilliant 

www.infocus.com 



StafFecr·com 

2 Port VGA Video Splitter~ USB Powered 

StarTech /D: ST122LE 

Spec Sheet 
-· ... ·----- ... .. ····-·--·---------

This 2-Port VGA Video Splitter allows a computer to display VGA video on two monitors simultaneously. 

Perfect for classrooms, tradeshows, or any environment requiring high quality video on several monitors, the 
ST122LE VGA splitter supports displays with up to 300 MHz of bandwidth and up to 2048x1536 resolution. Plus, to 
simplify placement of your VGA displays, the splitter features a built-in booster circuit that allows you to locate VGA 
monitors up to 200 ft away from your system, and can be powered through a USB connection to the host computer, 
eliminating the need to find an available power outlet. 

Application Diagram 

The ST122LE VGA Splitter supports ea~y plug and play installation, and is backed by StarTech.com's 2-year 
warranty and FREE lifetime tech support. 

Applications 

• Use for in-store product merchandising in retail environments to give your advertisements greater visibility 
• Display travel schedules and alerts in airports, bus terminals and train stations 
• Create engaging multimedia presentations for demonstration in lecture halls and classrooms 
• Get your message across multiple displays for trade-shows or-information booths/kiosks 
• Quick and easy solution to split a video signal in an auditorium or house of worship 
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Hard-to-find meet. easye~ Spec Sheet 
---------------------------------------------------. ~ 

Features 

• Supports resolutions up to 2048 x 1536 @60Hz 
• USB-Powered 
• Our most compact VGA splitter 
• 300 MHz video bandwidth 
• Integrated signal amplifier boosts your connection range to 210 feet (65 meters) 
• Supports DDC, DDC2, DDC2B (For video out port 1) 

Technical Specifications 

Warranty 

Ports 

Industry Standards 

Connector A 

ConnectorS 

Maximum Cable Length 

2Years 

2 

DOC, DDC2, DDC2B, on Video Out Port 1 

1 - VGA (15 pin; High Density D-Sub) Male 

2- VGA (15 pin; High Density D-Sub) Female 

213.2 ft [65 m] 

Maximum Analog Resolutions 2048x1536 

Bandwidth 300MHz 

MTBF 40,000 Hours 

Color Black 

Enclosure Type 

Center Tip Polarity 

Plug Type 

Power Adapter Included 

Power Adapter Included 

Output Voltage 

Output Current 

Plastic 

Positive 

M 
USB-Powered 

Yes 

soc 
O.SA 

Operating Temperature ooc to 70°C (32°F to 158°F) 

Storage Temperature -20°C to 85°C (-4 oF to 185°F) 
Humidity 0% - 95% 

Shipping (Package) Weight 0.4 1b [0.2 kg] 

Included in Package 

Included in Package 

Included in Package 

1 -Video Splitter 

1 -USB to DC power adapter 

1 -User Manual 



12m USB 2.0 Active Extension Cable 
- Overcome the 5m length limitation of USB 
- Supports data transfer rates vp to 480Mbps 

Daisy·choin cables to support up to 36m 
No software required 

GET CONINEC'Ti'J:D 

_. ..... _____ .. -·-·--~·--- ...... - ~,- , . . .................. . . ,. -. ~-~ ..... _ ... ';/'.. • .. " -1- - --·· ............ -h••- . (<. .. ._,, ... ,.. _ -~ ... ---- .... ..... _ · ~_.......-. ,_,, 

3555 KeJterlng Blvd. I Momine Oli I 45439 I \'A\.W.c2g.oom 1 800.287.2343 



Specifications: 12m USB 2.0 Active Extension Cable 

Signal Specifications: 

Data Signal Specifications; 
Maximum Data Tron$fer Role: 
USB Power Consumed: 

Cable Specifications: 

Conductor: (Q!y 1 pair) 
Power Input: 
Power Output:: 
Pin Diameter: 
Center Pin Polarily: 

Overall Cable: 
Foil Shields: 

Braided Shield: 

Jacket: 

Outer Diameter: 

Physical Characteristics: 

Voltage Rating: 
Temperature Rating: 
Hood Material: · 
Piostic Cover Moleriol: 
Plastic Cover Dimension: 
Weight: 

Conne::tor: 
Connector Type: 
Contact Plating: 
Insulation: 

!i ~ ·~.L c=J 

Part Number DescripNon 

100- 240VAC- 47-63Hz, 0.48A 
5VDC3.5A 
5.5mm 
Positive 

Aluminum Mylar 
l 00% coverage min. 
16/4/0.100 
Tinned Copper 
65% coverage min. 
PVC 
translucent white 

• 4.50 ± O.lmm 

USB Type A Male 
30pm Gold Plating 
Bloc:k PBT 

39000 12m USB 2.0 Active Extension Coble 

USB 2.0 
480Mbps 
lOOmA 

Conductor; (Q!y 2 conductors) 
Power Input: 
Power Output:: 
Pin Diameter: 
Center Pin Polorily: 

30V 
80"C 
SR · Molded Block PVC 
Black ABS 
57.0 x 32.0 x 16.4mm 
0.346kg 

S.:.onnecror: 
Connector Type: 
Contact Plating: 
Insulation: 

100- 240VAC ~47-63Hz, 0.48A 
5VDC3.5A 
5.5mrn 
Positive 

arorded Shield 

Aluminium Shield 

Condutor Pair 

Conductor 

Insulation 

USB Type A Female 
30iJrn Gold Plating 
Black PBT 

;.tj.(•)f>YY\ 

1- --·---- -~·~· ----1 

~ r l.!!!!!!!l _f 

Weight (lbs) 

0.960 

3555 Ketlering Blvd. ! Moroine OH I 45439 I v.r.,.....v.c.2g.com 1 800.287.284.3 
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deo 2xCAT5e Extender Kit 

• ........... ' ; 

•• ~ --
• 

SKUt VARCA-1 P 

What does It do? 
' ' 

ln~vlllve design that {tnflc1pates bofh co:TTpuler 
c.md oegulor NV app.li~;olic.."'l>. Tl1is (/\T5s wa!;p'lote· 
exu;:r"uler i(lt e,x!ends ~ h;> 30 meier (1 OOf!~ oml hos 
shl~dfld casing to ;ru;;el go\•ernment, school, oncl 
coMmerciol requlremenls.. 

30M PC & Co•poslte Wallplate 

FeatureS: 
• Transmits computer & tc:npc~ili: ~uc.:; /!.. \'id~v 
• Both it~t~rfoccs <:on be cctiv6 ot !tH~ :some : -~ 
• Works wi1h .proiector, HD1V ~d CNO ~~ter 
• l:xfe1'ld$ up. ~o 1 O'Ofl UiSi~g duo I-CAT~ r.xsble 
· Svpport~ VGNSXGA ~;p !Q i 2&...~ 1()24 ,,~;60Hz" 
• Dr.icoro-~··(~; !;hielded f!H~ial cr.s·~'\,; ws!h grc;;;s~d;ng 

Co()MC~ .ony cor,~put-er f<> protector and OVO p.ioy~t t.o 
Hb1Y. Us.ing 2xCAT5e Rj45 cabk~s, it p.rovidos' bofh 
PC VGA & s!e(eo audio .Obog wilh c.ompflsite c.Hrdio Qnd 
v'.deo. 8oth iwnsmilter and roce:Ver hove grovndir:g screws. 
Wilen pmver port ~ fl.'Jt O'Xlila~-e, lf:is Is o perfect 
AN ex!ender so:'-! tic;;,. 

' ~nduc;!~s ~(Qf)SiY\!fl~(, reO>iver,. caot'3~ t~ mo<"Ainq $CI<W<~ 1-------------'lf---------~-1 
• RoHS, 'FCC & CE Cotr,ptklnt . Vid11o 

Operoting l~nperulore 

'• 

1"\II~J ' · 

~ V r1l The...Connectivlty. Sp,edalists' 
-~ 

1 Wt:51 (ln~)(}0-344·3~71} E~S1 ;1-!l00-612·9M6~ \IJ$:1 t,~ \.)-~ 11··!' ·.vet, o~ www.QVS.com 
' -'.J:~ -: ... ,. ~· ·. .... .~ ~,.~ :::. ; :l ...... , .. l~\ "-''.1 . _._.,. ~ •. ":: ~ ~-:~ "'• :· 

I • ' • •• ·~· f ' ' " - ~ •• ·~ \• • ' J ; •• , : ...:: ·\ • ;I.: 

WWW.Q\S.comlspecsNARCA-1P _S.jJ::9 1/1 
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f' . Pro SSrJ~s ProjeCtor Wall Mo.uni.{ , 

II 

-· • 

o Telescopic arm adjusts for 
ideal projector throw distance 

o Designed for mounting short 
throw projectors, with arms for 
3 or 4 mounting points 

o 15• projector rotation with 
15· tilt, allowing upward and 
downward as well as forward 
and backward adjustment 

o Easy to install 

-.. 

.. ... .. 

www.ctsed.com 

The Pro Series Projector Wall Mount 

makes it easy to mount a projector above 

your whiteboard or screen. Featuring a 
telescopic arm, the Pro Series Wall Mount 

allows you to accommodate different pro

jectors' throw requirements. The aesthetic 

cable management system keeps cables 

secure and out of sight. The aluminum 

mounting head provides a strong, light

weight, heat-dissipating unit that helps 

extend projector lamp life. This mount 

supports almost any projector weighing 

up to 33 lbs. 



Pro Series Projector Wall Mount 

..,._,.._ ....... &0.0-- .. ~ . ., .... , ... ~ ....... 

.. ~ 

•"" .,.. ... , .. --rt"Jo-' 

AVM·PRO-UNV-l524·WM 

_, I -·· . -

1,. I .•.. : • -:1; :,;, ,JS • 

, ..... 

AVM-PRO·UNV-2747-WM 

Pro Series Proje-ctor Wal:l Mount 

AVM PRO Series 

AVM-PRO-UNV-1524-WM 
Short - Extends l5.2" to 23.6" '{rr:mr wall 

AVM-PRO-UNV-2747-WM 
Medium - Ex lEnds 27' to 47.2" (rom wolf 

AVM-PRO-UNV-3564-WM 
Long - Extends 34.8' to 64.4" from wall 

~-· ... , 

Ideal for mounting projectors above whiteboards or screens. 

Telescopic arm allows you to slide projector to desired location. 

(~~) .... __ ... ____ 

Made of high-quality, lightweight aluminum alloy for heat dissipation and strength. 

· Fits virtually any projector, with arms for 3-4 mounting points. 

Mount head offers 1s· projector roUltion and 15' tilt. 

Cable man;3gement system keeps cables se~ure and out of sight. 

Can be mounted to concrete, brick, or wo0d wall or stud. 

Mounting hardware & tool kit induded. 

33 lbs (15 kg) 

Aluminum Alloy 

Silver 

4909 Victor St. I Jacksonville, FL 32207 I Phone: 904·731-1006 1 Toll Free: 877-733·1006 1 Fal<: 904·731-1007 I Em~il: info@ctsed.com 
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IN3920 · : 
J 

IN3920 Series Interactive Projector 
These ultra short throw projectors with breakthrough Lite Board™ 
interactive technology let teachers and other professionals interact 
with the projected image- turning any surface into an engaging, 
collaborative interactive workspace. 

It's like an interactive whiteboard without the board. 

Control all your favorite PC or Mac applications with the wireless LiteBoard Wand just as you 
would with your mouse. 

0 The liteBoard Wand has left-click and right-click buttons, a scroll wheel, and more 
0 Draw and annotate on the visuals you're projecting 
0 Easily advance and reverse your presentation slides 
0 No special software is needed: it works with the software you use today 

Anyone can participate and interact because they don't need to touch the image- just point 
and click the wand. You can even use tvvo wands at the same time. 

0 Teachers can interact with the images while out in the class with the students 
0 Ordinary business meetings turn into collaboration sessions 
0 Dual wand functio~ality allows two people to interact on the same content at the same time 
0 People of any height, including wheelchair users, can interact with all parts of the image 

lntJ!raction 
Accessibilfty 

IN3920 Series 

Ergonomic design fits 
comfortably in your hand 

At the image or away 
Touch is not required so the 
entire image is accessible to 
anyone 

Image size {Diagonal) Up to 112" /2.8 m wide 
Cost One low-priced projector is all 

Size and mobility 
Calibration 
Drivers 

you need 
Easily move or install 
None 
None 

Interactive Whiteboard 
At the image only 
Top of the board/image can be 
hard to reach 

Up to 82" /2.1 m wide 
High cost for a board and a 
projector 
Big and hard to move 
Required 
Req uired 



Easily connect your PC or Mac, DVD player, or document reader via a multitude of inputs, 
including HDMI, VGA, composite, and USB ports. 
0 Present from a USB thumb drive without a computer 
0 IT administrators can control the projector remotely via the LAN port 
0 Connectwirelesslywith optional802.11 b/gwireless USB module 

Two UteBoard wands can be used at the same time to improve collaboration in classrooms, 
training sessions, and business meetings. 

0 Two users can interact at the same time or independently 
0 Students can use one wand and the teacher use the other 
0 Save time when switching users 
0 Windows 7 or higher required 

Get your message across from the front row to the back with the IN3920 projector's dear and 
powerful audio system - one of the best you'll hear in this 'price range. 

0 Integrated 20-watt stereo speakers (2 x 10 w) 
0 Preserveyourvoicewith dedicated dynamic microphone input 
0 Narration feature lets your voice be heard over the audio of your presentation/video 
0 Audio processor shapes the sound for best performance 

Get big images when the IN3920 ultra short throw projector is close to the wall to reduce 
shadows, free up space and reduce ambient noise. 

0 Project a 8 foot (2.4 m) wide interactive image from only 3 feet (0 .9 m) away ON 3926 modeO 
0 Interact with an image that can be up to 112" (2.8 m) wide (diagonaO 
0 Install on wall or ceiling or place on a tabletop or media cart 
0 Display 3D video and images created in the top emerging 30 standards 

:.~ .. !~ J~·1~ t;~tJr,:..-r:~T'lf1>2tftf::. _for ·?~ .... /~:~ .... ~.f~J~;:;7 f: .. ~~ e-t:!ri;l !i~7[.t3r~;zct'"t~~::: 

t:. :J~!!~C;:Z ~~Il2r~- i~·?-s :: ; ... ~ .. :-~ rr;r_; r ; t. ~·;· 
" -· Schc:lastic Administ'r@tor k(:h Tools 

0 Education version includes drawing, math, 
geography, literacy and curriculum-building tools 

0 Business version includes annotation, 
productivity and screen capture tools 

0 Works on top of your web browser and other 
favorite applications 

0 PC and Mac compatible 

C:Un~rot t~·j0 ,d:sp~~\V di ::r:d'i:1;:~~.~ !Ff..:s 
A presenter or teacher can connect up to 32 computers to one projector (via a network or optional 
wireless connection) and control who presents from one web page. 

0 Connect up to 32 computers and select the one(s) you wantto project 
0 Display up to 4 computer screens simultaneously 

Comp~JU~r Name PliGI Colltrol 

sboi"" 
IF;~· ·•. -·r· [G) •. 1 ~ ·3 .-

111kruger §~'21;-"1] ...... 
Jt""t ~[fl-:21'{, '41....., 

1dotwilo (i?;j!lJ]J~~"4 ... 
dboldori lg1UJ\ f ,f ~.1' 4··~ 
!burdick ;~~ff1!zlf3'~r:.p ' 

''· ..... .... ~ · · lWt 
toke"e tgtlJ•.::fl[)JLi!r&..~ 
a:ne:u;e:n i~(}J':}.i(Il~J ~~ 

f:~Jdc.ator <.o;itrof panel 

IPAdll~ 

1S2.16e.l11l1 

192.168.3,117 

192.168 3.H2 

192. 168.3.125 

192.168.3.098 

192.168.3.104 

192 1li&.3:(Ei7 

1~168..3.!58 

1 2 

3 4 
.. 

Project up to 4 comp,;ter s~; ez;;s 
<,t the samt:: iii~Je 



Resolution (native) XGA 1024 X 768 
3000 lumens ··-------- .. ~- --- .. . ·- --~rightnes~ ___ _ 

Connections (Input) HDMI1.4, VGA x 2, USB Mini-B (for display), USB Type-Ax 2 (for wireless LAN or thumb drive), Composite, S-Video, 

3.Smm audio, 3.Smm microphone, LAN (RJ-45) 
Connections (Output) 
Control 

Monitor out: VGA, Variable audio out: 3.5 min, Power out: 12v amp (screen trigger) 

Aspect ratio (native) 
Throw ratio 

. --· -·~- 4:3 

0.48:1 

. - -· .. . . -- _ ..... - . - .. 
RS232, USB Type-B, LAN (RJ-4 5) 

16:10 
0.375:1 

Image size (width) 49 · 74" (1.25- 1.9 m) 62 · 94" (1.'6 · 2.4 m) -· .. -·· . . ·- ... --· -~. . ··- --··--
lmage_offset 15% 13 % 

Powe~ consu~p~~~- I 25E_ watts (Eco M~~~~: 3_00 watts (£right);~ 1 watt (S!_a_ndby} 
Audio ·r 20 w (2 x 10 w speakers), voice and multimedia modes 
Warranty :i. 2-year limited product warranty, 6-month limited lamp warranty, 9o-day limited accessories warranty 
Sta.nd-ard-acce·s~ori~---- • VGA "cable:Re~ote control, W~nd' Kit(indudes.LiteB~ard Wand, wa.nd do~l<: p·;w;;· charger anci'usi3 c'abl~s)· . .. 

WizT~ach lnFocus Edition software ----------·---- --· . --~--

Wniteboard Size (W x H) j 61.6x46.2in (156.S x 117cm) J 38.4 x 28.7 in{97.5 • 73cm) 

· Aspect Ratio - l 4:3 

51.3 x 38.3 in (130 x 97 em) 74 x 46.3 in (188 x 117 em) 

16:10 

-DiStance to Projector . 1 IN3924: 29.6 in (75 em) r IN3924: 18.4 in (47 em) I IN3924: 24.6 in (62.5 em) --·-------·........1--------.. ---. , _ _.J_ ---------- -'--------·· • ---

IN3926: 27.8 in (70.5 em) 

Optics 
Maximum contrast ratio: 2400:1 
Supported aspect ratio: 11:3,5:4, 16:9,16:10 
Zoom T<!tio: Fixed 
Projection distance: 23.5- 35.4' (0.6 · 0.9 m) 
Projection methods: Front. ceiling, re<:r 
KJ:¥tone correction: t40% 
Video compatibili~ 480i/p, 576i/p, 720p, 1080i/p, 
HTSC/NlSC4.43/PAL/PAL·M/PAl.-N/SECAM 
H-Synch range: 31 .4 -91.1KHz 
V·Synch range: 23.5 - 120 Hz 
30 projectol~ Yes. Supports PC-based 3D content configured at 
Wlp running at 120Hzsignal. DLP Unk 3D glasses required. 

liteBuard Wand 
Wand operation: Up to 40 rt. (12m) from projector. 45" pen to 
!mage angle 
Battery: -40 hours lire on ruu charge, recharge~ble via USB 
using included power supply or other USB power source 
Dual wand opGration: Requires Windows 7Dr higher 

Opl!ra!ion 
Lamp Ufe: 4000 hours (Eco Mode), 3000 hours (Brigh~ 
Lamp power: 3000 lumens, 225 watts 
Powersupply:110 • 240VK., S0/60Hz 
Audible noise: 30 dB (f£0 Mode), 33 dB (Bright) 
OperalinglempeT<!ture: 10 • 40'( 
Altitude(max,): 7500ftat104"f(2286 m at40"0, 
10000ftat95" F(3048m at 35"() 
Menu languages: Danish, Dutch, English, Finnish, French, 
German, Italian, Korean, Nonvegian, Polish, Portuguese, 
Russian. Simplified Chinese. Spanish, Swedish, Traditional 
Chinese, Turkish, Arable, Viemamese, Bahasa Indonesia 

Physicat 
Product dimensions: 5.2 •12.9 • 9' (133 x 327 "230 mm) 
Product weight: 9.9 tbs(4.5 kg) 
Shipping dimensions: 15 x 13.5 "9.5'' (385 x 340 • 245 mm) 
Shipping weight: 11.24 lbs (5.1 kg) 
Security: Kensington® lock 

System Requirements 
Ut.eBoard: OS compatibility: Windows (XP, Vista, 7), Mac, LimJx 
USB display: OS compatibility: Windows (XPSeiVIce Pack, Vista 
32/64 bit, Win 7 32/64 biO 
IAN display, WiR display, Quad View display: OS compatibility: 
Windows O<PService Pack, Vista 32/64 bit, Win 7 32/64 bit), Mac 
(10.4 and higher) 
USB thumb drive port; USB 2.0/1.1, JPG. BMP, TIFF, Glf. or PNG file 
Presentation to Go (PtG) Converter: Pentium·Ml.SG or higher. 
Windows (XPSeiVIce Pack, Vista 32/64 bit, Win 7 32/64 biO. MS 
Office 2003 or 2007 

Optfon~i P.:c.cessor1es 
Replacement Lamp (SP-LAMP-077) 
Universal Ceiling Mount {PRJ·MNT-UNJV) 
Short Throw Wall Mounts (PR)-WALLKIT-11 or -12) 
Additional LiteBoard Wand l<it (HW-LBWAND-01) 
802.11 b/gWireless Module (SP-WIFIUSB) 
Cables &Adapters 
Extended warranties 
Alternate remote controls 

For more information, visit: 
www.infocus.com I Accessories 

1!1.;f·:r:aa1t~~ 
The IN3920 interactive projector series comes 
standard with a 2-year limited parts and labor 
warranty and a 6-month limited lamp 
replacement warranty. Extended product and 
lamp warranty programs are also available. 

For more information, visit: 
www. infocus.com/Support/Warranty 

Lamp (oarticte)conta!nment: Tested to contain partides larger 
than0.8mm 
Approwls: Ul & CUL (USA and Canada1 FCC(~. CE {Europe). 
C·Tick Mark (Australia), NOM & COFETR (Mexico}, aJ:(Chlna), 
IRAM (Ar~ntina) 

Lite~-
mteradive 

In Focus 
lb:?.OJ "1 lnFocu:c Cotpomtion. Alllishtsttset"V<:d. S.pl(lncation~ oue ~ubjettto chAn~ wilhoutfurtller norlr.e. 
ll'lfor.us :)l'ld lnfoc.us 8ri{llt Ideas f~ade Rrilllant •rt •lrhtrftad(m:IJI<:S or rt!r~rtte:d lr,lidc:mJJks oi lnFn:us. Corpor«tiOI'I ;" tt!e United States ~nd oti1C1 eoun~liEs. DtP, tl'.e Ot P los:o. ;)lid tl\1.> Ol.~med:e.lllon 
it€1! f1'3d ~fll31'i<-$ ofTt:cn lll~lNITiellts.. 11.11 trac:temarb 11.11 u r;t -:1 I!J'Lti'I I)Nrnissi on or l)'t n>r t de:ntlfir.atl on IUJrpo ~~ s ortl'l llrtd "re i h r prop e rf'/ of ~c:l r rup tr.tivc comp.a r les. 
l.r•t:US. Wt:IO. DSJI(.lOOCn1. rsrt Nu"b•t: MMW'IFOW>lllll4. 

Bright Ideas Made Brilliant 

www. i nfocus.com 



StarTecr .. c.om 
Hard-to-find medt ea.s.y~ 

2 Port VGA Video Splitter- USB Powered 

StarTech ID: ST122LE 

·--··---- - ... ·--··-·--··-----

This 2-Port VGA Video Splitter allows a computer to dis play VGA video on two monitors simultaneously. 

Perfect for classrooms, tradeshows, or any environment requiring high quality video on several monitors, the 
ST122LE VGA splitter supports displays with up to 300 MHz of bandwidth and up to 2048x1536 resolution. Plus, to 
simplify placement of your VGA displays, the splitter features a built-in booster circuit that allows you to locate VGA 
monitors up to 200ft away from your system, and can be powered through a USB connection to the host computer, 
eliminating the need to find an available power outlet. 

Application Diagram 

The ST122LE VGA Splitter supports easy plug and play installation, and is backed by StarTech.com's 2-year 
warranty and FREE lifetime tech support. 

Applications 

• Use for irrstore product merchandising in retail environments to give your advertisements greater visibility 
• Display travel schedules and alerts in airports, bus terminals and train stations 
• Create engaging multimedia presentations for demonstration in lecture halls and classrooms 
• Get your message across multiple displays for trade-shows or information booths/kiosks 
• Quick and easy solution to split a video signal in an auditorium or house of worship 



Hard-to.:.flr"td mad-. easy~ 

Features 

• Supports resolutions up to 2048 x 1536 @60Hz 
• USB-Powered 
• Our most compact VGA splitter 
• 300 MHz video bandwidth 
• Integrated signal amplifier boosts your connection range to 210 feet (65 meters) 
• Supports DOC, DDC2, DDC2B (For video out port 1) 

Technical Specifications 

Warranty 2 Years 

Ports 2 
Industry Standards DOC, DDC2, DDC2B, on Video Out Port 1 

Connector A 1- VGA (15 pin; High Density 0-Sub) Male 

Connector B 2 - VGA (15 pin; High Density D-Sub) Female 

Maximum Cable Length 213.2 ft [65 m] 

Maximum Analog Resolutions 2048x1536 

Bandwidth 300MHz 

MTBF 40,000 Hours 

Color Black 

Enclosure Type 

Center Tip Polarity 

Plug Type 

Power Adapter Included 

Power Adapter Included 

Output Voltage 

Output Current 

Plastic 

Positive 

M 
USB-Powered 

Yes 

soc 
0.5A 

Operating Temperature ooc to 7oac (32°F to 158°F) 

Storage Temperature -20"C to 85°C ( -4 °F to 185 °F) 

Humidity 0% - 95% 

Shipping (Package) Weight 0.4 1b [0.2 kg] 

Included in Package 

Included in Package 

Included in Package 

1 -Video Splitter 

1 -USB to DC power adapter 

1 - User Manual 



·' 

12m USB 2.0 Active Extension Cable 
- Overcome the 5m length limitation oF USB 
- Supports data transfer roles up to 480Mbps 
- Doisy-choin cables to support up to 36m 

No software required 

35551Celtering Blvd. i Moroine OH l ,15439 ! W\Wt.c;29.oom J S00.287.2BA3 



Specifications: 12m USB 2.0 Active Extension Cable 

Signal Specifications: 

Data Signal Specifications: 
MctXimum Dolo T ronsfer Role: 
USB Power Consumed: 

Coble Specifications: 

Conductor: (Q!y l pair! 
Power Input: 
Power Outpul:: 
Pin Diameter: 
Center Pin Polori1y: 

Overall Cable: 
Foil Shields: 

Braided Shield: 

Jacket: 

Outer Diameter: 

Physical Characteristics: 

Voltage Rating: 
Temperature Rating: 
Hood Material: 
Plastic Cover Material: 
Plastic Cover Dimension: 
Weight: 

Connector: 
Connector Type: 
Contact Plating: 
Insulation: 

Port Number Description 

1 00- 240VAC - 47-63Hz, 0.48A 
5VDC 3.5A 
5.5mm 
Po:>itive 

A!uminum Mylar 
1 00% coverage min. 
16/4/0.l 00 
Tinned Copper 
65% coverage min. 
PVC 
translucent white 
4.50 ± O.lmm 

USB Type A Male 
301Jm Gold Plating 
Black PBT 

39000 1 2m USB 2.0 Adive Extension Coble 

USB 2.0 
480Mbps 
lOOmA 

Conducmr: (Qiy 2 conductors! 
Power Input: 
Power Output:: 
Pin Diameter; 
Center Pin Polari1y: 

30V 
BO"C 
SR • Molded Block PVC 
Black ABS 
57.0 x 32.0 x 16.4mm 
0.346kg 

Connector; 
Conneclor Type: 
Contact Pla ting: 
Insulation: 

1 00- 240VAC - 47-63Hz, 0.48A 
5VDC3.5A 
5.5mm 
Positive 

Braided Shield 

.Aluminium Shield 

Condulor Pair 

Conductor 

Insulation 

USB Type A Female 
30flrn Gold Plating 
Black PBi 

::.;i,Qo)rrrM 

·-----· ... • • --1 

Weight (lbs) 

0.960 

3.555 Ketterin9 Blvd. I Mr..rainaOH I lt.5d39 I WY.Nt.c2g.oom 1 800.287.2843 
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SKU: V.ARCA-1 P 

What does it do? 
ln!uiHve ckslgn 1hot onttdpotes bo'rh co:npuler 
ar.d regulo~ Af./ opplicaJions. Thi-s O\J53 W<.ll~lote 
e.xie.nder kil &tends up fo 30 =ncler {lOG:'~J <.:md ho$: 
sf-lleldfld eosin g. to mee1 goverl'lmenf, s\"".hool, <md 
conrner<:~fJI requir~ments . 

30M PC & Composite Wallplate 

I F I ___ ··ea.tures: 
• !i·cnsmits compul31' & <:om,;c~e wd•o ~ v!dec 
• Bo11'1 int~rfocas can ba adivo \":1 the w.m<- l·me 
• Works with proiador, HDlV 4M OYD p!o(er 
• fx!ends up ~o 1 OOfl wing duoi-C~rs~t mblt! 

Cortnocls any cor,1p~Jte; to proiector and tWD pioyerto 
HDTv. Using 2xCAT5e RJtt5 cables, il provichs' oolh 
?C VGA & stereo audio along wlrh com~oSita avcho end 
video. BrAh transmilter -ond receiver have gmun&ng screm. 
\Vitel1 power pori ::s r.ol ovoilablie, 1h1s is o perfect 
IVV ~xtende.r SQ:i.!Hoo. . 

\'ideo llonclvt~dl!J 

C.~nnat:.for.o 

• Sc,~pport~ VG/V':;."XGA ~;p: ~o J 2'80x i 024 ;f!: 6Ci-+L~ lmfl<l~~e"~.& RGS • 750h<i'-~ 'Jnl:·:-.!llrl(:eJ 
' Decoro·s~le shielded rt'l(;t!al (.C~in,:; ,•<fiit !;ji·:J·~r..;;J;ng o.n:~ . l (){)()',;~\\.~ Sol'l.ll'\<!<60 
• Includes tronsin.lfler, receiver, cof)!_t.'lS ,\, !'\1')\J"I:·;,,$ st,t~W::'- 1-----~-----l'----------... 
• RoHS, FCC & Ct Complkm! Video Slgt:tJ! lo;>s~ -l $db w~ lfOrn OZ:lo 60MI1~ 

PC & LCD Ccm;n:oll!.i~lly 

'• 

West (1 ,S{)0-344-33i~} EQst ( l -800-622~960~) ·vi sol 1;5 r;q t~'e w(.'h n' www.QVS.com 
' ')/:' .: ... c. ~·· · , : ' ( ~.· ~:~ ; · .....•. :-) ~r-• • u • ... ~,•\•·:· • t "~·:~:· -:"',·~· .·~·-

I. ·J S"...t:;•. ··, J::~ ~! .. . ,,.,·,,, ·,.., ~}; · ;'..; 
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:~> Pr0 Sefies Projector Wall Mouqf(~~ · 

~V;-:'-·•P;t:· ... ·:--.·.~. 

t~\:. . . ·,1 \ - .·~.· 
·: x;· , .. -~ 

'. • ~I :• ' . • • • - ~ 
;!. -, .... 
e: . . ~ . 
.. 
;. PRO Series 
:1 mounting solutions. ,. 

• • 

... 

• 
• 

o Telescopic arm adjusts for 
ideal projector throw distance 

o Designed for mounting short 
throw projectors, with arms for 
3 or 4 mounting points 

o 15· projector rotation with 
15· tilt allowing upward and 
downward as well as forward 
and backward adjustment 

o Easy to install 

• • c ' 

www.ctsed.com 

The Pro Series Projector Wall Mount 
makes it easy to mount a projector above 

your whiteboard or screen. Featuring a 

telescopic arm, the Pro Series Wall Mount 

allows you to accommodate different pro

jectors' throw requirements. The aesthetic 

cable management system keeps cables 

secure and out of sight. The aluminum 

mounting head provides a strong, light

weight, heat-dissipating unit that helps 

extend projector lamp life. This mount 

supports almost any projector weighing 

up to 33 lbs . 



Pro Series Projector Wall Mount 

AVM·PRO-UNV-1524-WM 

!:I; •••• , ,., • .---~ ·t t 

: ?'· . 1, 1 :.." 

.· 
~."' • J t .. ~I 

6 '•" 

AVM-PRO-UNV-2747-WM 

Pro Series Projector Wall Mount 

AVM PRO Serres 

AVM-PRO-UNV-1524-WM 
Short- Extends 15.2' to 23.6'from wo/1 

AVM-PRO-UNV-2747-WM 
Medium- Extends 27' to 47.2' from wall 

AVM-PRO-UNV-3564-WM 
Long- Extends 34.8' to 64.4• (rom wolf 

Ideal for mounting projectors above whiteboards or screens. 

Telescopic arm allows you to slide projector to desired location. 

,_ .. ...,._-

Made of high-quality, lightweight aluminum att.oy for heat dissi·pation and strength . 

. Fits virtually any projector, with arms for 3-4 mounting points. 

Mount head offers 15• projector rotation and 15· tilt. 

• Cable management system keeps cables secure and out of sight. 

Can be mounted to concrete, brick, or wood wall or stud. 

Movnting hardware & tool kit included. 

33 lbs (15 kg) 

Aluminum Alfoy 

Sifv.e.r 

4909 Victor St. I Jacksonville, FL 32207 I Phone: 904-731-1006 1 Toll Free: 877-733-1006 1 Fax: 904-731-1007 J Email: info@ctsed.com 
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IN 100 ( SERIES ) 

Unbelievable low price. 
Unbeatable value. 
The In Focus IN100 Series are not only some of the lowest 
cost projectors we've ever sold, but also have one of the 
longest-lasting lamps- for incredibly low total cost of 
ownership. 

These value-packed projectors are easy to buy and built to 
perform with high brightness, high contrast ratio and 
BrilliantColorrM technology. Plus, their slim, compact design 
and light weight make them as easy to move around as they 
are to install. 

Why choose the I N~lOO Series? 

() Ultra-low purchase price 
() Long life lamp of up to 6,000 hours lowers costs even more 

0 High 4000:1 contrast ratio 
() Slim design and weighs only 4.8 lbs (2.17 kg) 
C Accurate and vivid color reproduction with BrilliantColor 

technology 
0 HDMI connectivity (IN116) 

0 3D technology supports up to 120Hz frame rate 

MOOEI.S 

lUI If» 
SVGA 
(!$00 X 600) 
2700 lumens 

i!IFftfl 
WXGA 
(12SO X BOO) 
2700 lumens 
HDMl 1.4 

~ _· .. ....... ~ ·J 
0 . • •. • 

Connectivity 
VGAx 2 
Composite Video 
RS232 
Mini USB 
(cor,trol & firmware) 

HD/\111.4 (JN116) 
S·Video 
3.~ nun audio in 
3.5 nun :ludio out 
Monitor our (VGA) 

Low~st Total Cost of Ownership R~solution Options 
Tlw IN1 00 Series ilre not only the lowest priced office/ 

classroom projectors we've ever offered, but their lamp 

lasts 50% longer than the previous gencmtion. There 

aren't even any filters to replace. It's ;:m unbeatable value. 

High Brightness and High Contrast 
The image quality of these projectors will not disappoint. 

2700 lumens will give you bright, clear images with the 

lights on and the high 4000:1 contrast ratio adds 

sharpness with darker blacks and whiter whites. 

Preset modes give you H1e best image quality on a beige 

wall, whiteboard, blackboard or other surface. 

Choose from nativ(~ resolution of SVGA for the best price, 

XGA for better image detllil and d;:uity, or widescreen 

WXGA resolution tor projectin~ high definition video and 

wide laptop screens without scaling. 

Compad~ Slim and Ught 
The IN100 Series is small and lightwei~ht for easy 

portability from ~ne room or building to the next. It's 
slim design is only 2.7 in (70 mrn) tall and weighs only 

4.8 lbs (2.17 kg). 

www.infocus.com 



Specifications* 

SVGA 800 x 600 Xtt~768 

WUXGA 1920 x 1200 

i!iilf£* 
WXGA 1280 X 800 Native Resolution 

Maximum Resolution 

Display Technology 0. S 5" SVGA, 800x600 (450 type), 

DDP2431+DDRII 

0.55" X(iA, 1024x768 (450 type), 

DOI'2431•DDRll 
0.65" WXGA, 12llOxROO (450 type), 

00f'2431 tODRII 
Brightness 
Lamp ure .. 

Lamp Power 
Contrast Ratio 
Color Wheel 
Audible Noise 
Computer Compatibility 

Projection Ofrset 
Keystone Correction 
Lens Type 
Lens · Throw Ratio 

·Zoom Ratio 
Number or Colors 
Aspect Ratio 
Synch • Horizontal Scan Freq 

·Vertical Scan Freq 
Video Compatibility 
Audio 
Input Sources 

Olttput Sources 
Control 
Product Dimensions· Wx{}xH 

Product Weight 
Shipping Dimensions· WxDxH 
Shipping Weight 

Maxin.um Alti tudr. 
Operating Temp~ature 
Remote Control 
Security Features 

Ships with · Accessories 
Warranty 

1700 lumens Normal Mode (2200 lumens Eco Mode) 
5000 hours Normal Molle (6000 huurs £co Mode) 

lBOW UHP 

t S% 

4000:1 
6 Segment, 2x Speed 

)0 dB Nonnal Mode (28 dB Eco Mode) 
PC, MAC 

lJ% 

t 40% vertical 
Manual7nom and focus 

1.97 · 2.17 (SO"@ 2 m) 
1.1:1 

1.47 · 1.83 (99.6"@ 3.2 m) 

1.2:1 

1.07 billion 
4:) (Native), Supports 16:9, 16:10, Auto 16:10 (Native), Supports 4:3, 16:9, Auto 

31 ·100kHz 
50-120Hz 

SDTV (NTSC, PAl, SECAM, 480i, 576i), ED/HDTV (480p, S76p, 720p, 1080i, 1080p) 
2Wmono 

VGA x 2, Composite Video, S.Video, 3.5 mm stereo input, RS232C, USB ll Mini (control & firmware) 
HOMI1 .4 

Monitor out (VGA), Audio out (3.5 mm) 
Projector Keypad, IR Remote, RS232, USB B Mini for mouse 

11 .81 x 9.2 5 x 2.76 in I 284 x 235 x 70 mm 
lj_8 lbs /2.17 kg (Estimated) 

12.99 X 12.99 X 5.90 in 1330 X 330 X 150 ffim 
8.0 Lbs I 3.67 kg (Estimated) 

10,000 ft / 3,048 Ill 
41 . 95" F I 5. 35" ( 

Full Function (No laser) 
Security lock slot, Security bar, User PIN 

Power r.ord, VGA cahle, Safety instructions, User Manual, Remote Control 
2-year 

6 months 
90 days 

Lamp Wan'llnly 
Accessories Warranty 
M~nu Languages 19 1ausuagQs (English, French, German. ltalfau, Koteau, Norwegian, Portuguese, Russian, Simplified Chinese. Spanish, 

Traditional Chinese, Swedish, Dutch, Polish, Tur~ish, Danish, Finnish, Arabic and Vietnamese} 
Approvals Uland c-UL (US/Canada), FCC (US/Canada), CE (Europe) 

• ~o-o-.,<1 Sflttlficat;.ns, ll'OI\S, and offetiu~s are subj.c110 <ltanse ill any li-\mhaut notice. 
~.o A~ualiJJHplif4t m:!yvclry b;astd or. the Jmbi"'t trrwirenment Jnd JKGjrd or•Jsagt-. Conditions lh-lt •n"\' .lfttcll;,mp lift includtttmpeta1ure. Jllttitudt, a~d tc~pidlyswhchlni rhc prOitcloron ~d olf. 

Optional Accessories 
Replacement Lamp (SP-LAMP-069) 
Universal Ceiling Mount (PRJ-MNT·UNIV) 
LiteShow Wireless Adapter (INLITESHOW3) 
LiteShow Mount (PRJ·MNT·LS3) 
Soft Carry Case (CA-SOFTCASE·MTG) 
Extended Warranties (PROHW1 YR·V, 
PROJ·EW2YR-V) 
Cables an d adapters 

For more information, please visit: 
www. i nfocus.com/ Accessories 

Warranty 
Providing the h ighest quality products i:lnd 
support is very important to us. The IN 110 Series 
comes standard with a 2·year factory w<nranty and 
6-month lamp replacem ent warranty. Extended 
product and lamp warranty programs are also 
available. 

For more information , please visit: 
www.infocus.com/Support/Warranty 

~)?,t; l ) t .. r C!( ll~ (()I ;)fl!<l fi;,u 1'\lfli~flti :~_>!,«!IVCIJ . ~I)<:Ciriwtior~ iJ IC ~\IL)t.:l. l to ( foany,l'INI(h~ll! 1'\l.'(hN llt.:i(f' lni t'I(.U•. i'lll<fffl''(lo: \1~ t~lif,ht hlt:U-. r,•,aiJc Jllillivnl \11C l'i[h(·l 

lfl.\l.l('lt'IJik~ 1)1 re)li\l('l~f. t:a:;"'ln::lr~:<- l}f t::r .... l:llii ~•)IJ,I•JI<ICiO:If(f tt.a UullL·d Stat..:~ Ullt.l utl•cr ((IIJiltrl..-~ D~IJ. th•• uu•t•lJtn. Aile! t!w ot.r flllu'!;•llion tl!'!! h<l(.h:n·,•.r!<:.. oiiL·lCa:.lu:.tiUiflCill$ 
i'·'l h 'ld l 'Ill a1 \s \If C US.l•d t\'i.i1 p~ tn ,j t, ;;i1 r. (If "'' • I llr i, 11• fll ;r; tMi I ·l' 1<1 trt>(U.(U U r-1 ~· (I ntl "'t: lhc J)rl)U'! 1l y ~f lh l'il I (".>IJC{ 11\'t' : (lf'llr•·'' llf••l 
tnrocu• IIH 10 Scric:.._os_m_o"A"'Rn 

In Focus 
Bright I deus Mnde Brilliant 

www.infocus.com 



DA-LIT~ 

MODEL B(l) WITH CSR (Controlled Screen Return) 

Durable Manual Wall or Ceiling Screen 

• Perfect for classroom and meeting room facilities. 

• Nylon bearings provide smooth quiet operation for the life 
of the screen. 

• Case design allows nush mounting to the ceiling or wall. 

• CSR is a feature offered exclusively by Da-Lite to assist 
in the quiet controlled return of the screen into the case. 

• Pull cord included on all sizes. 

Available Screen Surfaces: Matte White, High Contrast 
Matte White, Video Spectra 1.5, High Powe~ and High 
Contrast High Powe~. 

See pages 6-10 for surface descriptions. 

4:3 VIDEO FORMAT DIMENSIONS 
Viewi ng Area Nominal 011ora ll 

H X W Diagonal Case Length 
ln. em ln. em ln. em 

43' X 57" 183 631!~· 161 
50' X 67" 213 73'/~· 186 
57' xn· 

• x so· 152 X 2 
• )\ 92' 175 X 234 120' 305 991!.' 

16:9 HDTV FORMAT DIMENSIONS 
VIewing Area Nomi nal Overa ll 

H x W Diagonal Case Length 
ln. em ln. em ln. em 

37 '1/ )( 67' 95 X 170 77' 196 73W 186 
45' X 80' 114 X 203 92' 234 8Jl/;,' 222 
52 X 92' 132 X 234 106' 269 99'/¥' 252 

16:10 WIDE FORMAT 
VIewing Area Nominal Overall 

H x W Diagonal Case Longlh 
ln. em ln . em ln. em 

50' X 80' 127 X 203 94' 239 8.7W 222 
sn· x 92' 146 X 234 109' 277 99'/,' 252 

SQUARE FORMAT DIMENSIONS 
Size 
H x W 

ln. 

60 x so· 
70' X 70' 
84' X 84• 
96' X 96" 

em 

152 X 152 
178 X 178 
213 X 213 
244 X 244 

'"-···...;\ 
'"'~'"-'\~''"'''"'~ 

Overall 

ln. 
Case Length 

em 

63~/o' 161 
733/a" 186 
an: 222 
99'/a" 252 



Staffecr:.;om 
Hard-to-find made easy• 

2 Port VGA Video Splitter- USB Powered 

StarTech 10: ST122LE 

Spec Sheet 

This 2-Port VGA Video Splitter allows a computer to display VGA video on two monitors simultaneously. 

J 

Perfect for classrooms, tradeshows, or any environment requiring high quality video on several monitors, the 
ST122LE VGA splitter supports displays with up to 300 MHz of bandwidth and up to 2048x1536 resolution. Plus, to 
simplify placement of your VGA displays, the splitter features a built-in booster circuit that allows you to locate VGA 
monitors up to 200 ft away from your system, and can be powered through a USB connection to the host computer, 
eliminating the need to find an available power outlet. 

Application Diagram 

Laptop 

The ST122LE VGA Splitter supports easy plug and play installation, and is backed by StarTech.com's 2~year 
warranty and FREE lifetime tech support. 

Applications 

• Use for in-store product merchandising in retail environments to give your advertisements greater visibility 
• Display travel schedules and alerts in airports, bus terminals and train stations 
• Create engaging multimedia presentations for demonstration in lecture halls and classrooms 
• Get your message across multiple displays for trade-shows or information booths/kiosks 
• Quick and easy solution to split a video signal in an auditorium or house of worship 



Stafrech. sam 
Hard-to-find made easy• ( Spec Sheet 

Features 

• Supports resolutions up to 2048 x 1536 @60Hz 
• USB-Powered 
• Our most compact VGA splitter 
• 300 MHz video bandwidth 
• Integrated signal amplifier boosts your connection range to 210 feet (65 meters) 
• Supports DOC, DDC2, DDC2B (For video out port 1) 

Technical Specifications 

Warranty 

Ports 

2 Years 

2 
Industry Standards DOC, DDC2, DDC28, on Video Out Port 1 

Connector A 1 - VGA (15 pin; High Density D-Sub) Male 

Connector B 2 - VGA (15 pin; High Density D-Sub) Female 

Maximum Cable Length 213.2 ft [65 m] 

Maximum Analog Resolutions 2048x1536 

Bandwidth 300MHz 

MTBF 40,000 Hours 

Color 

Enclosure Type 

Center Tip Polarity 

Plug Type 

Power Adapter Included 

Power Adapter Included 

Output Voltage 

Output Current 

Black 

Plastic 

Positive 

M 

USB-Powered 

Yes 

5DC 

0.5A 

Operating Temperature ooc to 70oC (32°F to 158°F) 

Storage Temperature -20°C to 85°C ( -4 °F to 185°F) 

Humidity 0% - 95% 

Shipping (Package) Weight 0.4 1b [0.2 kg] 

Included in Package 

Included in Package 

Included in Package 

1 -Video Splitter 

1 - USB to DC power adapter 

1 -User Manual 
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2xCATSe Extender Kit 
SKU: VARCA~lP 

What does it do? 
ln1w.livo design 1hut onticip:,lcs bolh <.:ompL110t 
rmd ft:,guh.J' AN ~pp!icot•ons Th'~ CATSc woHp\olo 
ox:eno. r kil •wer;cis up tc> .30 nw'r · ( O;}fl) and •~w; 
si'ic:d<.> J C:Qsinfl t.o t-r.e;;;l govo~t\tllcnl. ~chco1, o-.d 
r<}rllm•:rciul requ n'Jmer.ls. 

30M PC Composite Wallplate 

Features: 
• ·~:r.:;t'ltl~ computer & compos1lc oudto & vtdco 
· f\oth .nlorfoc~ C'\.'111 bn ochv6 ot the ~orne l11oe 

• Works v11th pro:eclor, I !DT'v ond DVD plover 
• f:x•Md!> up to ) GOff li.Sing dudl {.1\TSe cable 
• Suoporl$ VGN~XGA '-'P lo l 260x 1 0?.4 @60Hz· 

Cct1nec.:s ony r.:omp•J!N lo proicdor ::.nd DVD r)oyer to 
HDTV Usi119 hCAbe RJ45 nlblv!> il prov1de·, both 
f>( VGA & srcrC'o oud,o ob:'H wHh C(."''.K.l!:•le cuci•o ond 
vidt.'<.l. Bnth rro("'.;qltlt<;>r ond reccr.t!}f :10' :c gt..\JI>d,ng SCI'(!'\",';). 

Vlher pen··•'' ron :s no: cvo:bvk>, tlo)i~ 15 o perlec! 
!\/\/ ~;;:-::etlclcr sofut:vn 

V.dco Boodwithk 

Cor>nc<.lors 

lrucrtron loss 

lmpcdnnrc 

PC VG/VSXGA & Compu~ite 

less thon 3db 

RGB • /~Ohm~ Unboluncad 

CATbo • 1 OOOhm~ Balcrnced • Do..:om· sly'e .shielded :ml t(J, co~tng wilh grounding 
· lr lvdcs !n.n.smiHer, receivof, col11es & movnt"'g SC(&w$ 1-----------11-----------1 
. l<cHS ,. C & CE Ccrnpli<ml v,<Jeo Signol Rclutnloss -1:><~o t.,...,, lmrn Dr .. 0 {,~"-4!1~. 

I•C & LCD <..ompotib.IJv 

c~rt.licntiQn 

n11r· Wcmonly 

~ V,. The Connectivity Specialists 

we~l (1-800-344·3371) East (T-800·622·9606) v•sil 1,1$ on 1ne web ol www.QVS.c:om 
2/'l~ (·,·q::,~w Cu '',.Vt1 :1~h'l} ?,.{)ftl ilc,,; ·lr ~t·<..>d ~.' ~~,( ·,': . ',T ~ ·:. " ~ • : 

l(l ) VN ... ~,,~ ',J\, r,·J· ;~f; ~0(''' l11. V,l Hi1 ~·: ' 

\IIMNI/.qiiS.comlspecsNARCA-1P _S.jpg 1/1 
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I 
PRO Series 

mcunllng solutions 

II •• • 

Universal Drop Ceiling Projector Mount 

•• • 

• Easy t o inst all 

• 2' x 2' Reinforced steel 
lay-in ceiling plate 

• 5 mount ing point s for 
easy alignment 

• Extension opt ions and 
flush mount kit available 

• Includes hold-down 
d ips and safety cable 

www.ctsed.com 

.. 

The Universal Drop Ceiling Project or Mount is 

an all inclusive solution that removes the hassle of 

traditional mounting options. With the Drop Ceiling 

Projector Mount, you can simply replace a standard 

2' x 2' ceiling t ile - no t ile cutting or mess! 

Quick and easy to install, this product supports 

projectors weighing up to 30 lbs. Cast aluminum 

construction provides a strong, lightweight, heat

dissipating platform that is perfectly suited for 

mounting almost any A-V projector in a suspended 

ceiling. Its unique design, array of drop extensions, 

and cable management allow the mount to adapt to 

almost any installation. 



Universal Projector Drop-In Ceiling Mount 

Available with 2, 3 or 4 
NEMA standard outlet 

.... 

,. .. 
openings (covers included) ~ 

180' pitch & yow. 360' rotation 
with lock-down 

Cables/electricity can be run 
securely inside cable channels 

Universal mounting pattern 
holds most A-V projectors 

AVM-PRO-DCP-UNV-202-SV 
2 outlet openings, silver mount 

AVM-PRO-DCP-UNV-303-SV 
3 outlet openings. :rUver mount 

AVM-PRO-DCP-UNV-404-SV 
4 outlet openings, silver mount 

1so· 

30 lbs (13.61 kg) 

2-4 NEMA standard 

AVM-PRO-DCP-UNV-202-BK 
2 outlet opentngs, block mount 

AVM-PRO-DCP-.UNV-303-BK 
3 ou/(etopenings, block mount 

AVM-PRO-DCP-UNV-404-BK 
4 outlet openings, block moum 

360. 

8.9 lbs (4.07 kg) 

AVM-PRQ-DCP-UNV-202-WH 
2 outlet openings, white mount 

AVM-PRO-DCP-UNV-3.03-WH 
3 outlet openings, white mount 

AVM -PRO-DCP-UNV-404-WH 
4 outle.t openings, white mount 

5 (on plate) 

Plate; White Mount; Silver, Black or White 

Plate: Stainless Steel Mount: Ca.st Aluminum - Strong, lightweight, Heat Dissipating Surface 

Scratch-resistant, ec0-friendly anodic electrodeposltlon finish .using acrylic paint. 

2' x 2' Plate, Universal Mount, Safety Support Cable, Mounting Hardware, Tool Kit 

4909 Victor St. 1 Jacksonville, Fl32207 I Phone: 904-731-1006 I Toll Free: 877-733-1006 I Fax: 904-731-1007 I Email: info@ctsed.com 



Supplementary 

Items 



11130113 

H~ 
------------~c:= 

t!.Jl 
3 Minute ln'tro 

,, .. It_ 
".;..J· 

AFX-120 Specifications 

products support contact about dealer 

Record ex AFX-120 
Portable 2DI3D Gooseneck Camera 

Budget loveable, yet fully loaded with the latest tech. The 
AFX-120 offers 2DI3D MultiView, 30% more definition 
than 720HD resolution, razor sharp 1 OX auto focus optical 
zoom, IR remote contro1 and H.DMl/DVINGA output 

lmi'lgc Shnre 360° Photo View 

~-!..» 
SnapSGt PDfs 

downloads 
.., AFX Quick Start Guide 
-. User's Guide (AFX-120) 
• Product Brochure 
• XSight HD Viewer 

\IIWN.recorde)(I.Jsa.comlafx-12~specs. html 

Ovetview 

Feature/Specification 

Image Sensor I Pixels 

Zoom /Lens 

Frame Rate 

Focus & Exposure 

Image Effect 

Head Rotation 

White Balance 

Shooting Area 

VGNRGB Output 

Video Input Switching 

RGBNGA Passthrough 

USB 2. 0 Output (Hi-Res) 

Save Images 

Software 

Video Input 

Video Outpu~ 

Microphone 

Power (brick) 

Light Source 

IR Remote & Carrying Case 

Microscope Adapter 

Security 

Physical Dim ens ions/Weight 

System Requirements 

Specifications 

AFX-120 If Portable Gooseneck 

1/3" CMOS /2.0 Mega Pixel 

Software & Extras 

1 Ox Optical, 16x Digital (160xTotal) I Glass Lens 

25 fps (max) 

Auto Focus & Auto EJ<Posure 

Mirror/Freeze/B&W/Negative/Split 

270 degrees/45 d. pivot 

Auto/Manual 

11.8" x 16.1" (max) 

SXGA (1280x1 024 @60Hz) 

WXGA(1280x720 @60Hz) 

XGA(1024x768 @60Hz) 

VGAPassthrough Switch 

Passive & Active Pass through 

USB Video Device (1280x1 024) 

10x0ptical Zoom 16xDigilal Zoom (160xTotal) 

Unlimited capture by USB 2.0 

(Video and still capture) 
Save up to 16 images to internal session memory. 
XSight H D Viewer for Windows & Mac OSX 

1 VGA Pass through 

1 x VGA Out (SXGA 1280x1 024 60Hz} 

1 x HDMI (with H DMI to DVl Adapter Cable) 

1 x C-Video 

1 x USB 2.0 (SXGA 1280x1024) 

1 x Built in Microphone 

DC 12V/2A (1 00-240v 50/60Hz) 

LED Lamp 

Included 

Optional 

Kensington Security Slot 

Folded: 15.25 x 8 x 2.5 (in} 
Open: 7.25 x7.7x24 (in) 

Weight: 4.51bs, Shipping Weight: 10 lbs 

Open USB 2.0 Port 

1/2 



11/30/13 AFX-120 Specifications 
mtel uua1 ~;ore ·1.0 t..1MZ or mgner 

1 GB RAM, 500MB Free HD Space 

Warranty Five-Year Cross Ship Replacement Warranty 

WMN.recorde:xusa.comlafx-12G-specs.htm1 212 



DC125 LadibugT,. Lumens·~ 
Ultra-Portable High-Definition Visual Presenter Brighter Teaching 

The lumens •u DC 125 high-definition document camera is operated with only one USB cable connected to a computer. This 
simple connection is enough to enable interactive presentations. The DC 125 has a professiona l image sensor that delivers 
vivid co lors at high-definition QXGA and Full HD I 080p output t·esolutions with 30 frames pet· second. OUt· jointless, highly 
flexible goose nC'ck enables a 360° viewing angle and object viewing fro m just 1.6" (4 em) to observe an object's finer detail. 
Press one butt.on r.o gl~t the perfect image quality every time . The DC 125 Ladibug" offers exclusive annotation over a live 
image for the best inr.e raction, as well as one-touch video recording r.o record presentations saved in a variety of image 
formats on computer fo1· playback. The stylish, lightweight design m ;~kc.s it et\sy tO cat·ry the DC 125 anywhere quickly for 
creative presentations. 

• 

• 

• 

• 

• 

• 

• 
• 
• 

• 

FuH HD I OBOp Output Resolution 

Jointless. highly flexible gooseneck 

High Speed 30fps Dynamic Image 

Hands-Free Auto Focusing 

USB Cable Only 

Plug and Play 
U nique Image Optimization 

Special Water Droplet Design 

Compatible with All Majer Brands of Interactive Whiteboar ds 

5 Year Unlimited ReplacementWarr<tnty 

Mote DetaUs 

Excellent Image 
Quality 
The DC12S is equipped with ;1 

professional i rnage S(~nsor th<.st has 
high sensitivity when identrlying 
brightness and contr.>st with iow 
noise 2nd vivid color rer roduC:i::m. It 
supports high d>-!ftnition QXGA, Full 
HU 1080p, SXGI\ and v;;ri::)-S signal 
format:; br <I cry.;iJI-c!e'il~ :mage. 

User-Friendly 
Interface 
All trequentiy usl'!d commands 
are integrated into button!> 
on the camera base for 
convenience like lamp on-off, 
image freeze, capture, and 
image optimization to adjust 
sharpne:;s, brightness, and focus 
for the best image- quality. 

USB Cable Only, 
Plug & Play 
o nly o.--:e USB cable is needed to 
con nett to a computer for easy 
operalion w!thout :.n 0Xtf.rnal 
power adapl{~r or VGA r:ahh~ to 
provide a clear desktop. This pluR 
and play design avoid~> complicated 
installations and is compatible with 
all m;;~jor IWB brands. 



Hands Free AF 
The DC125 equipped with the 
most <Jdvanced intelligent image 
mech<lnism for continuous focus 
adjustments. The DC125 will 

-. . . . -. . . . . . Video/Audio 
Recording I , ,. . 

~ ~ ,'f : t"·· J_ih·.' 
1 

, · . ,,Jr,~ · 
• • ~l ai:. The microphone with built-in 

video and audio recording 
makes the DC125 convenient 
for recording training sessions, 
meetings, seminars, lectures 
with annotation, and effective 
playback. 

. . . . . . . . . . . . 
"'"ll~llllil~ adjust its focus automatically anti 
rll quickly to ensure the best image 

Zoom Capacity 

Output Resolution 

High Color Reproduction 

SNR 

Sharpness 

Close-up 

Shooting Area 

Frame Rate 

Lamp 

Power Supplied 

Kcn>ington 
Lock Port 

quality without any distractions 
for presenters and aud!ences. 

Jointless Gooseneck 
The innovativ~~~ jointless, 
flexible gooseneck design 
ensures smooth movement 
without vibration. Ali details of 
an object can be viewed at any 
angle. 

Mechanical Zoom: 8x, Digital Zoom: 8x 

XGA, SXGA, 720p, 1 080p, UXGA, 
QXGA(2048x1536) 

fiE•ab 8.58 (mean) 

51 dB 

MTF 1102 lines 

1.6"(4 em) 

Max. 16.5" x 12.4" (420 x 315 mm) > A3 

30 fps 

Built-in LED on camera head 

USB Bus Power 

USB 2.0 

USB Image Transmission 

VIdeo/Audio Recording 

Built-in Microphone 

Image Capture 

Auto Tune 

Image Rotation 

Anti-Theft 

Free Lumens 
Software 

Optional Accessory 

Lun>erl:$ lllteQ<<~tion Inc. Lllmens Europe 

L ••DJens''' 41'16 clipper court scat•onstraat s 
N'i Fremon1, CA 94538 17~0 AS!<&, l:lelgium 

Plm•lC 888.542 3235 Pho"~ : +-32 (0) 2 452 76 00 
Brighter Teaching F~x- 510 252 1389 Fax •32 (O) 2 452 76 oo 

http 1/w\IJW.Mylwllecls.com hltp 1/~~o~WW.II!.ylumens com 

Auto Tune 
Then;' is a single button 
located on the base of the 
DC125. With one light touch, 
the DC125 will correct the 
color, focus, and brightness 
automatically to achieve 
perfect image quality every 
time. 

USB 2.0 (480 Mbps) high speed transmission 

Yes, via software 

Yes 

Single or Continuous Capture 

Yes. image optimization 

o·. 180', Flip, Mirror 

Kensington lock port 

Support PC Windows 8, 7, XP. Vista and 
Mac OSX; WIA and TWAIN interface 

DC-A 11 wireless module 
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Saves time & money 

Org<mizes all classroom device control into" 
single, reli.,ble button panel; allows romotc/ 
sd'Cdulcd control of devices over t he 
network- wving poten ti;,lly thousands of 
dollars per year in projector bulb life alone 

Cu5to miz able & teach er-frl e,.,d ly 
Custom12able, backlit panel gre.:ltly ~ir11plifies 
usrng technology in the clas5roorn 

2 IR learning 

Need 1 n control non-serial devices? 
The CB?OOO h~s a built-in IR learning 
sensor to make configuration a snap 

3 More control 
Omtrols 2 seria l devices (bi-directiOfr<'ll, 2400 
to 115k Baud). numerous network dovrces. 
and 1\Jl infrared de.vice Easily swrtch the IR 
ovtpot to GPIIor t'>ven more automatic ac
tion possibilities 

Networked 
Communicates over standH<d 1 0/100Mb/s 
networks (auto·scnsin~) using e ither TCPIIP 
or UDP protocols. 

FROtH 

1--
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Decora• panel 

Can be dual-ganged with CB/000. 
freeing up button for other fur1ctio" . 

2 Rotary volume control and push 
button mute toggle 

BA CK 

Put.\ even non-networked 
d~vi(es on the network 
The Cl32000 accapts r1etwork-bascd "pass 

throu!1J" commond'- so FrontRow's 
Encore'", Maestro"•, anrt Conductor'" net

work software c~n control at~d help yoo man
age de~ices that arc not drrt<dly networkable! 

Immediate or scheduled actions 
You can program the <.:H?.OOO to P.Xecute ac
t ioos based on timed events - for t<X"rnple, 
sh11tting down all projectors vt Sprn 

Remot@ update 
As projectors and otker controlled dcvic~<s 
change, you can rernl>t.,ly update the Gon

figuration software. 

s~cure 

I he contrcJ panel can be passWOI'd-protcctP.d; 
and network ar:c~ Catl also be protected 
against unauthori•t>d u~e 

4 Easier in stall ati on 
fits in virtually ~ny US-standard double-gang 
AV box, electric~! box, or surface box on a 
wall, lectern, or 3ny fl~t s"rl"<:" .lust one UTP 
Cat Se cable supplies power and r:ontrol. 

lACK 

3 4-pin connector 

for bridgin9 to the <:132000 

4 4-pin connector 
l.an ~lso be programmed as a blrtton 
trigger for GPI . 

~ ,...,,, ... 

SPECIFICATIONS 
Network support: 10/lOOMb/s (auto 5en5ing) 

Serial Baud rate: 2400 to 115k baud 

Power supply: 12VDC (via UTP Cat Se) 

Format: Sirryle-gang, DecoraO 

Size (WxHxD): 5.1 x 4.4 x 12.7cm/'/ x 1 75 x Sir\ 

Weight: 102gl3.6 oz 

U•~r controls: 8 customi7<~blc bolton~. optional rotary 

volurne cetmol 

IN PUTS/OUTPUTS 
• RJ4S "" twork 

• RJ45 ~ux: 

• (2) vi-directional serial 

• (1) I ~ cr}o 1 rol output or generiJI purpose input (G PI) 

• +1<V input 

CBZOOO ACCfSSDIIJES 

Oe(or.a~ comp&tible f<.Jt~ry 
volum~ COI\trol ('nlenrateU 
wilh CB200() ~> CB2050) 

Easter co nfigu ration 
U5e DHCP or static IP addressing and our pre.

progrilf'nnned, dcrMlloadable file for the projectOf 
yoo want to control. Modfy these Wth the 

onboard GUI configumtion soltware! 

Broad compatibility 
Works with practically any device tnal allows 
serial, IR, or network control; alll-rontRow "L
Room00 har<Jware, and the Front Row Enc:or., TM. 

M~cwo 1M, arul Conductor"" ne.twork softw•r·., 

Power supply: 12VD<.: (via Cal Se.) 

Format: Single-gang, Decor a(') 

Size (WxH~D): ~. 1 x 4 4 x 12 7crn/2 x 1 7S x 5in 

Weight: 10i'g/3 6 OL 



.. 

W A l l A N D C E I l I N G E l E C T R I C S C R E E N S D A - LITE; 

4:3 VIDEO FORMAT DIMENSIONS 

VIewing ~rtta Nornlnal Overall 
HltW Oi11gonal ease Length 

In ln. Gill Ill. em 
43' X 57' 1.09 X 14!:> 72' 100 68' l73 
50' 'X 67' 127 X 170 84' 213 78" Em 
57' X 77' 145 X ~96 96' 244 92' 234 
60' 'X 80' 152 X 203 100' 254 92' 234 
69f X'92! 175x234 120' 305 104' 264 
87' X 116' 221 X 295 150' 381 128" 325 

105" X 140' 267 X 356 180' 457 152' 386 

16:9 HDTV FORMAT DIMENSIONS 

VIewing 1\tn Nomln~l over• II 
Hlc W Diagonal Cue Length 

ln. ern Ill· em_ ln. em 
45' x sa· 114 X 203 92" 284 92' 
52" X 92" 132 X 234 106' 269 104' 
~·X lil6~ 137·x ~44 110' 279 108' 
58" X 104'' 147x264 119" 302 116" 
65' X 116" 165 X 295 133" 338 128" 
78' X \3!3" I D?. X ~53 15!l 404 152' 

16:10 WIDE FORMAT DIMENSIONS 

Nomln~l 
OlaJI,onal 

'"· c 
~· x·89' 1:?7 X 203 94' 239 92' 

57'/{ X 92' 146 X 234 109' 277 104' 

6ft (<;96' 152 X244 113' 267 10!l' 
65' X 104' 165 X 264 123' 312 116' 
59· x no~ 17Q.xP9 1~0' 3~0 122' 

72'/t' X 116' 184 X 295 137' 348 128' 
87' X 139' 221 XG~ 164' 417 162' 

SQUARE FORMAT DIMENSIONS 

:to Oven~ II 
H X W, Gase Lengtll 

In, Gin ln. 

50.)( 60' 12( X 127 58' 
60' X 60' 152 X 152 68. 

1o· x 70' 1/8 X J78 7~' 

84' X 84' 213 X 213 92' 
6' X 8' 18@ X 2~ 104' 
!j' X 8' 244 X 244 1 04' 
7' )( 9' 2~@ X 274 116" 

9' x9' 274 X 274 116" 

e· >< 10' 244 X 305 128' 
10' X 1 0' 305 X 305 128' 
9' X 12' 27,4 X 366 152' 

@P.~on~l noaUrig r 
mounbng bracket 

ForCe1llng Trim Kll 
rorCosmopofilan 

I , Electro~" $1leS up 
·-· 0 ~ lC 12', see 

acreessones Oil 

tanows Sl:teeillo be 
rhoollled onto wall 
or ceiling studs and 
aDgned·tell or right. p~ge~. 

2a4 
264 

274 
295 
325 
386 

2~4 
264 

7'4 
295 

310 
325 
386 

«;Ill 

147 
172 
1~8 
234 
2Q4 
264 

~95 
295 
325 
325 
386 

COSMOPOLITAN® ELECTROL ® 

Wall and Ceiling Mounted Electric Screen 

-

• Ideal for applications where a recessed installation is not 
desired or feasible. 

• Patented in-the-roller motor mounting system for quiet 
operation. 

• Handsome white case blends with any decor. 

• An optional choice of seven veneer finishes are also 
available for the screen case for a warm, elegant look. 

Available Screen Surfaces: Matte White, High Ccm1rast 
Matte White, VIdeo Spectra 1.5, Silver Lite 2.5, High 
Powe~ and High Centr~st High Powe~. 

See pages 6-10 for surface descriptions. 

Built-in eonlm/ 
options on pa!J814, 
Additional control 
options on pages 
62-63, 

800-622-3 737 • fox 877-3 25-483 2 49 



GET CONNECTED 

TruLink® Audio Amplifier 
• Powerful - features 40 watts o f power for maximum sound dispersion 

• Energy effic ient- shuts down automatically when not in use and turns itself back on in an instant 

• Cost effective - designed for light budgets 

• Safe- meets all UL, FCC and Plenum requirements in addition to Over Voltage, Temperature and Short C ircuit Protection features 

• flexible - two audio inputs with separate volume controls enable the volume to be tuned to the specific classroom environment 

• Compact & easy to install - weighing just one pound, the plenum rated unit con be easily mounted out of sight in ceilings or in other equipment 
eliminating the risk of theft or damage 

• Extremely compatible- works with existing classroom equipment and integrates seamlessly with PCs, DVD players, microphones and other A/V devices 

3555 Keltefir:g Blvd. I Mowine 01-1 [ 45439 [ www.c2g.<.:orn f 800.287.28.43 



Specifications: Trulink® Audio Amplifier 

Specifications: 

Class: 
Total Output Power: 
Output Power (THD 1%): 
THD+N (at 1 OW power output): 
Efficiency: 
Frequency Response: 
Signal to Noise Ratio: 
Input Impedance (unbalanced): 

Input Connectors: 

1 x 8 Pin Terminal Block: 

1 pair RCA {left/right): 

1 x 3.5mm Stereo Port: 
Volume Controls: 
LED Indicators: 

Components: 

Enclosure Material: 

Power Information: 

Auto Shutdown: 
Max Operating Current: 
Current Draw In Shutdown Mode: 
Power Svpply: 

Environmental Information: 

Cooling: 
Storage Temperature: 
Operating Temperature: 

Physical Characteristics: 

Dimensions (HxWxD): 
Weight: 
Package Type: 

Certihc:ations: 
Warranty: 

Class D 
40W 
13W per channel 
0.3% per channel 
>90% 
150Hz to 20KHz 
>85dB 
-10 Kohms 

4 pins for 2 speakers, 
2 pins for power 
input, 2 pins for power output 
Red for right and 
White for left • 
White also accepts 
Mono input 
Stereo input 
Independent controls lo Input Channels 
Input Power (Red LED) Ovtput Power [Green LEDI 

MS sheet metal 
Powder cooled finish • Block 

Shuts down 5 minutes alter no input signal detected 
-2000 mA 
30mA 
24VDC, 2.0A 

Natural 
-65 •. 1oo·c 
-2s•. s5•c 

34.0 x 118.0 x 127.0mm 
454 g/1 .0 lbs 
Bolr. 

RoHS, FCC, Ul, Plenum Rated 
1 Year 

C; O 
GET CONNECTED 



TOSHIBA 
Leading Innovation>>> 

Fitting more entertainment value into less shelf space just 

got easier. With a DVD/VCR combo player, you get the 

connectivity and features without the clutter. 

ADVANTAGE 

Combines the picture and sound odv<mtages of a progressive scan DVD 
player with the convenient recordingl,'1 and playback options of o video 
cassette recorder- all in one slim chassis. 

One Touch Recording for the VCR provides a simple and convenient way to 
make a recording. Simply connect your DVD/VCR to your cable or satellite box 
and then to your monitor/TV and you ore set to record a tope with the push of 
one button! 

ColorStream Pro® Progres.sive Scan Component Video Outputs compat
ible with todoy's finest analog and digital televisions for delivery of stunningly 
colorful images. 

Simultaneous DVD playback and VHS Record for watching a DVD while 
recording o TV program. 

JPEG Viewer3 enables a user to display digital photographs on o television 
set in the J PEG digital format. 



SD-V296 
Specifications 

PLAYABLE DISC TYPES 

DVDVIDEO 
Video D/A Converter 

Component Video Output 

Progressive Scan 

JPEG Viewer 

Digital Picture Zoom 

Fosl Scan 

Slow Motion 

Multi-Camera Angle Select 

Multi-Language Select 

Multi-Subtitle Select 

DVDAUDIO 
Audio D/A Converter 

Dolby<" Digitcti/DTS<•) Compatible 

3D Surround Sound 

DVD CONVENIENCE 
Parental Lock 

VCR VIDEO 
Video Heads 

Record Speeds 

SQPB 

VCR AUDIO 
Hi-Fi VHS Stereo 

VCR CONVENIENCE 
Commercial Skip 

OSD Language 

Remote Control 

Hi-~peed Rewind 

DVD-Video/DVD-R/DVD 

RW /CD/CD·R/CD-RW /VCD 

IOSMHz/14-Bit 

ColorStream Proro 

• 
• 
• 
• 
• 
• 
• 
• 

192kHz/24-Sit 

• 
• 

• 

4 

SP/SLP IEP) 

• 

• 

• 
English/french/Spani~h 

DVD/VCR Remote 

• 

1 External tuner source required to record tclcvi5ion programming 

'-This product is not rnade or sold lor ut~ovthorized use of copyrighted 

worb, and it is only intended for recording and ploybock of authorized 

content and ony other lawful use. 

zsome DVD-R/DVD-RW and C().R/CD-RW discs may!,., incompal· 

ible due to loser pic~ "i" and disc desig11. C().R/CD-RW discs must 

be recorded using C().OA method fnr CD <ludio ploybnd:, The DVD 
player may not support some MP3/WMA/JPEG/DivX recordings nue 
to differences in recording formats, disc slruclure, or <olldi!ion of the 

disc (use of CD-RW lor MP3 files is not recommended) . See owner's 

manual lor more information. 

TERMINALS 
ColorStream Pro® Component 

Video Outputs 

S-Video Out 

RCA-Video Out 

RCA-Video In 

l·R Audio Out 

l-R Audio Inputs 

Coaxial Digital Audio Output 

PRODUCT & PACKAGING 
Unit Dimensions IWHDI in. 

Carlon Dimensiom 

Unit Weight 

Corron Weight 

UPC Code 

• 
1 rear- DVD only 

1 rear· DVD only 

1 rear- both 

I front & I rear 

1 rear 

1 front & 1 rear 

I IDVD only) 

1713 X 3.7 X 9.17 

21.22 X 7.17 X 13.46 
5.94lbs 

7.71bs 
022265001844 

hili>:/ /"-'WW.rocp toshiba com Customer Solutions: 800 631 381 I 
© T osha,u Amorico Con,umor Product<, L L C, 
82 Totowu Rootl, Wuyne, NJ 07470 (2008) All Rights Reserved (7/08.1) 

ColorSt(eom Pro i~ a regi~tered lroclernork of To~hiho America Consumer Products. l.l.C. 

Dolby and the double-D symbol are re(Jislcrr.d lmclemork; of Dolby laborotories. 
DTS is o registered trademark & the DTS lo9os ono:l Symbol ore trademarks of DTS, Inc. DivX, 
DivX CertiBed. and associated logos ore trademarks of DivX. Inc. one! are used under licen>e. 

Product design and specificolions subject to change or modification without notice 



11/30/13 JBL- SP8CII- 2-Way, 8" in-ceiling loudspeaker 

~:pport 

Home Audio • Speakers • In Wall ~ Ceiling 

~ SP8Cif 
~ SP8Cil 

TechSpecs Support 

• Specificalions 

Description 

Series 

Frequency Response (-1 OdB) 

Max. Recommended Amplifier PowP.r 

Sensitil>ity (2.83V/1m) 

Nominal Impedance 

NetworkTwe 

Wooier 

Twoeter 

Extemal Dirnen~;lons (WXH) 

Mounting Cutout Size (W x H) 

Moun 6nu Depth 

Features 

~ SP8CII 
~J SP8CII 

In-Ceiling Speaker 

SoundPoint 

32Hz-20kHz 

100Waltr. 

89d0 

80hms 

Straight-Line Signal Path'" (SSP) 

Where to buy 

Two-Way, 8" (200mm) In-Ceiling Loudspeaker 

This ~NO·W!Iyin-ceilin!J loudspeoker delivers powerful, clear JBL sound in~ sp~•ce· 

saving p:>ckage. The titaniiJJn·larnilli!lO cone wuoftJr with rubber sunound doliveffi 

tight hasslbr extended listening sessions.lncluded are integrated dug·Har 

bracKets for retrofit application~ . 0p6onal snap-together rough-in framGs (RIF8C) 

are !lV<'Iilllble separately for new cons b'uction. 

Close I 

200mm (B") Titanium-laminate cone with rubber surround 

2:lmm (1") Titaniurn-lnnlinate dome with swiVC;I rnounl 

Diarne1er: 2/!;mm (ill-l/8") 

10Bmru (<1·114") 

2.Gkgl5.6 lb 

Paillt.able frames and grilles. Easy-to-install integrated dog-ear brackets. 

Whera tc buy 

WoiWI.jbl.comiEN-EU/Products/Pag es/ProductDetails.aspx?PID= SP8C II 1/2 



11/30/13 Pure Resonance® Audio SD4 SuperDispel"sior® 2x2 Lay-In Drop Ceiling Tile Speaker 

Home> Professional Audio Products >Drop Ceilling Tile Speakers> 

R.Jre Resonance® Audio SD4 Lay-In 2x2 Drop Ceiling Speaker 

Schools, Government, Military, Contractors 
We offer educational and institutional 

Product Code: SD4 

Description Technical Specs 

• System Type- Array- Orrni Directional Ceiling Speaker 
• Fbw er Handling - 160-w atts 
• Frequency Response-35Hz-20kHz 
• Sensitivity- 92dB (half space) 
• Impedance- 8 Ohms with 70volt transformer-(Built-in) 
• Woofers- Alurrinum 
• 70 Volt Transformer Taps- 4W, 8W, 16W, 32, 64 Watts 
• Dispersion- 180 x 360 Degrees (herrispherical) 
• Driver Complement- Array of four full-range 6.5"-inch drivers 
• Dimensions (W x H x D)- 23.75 x 23.75 x 5.75 (inches) 
• Net Weight- 251bs. 
• Shipping Dimensions (W x H x D) 28 x 28 x 9.25 (inches) 
• Shipping Weight- 32 Lbs. 
• Warranty - 1 Year Parts and Labor 

WWN.pureresonanceaudio.com/Pure_Resonance_Audio_SD4_p/sd4.htm 

( __ A_dd_t_o _ca_rt ____ ) 

! * Add to lJVIsh List I 

1/1 



Specifications 

USB audio system for 
SMART Board® 600 and 800 
series interactive whiteboards 
Model SBA 

Physical specifications 

Size (one speaker) 51/8" W x 24" H x 4" D 
(13 em x 61 em x 10.2 em) 

Weight (both 121b. 7 oz. (5.6 kg) 

speakers) 

With brackets added 141b. 3 oz. (6.4 kg) 

Shipping size 12 3/4" W x 8" H x 261/2" D 
(32.4em x 20.3 em x 67.3 em) 

Shipping weight 191b. (8.6 kg) 

Standard features 

Mounting brackets Attach the speakers directly to a SMART Board® interactive whiteboard or wall-mount them. 

Color Two-tone gray (approximates PANTONE® Charcoal Gray 18~601 TPX) and Ultrasonic 

Chrome (approximates metallic PANTONE 877 C) 

Extraordinary rnade simpleTM 



SPECIFICATI ONS 

USB audio system for SMART Board 600 and 800 series in teractive whiteboards - Model SBA 

Volume A large volume dial is conveniently located on the front of the right (active) speaker so you 

can adjust the volume of the sound. 

Connectivity Use the USB 2.0 receptacles on the front of the right (active) speaker to connect a USB drive 

or USB peripherals. Use the dual RCA receptacles on the bottom of the right (active) speaker 

to connect a projector or extemal audio sources. such as a VCR or DVD/Biu-rayTw player. 

Use SMART's Cat 5 USB extender or up to three active SMART USB extension cables to 

connect the speaker system to a computer (go to smarttech.com/accessories). 

Use an audio cable from the back of your 800 series interactive white board pen tray to 

connect to the receptacles on the bottom of the right speaker. 

D NOTES 

• Some computers don't support audio over USB. Instead of the USB connection, you 

can connect an audio cable from the computer to the dual RCA receptacles on the 

bottom of the right (active) speaker. 

• You can use a USB cable to connect the speakers to the host computer. 

Frequency range 50 Hz to 20kHz± 6 dB 

Output The audio system provides a comfortable listening volume in rooms up to 1,000 sq. ft. (93 sq. 

m) in size, with a 30-person capacity (subject to room acoustics). 

Maximum output 14 W RMS when both channels are driven simultaneously. Maximum output is achieved 

when no other USB devices are attached to the USB hub on the audio system {not including 

the SMART Board interactive whiteboard). 

Optimal output 10 W RMS when both channels are driven simultaneously. Optimal output represents audio 

levels when up to two other low- or high-powered USB devices are interfaced with the USB 

hub on the USB audio system. 

Connection panel Polarized Mol ex® connector with 25' {7.6 m) of 16 AWG wire with sufficient slack to 

(right speaker) discreetly route wire behind the interactive whiteboard or along the floor 

Power Powered barrel connector {15V DC, 4A) 

USB A Connects to your interactive whiteboard 

USB B Connects to your computer 

Dual RCA Connects to your projector or an external audio source such as a VCR or DVD/Biu-ray player 

USB device The speaker contains a powered USB 2.0 hub. 

support 

Power Switching power supply (1 OOV-240V AC, 50 Hz~O Hz, 1.5A) and a 6' (1.8 m) country 

requirements specific power cord (15V DC, 4000 mA, 60 VA, positive tip) 

2 



Environmental 

compliance 

Regulatory 

certifications 

SPECIFICATIONS 

USB audio system for SMART Board 600 and 800 series interactive whileboards- Model SBA 

China EIP, EU RoHS, EU-WEEE 

CE,CSA/UL 

Warranty One-year limited equipment warranty 

Operating specifications 

41 °F to 95°F (5°C to 35°C)with up to 80% humidity, non-condensing 

CAUTION 

If the speakers are very cold, allow them to warm to room temperature before operatien. 

Installation options 

Attach the USB audio system directly to your interactive whiteboard or mount the speaker 

brackets on the wall at least 1 3/4" (45 mm) away from the interactive whiteboard. 

D NOTES 

• Refer to the documentation for the SMART product ypu want to attach to the 

speakers for important information about integrating audio devices. 

• Don't mount the speakers directly on an interactive whiteboard installed on a Height

Adjustable Wall Mount (HAWM). You must install the speakers on the wall in a 

manner that doesn't interfer.e with the HAWM's movement. 

• For information about using a Cat 5 USB extender between the USB audio system 

and your computer, refer to the specification sheets for those products. 

• The maximum permitted length of passive USB cable between USB devices or hubs 

is 16' (5 m). Exceeding this length makes USB c.ommunicatlons uhstable. 

SMART order number 

SBA USB audio system for SMART Board 600 and 800 series interactive whiteboards 

Optional accessories 

For information on accessories for your USB audio system, see 

smarttech. comf accessories. 
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5 1/8" (13 em) 

I· --1 

Front view 

SPECIFICATIONS 

USB audio system for SMART Board 600 and 800 series interactive whiteboards- Model SBA 

Phys•ca! dimensions 

4" (10.2 em) 

I· •I 

Volume control 

USB A receptacles 
D 

Right side view 

smarttech.com/support 
smarttech.com/contactsupport 

Dual RCA 
(to the external audio) 

Molex connector 
(to the left speaker) 

USB A (to the 
interactive whileboard) 

Bottom view 
(active speaker) 

®2010-2U11 SMART Technologies ULC. All righiS reserved SMART Board, smarltech, the SMART logo and all SMART taglnes are uademarks ()( 
reglslered trademarks of SMART Technologies ULC in lhe U.S. and/cr other counlrles. All \hlrO.par\y product and compeny names may be rradernarks of 
\heir respective owners. Palents pending. Conlenls are s~ect lo change wilhoot no6ce. 1212011. 
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PRO DIGITAL 940ft RECEIVER/AMPLIFIER 

FRONT 

1 2 3 4 5 

BACK 

7 8 9 10 11 12 

1 One-Touch operation 
Teachers need only turn on the mic to start teaching. The receiver automatically 

wakes up from its energy-saving sleep mode and goes to sleep when the mic is 

turned off. 

2 Talk wttho11t dropout 
Built-in sensor with advanced optics ensure con5istcnt sign<>l pick-up 

3 Feedback supprenion 

6 

The AOAPTO light reassures you it is automatically suppressing feedback- before 

it starts 

4 Two channels for more dynamic teaching 
Encourage student patticipation with a pass-around mic; or amplify two teachers 

~~the same time 

5 Easy audio control 
Quickly and I!<Jsily adjust the volume level of streaming audio and video 

colltent. CDs and MP3 files 

6 Optimize speech clarity 
0PTIVOICE, FrontRow's patented technology, is specially designed to empt1asize 

critical speech sounds, so kids comprehend even more 

7 Powerjadt 

8 Easy recharging 
Up to two transmitters can be charged difectly from the receiver 

9 External sensor ports 
Get great signal pickup in almost any classroom with convenient ceilings 

or wall sensors 

1 0 Simple speaker hook-up 
Color-coded stereo push terminals make speaker connection quick and easy 

11 Auxiliary output and volume control 
Connect to computer to record all audio content for podc~sting, or <:onner.t 

personal eM systems for the hearing impaired 

12 Compl&t& tech Integration 
Casily connect a computer or other technology to integrate true stereo audio 

into lessons 

SPECIFICITIONS 
Transmission type: Infrared 

Receiving frequency: 2.3MHz & 2.8MHz 

Frequency response: 50Hz to 20kHz 

Signal-to-noise: >65dB (system) 

THO: <1%@ 1 kllz into B~l 

Maximum audio output power: 2 x 1 Ow (8U), 2 x 20w (~Q) 

Power supply: 19VDC ilt :l.16i\ 

Size (wxhxd): 71 5 • 4 75 x 19cm/8.S x 1.7 5 x 7 .Sin 

Weight: .94kg/2.111bs 

Operating range: 18.!im/60ft line-of-sight (lypicall 

Reception area: 139m2/1500ft2(typical) with ceiling sen$or 

USER CONtROLS 
• Power 

• Microphone A volume 

• Microphone R volume 

• Two auxiliary audio volume 

* 01'11VOICL TM 

INPIJTS/OUfPUTS 
• Input power jack 

• 1.:-lmm mic charge jack 

• 3 RCA jacks for external sensor connection 

• 4 quick-connecl spe<Jker terminals 

• RCA aux out jack 

• 2 RCA stereo auxin jacks (with stereo sound output) 

940R ACCESSORIES 

rcccwcr power 
<upply 

A••x-it• corU 

AC power cord 
(for power supply) 

rr:cr.iv~r wo:.ll mount 

l•ansmillw C.ho:tfC.)~ OOfd 

aux-ou( COld 



950H PASS-AROUND MICROPHONE AND DROP-IN CHARGER 

950H MICROPHONE 

1 Fits kids' small hands 
Less th~n 1Scm/6in t•ll, this durAbiP. kid
si7ed mic is much e~sier for stlru~nl:; to liSP. 

2 Comfortable hands-free option 
Easy, comfortable lavaliere clip makes read

in~ in lronl ol d~ss simple And lets the 950H 
double as a very lightwei~hl le~c:ht<r rnic 

3 3-way indicator light 

4 On/off switch 

5 Smart charge security 
SWIJ<ICIIAJ<GL technology protects against 
charging incompatible batteries. Alkaline 
batteries may be used in an emergency, but 
the microphone will only charge the "silver

siP-eve". ~11to-se11sing hAttP.ry that comes 
with your mi(;u)phc>ne. 

940TM TRANSMITTER/MICROPHONE 

1 

10 

6 AlB channel and mlc gain selectors 
(inside battery compartment) 

7 Name plate 

8 Optional charge Input jack 

9 Portable audio interface 
A :tSmrn ~11xiliary input jack lets you use 
lhe lransrniller/microphone to transmit 

audio from any second.:.ry source. such as 
a T\1. DVD, CD, computer. or MP3 pk•yer 

950C CHARGER 
1 0 Energy efficient drop·in charging 

Charges both the 9401 M and 950H micro
phones neatly and securely. Powered by an 
~N~RGY STAR" qualified battery charger. 

11 3-way charging Indicator lights 

rrli 
4 5 6 7 8 910 

1 Totally wireless 
Combination tr an~mittcr/microphone design 
eliminates the need lor any cord; 

2 Amazing sound quality 
Patented dual-mic system ensures natural 
sound quality 

3 Maximum comfort 
Efficient single-cell battery design is ~5-40% 
lighter than competitor models 

4 AlB channel selector 
Conveniently switch between microphone 
chAru>P.Is 

5 Portabl& audio interface 
A 3.5mm auxiliary input jack lets you use 
the transmitter/microphone to transmit 
audio from any secondary source. such as 

a T\1, DVD, CD. computer. or MP3 player 

6 Audio mute switch 
A corwenient rnuee switc:h allows for 
privFSI~ c;or~versalions 

7 Auxiliary microphone Input 
For teachers who prefer boom mics 

8 smart charge security 
SMARTCHAR(;F lechnolo~y prot t<cl s ~gainsl 
charging incompalible batteries. Alk<1line 
batteries may be used in an emergency. 
but the microphone will only charge the 
"silver-sleeve", auto-sensing battery that 
comes with your microphone. 

9 4·way Indicator light 
10 On/off switch 

· ·2] . If-· . .... . 
....... '1 ~

"l~W 
t~f.~~ >' .. 
~ ...... 1(1>'<~~ 

SPECIFICATIONS 
Transmission type: in I r,.r~d 

Transmitting frequency: / .3MHz & 2.8MIIL (switchable) 

Battery type: single AA, 2300mAH rcchargeabl" NiMII 

Battery life: minimum 5 hours 

Operating range: 12 2m/~Oft. line of sight (typical) 

Size (wxhxd) (mic): 3.5 x 14 6 x 2.B emil 4 x 5.7 x 1.1 in 

Weight (rnic): 74g/2 6oz (with battery) 

USER CONTROlS !MICl 
• On/off 

• Channel A!fl 
• Mic g<Jin - 3 settings 

INPUTS/OUTPUTS IMICl 
• 3.!Jmm aux input, stereo summing 

• 1.3mm DC charge jack 

950H ACCESSORII$ 

[SJ [Q[Q] 
S"tAr<rO·IAr.tf.iE NiMI' 
rec~argeable botte•y 

charger power 

•upply 

lav.:.here chp 

SPECIFICATIONS 
Transmission type: Infrared 

Transmitting frequency: 2.3MHz & 2.8MHz (switchablc) 

Frequency response: \DO Hz - 6kHz 

Microphones: duAl uni-directional cardioid 

Battery life: •ninirnum 8 hours 

B;rttery typ~: single M. 2300mAH rechargeable NiMH 

Operating range: 18.S111/60ft line-of-sight (typical) 

Size (wxhxd): 11 x 6 x 2 S cm/4.5 x 2.5 x 0.9 in 

Weight: 859/3 OoL (wilh h~ttery) 

USER COUTROLS INPUTS/OUTPUTS 
• On/off • ?.Smm mic input 

• mute • 3.5mm aux input 

• channel AlB • 1 .3mm DC charge jack 

940TM ACCISSOiliES 

SMtoRTC•rt>RCE. NiMH i:IUX·Ifl coUI~ boorr mi< 

r~ch~rgP.ar.IP. h~ttE=lry-



IR SPEAKER 

1 

2 

1 Integrated sensor 
Provides eX1remely robu•tiR coverage throughout the das5room 

2 Two 4" woofer~. one 1" tweeter 
Each cluster gives lull range 5ound quality and twice the coverage of a single speaker 

3 Cut Installation time in half 
ln5tall only two IR 5peakers per classroom -same coverage as four speakers and 
two sensors with half the labor 

SPEAKER SPECIFICATIONS 
Speaker type: Two 1 Ocm/4in woofers: 2.5cm/1 in tweeter 

Impedance: ~c.! nominal 

Continuous power: 20W 

Peak power: 30W 

Frequen()' response: 150HL to 20kHz 

Dimensions Cwxhxd): 355x130x230mm/14x5x9in 

Weight: 3.4kg /7.51b5 

Mounting: Wall mounting bracket5 provided 

Combo cable incorporates: 

Speaker wire: 18 AWG 2 conductor ULiisted Cl3P Plenum-rated 

Sensor wire: 1 5.2Sm/50ft RGSB/u coaxial cable Cl3P shielded, 
UL listed Plenum rated jacket available 

SENSOR SPECIFICATIONS 
Operating frequency: 2.3MHz & 2.8MHz 

Operating range: 18.5m/60ft line-of·sight (typical) 

Signal/Power interface: RCA female jack 

Number of IR photodiodes: 3 
Power indicator LED: Green 

Reception area: 139m'/1500ft' (typical with receiver 5en5or5) 

DISTRIBUTED! CEILING SPEAKER (REQUIRES SEPARATE SENSORS) - . 

• full range for faitf,ful repmduc:tion of voic:e 

• Great sound coveraqe 

• Separate back enclosure, designed for 
plenum spaces, prewmg sour1d from 

!raveling lo other cla55room5 

• M<'lunr~ flush with ceiling for neal i n5talla lion 

SENSORS <riOT NEEDED WITH IR SPfAK£Rl ' 

CEILING SENSOR 

WALL SENSOR 

• Eo5y·to-install br <Jcket allows quick and 
easy ins-tallation 

• LED power 'odicotor lets you know wl•en 
uoit is connected prop.,rly 

• 360 degree 'full-sweep' signal coverage 
helps prevent signal dropout 

• Ea5y-to-in5tall bracket allows proper angling 
for optimum room coverage 

• lED power indic.a[c)r leis you know when unit 
is connected properly 

• Great for covering rooms with high ceilings. 
hanging student Mt, rrojector rnounls. or 
other challenging obstnJction5 

• Corner-compatible mounting bracket 

SPECIFICATIONS 
Speaker type: coaxial: 10c.m/6.!Jin woofer, 2 Scm/1 in tweeter 

Impedance: SQ nominal 

Continuous power: 30W 

Peak power: ~5W 

Frequency response: 60Hz to 20kHz 

Dimensions (Dia x d): 21 7 >< 7 ern /8.5 x 2.75 in 

Weight: 11kg/2.Sibs 

Mounting: Metal tile bridge, steel back enclo5ure. built for 

Plenum spaces 

Speaker wire: 18 AWG 2 conductor ULiisted CL3P Plenum-rated 

SPECIFICATIONS 
Operating frequency: 2.3MHz & 2 BMHz 

Operating range: 18.5m/60ft line-of-sight (typical) 

Signal/Power interface: RCA-female jack, 8" lead 

Number of IR pnotodiodes: 6 

Power indicator LED: Green 

Reception area: 139rn'/1 SOOit' (typical with receivP.r sen5ors) 

Dimensions (Dia x h): 13 5 x 3.3 em /5.1 x 1.3 in 

Weight: 224g/7.9oz (with bracket) 

Mounting: Drop ceiling acou5tic tile or sheetrock ceiling 

Sensor wire: 15.25m/50ft RG59/u coaxial cable CLZP 

doublc shielded, UL listed Plenum rated jacket available 

[!] ::~~:::~~~::ency: 2.3MHz & 2 8MHz 

Operating range: 18.5m/60h line-of-sight (typi~~l) 

Signal/Power interface: RCA-female jack 

Number of IR photodiodes: 3 

Power indicator LED: Green 

Reception area: 139m2/1500ft' (with 2 wall sensors) 

Dimensions (wxhxd): 7.5 x 3.9 x 6.0 crr./2 9 x 1.5 x /..4 in 

Weight: 80g/2.5o7. 

Mounting: Wall mount bracket p<Ovided 

Sensor wire: Two 15.25m/50ft RGS9/u coaxial cables CL2P rloubl~ 
shielded, UL listed Plenum rRled jacket availoble 
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1MMPad Setup 

downloads 

• QuickStart Guide 
• Product Brochure 
• iMMPad AS Software 

wm.~.recorde>Vsa.cotnlimmpad-se-specs.htm1 

iMMPad SE Specifications 

view larger image 

Overview 

Model 

Input Technology 

ActiwArea 

Resolution 

Report Rate 

Pen Pressure 

Quick Buttons 

Battery Type 

Battery Capacity 

Battery Charge lite 

Receh.er Type 

OS Support 

Dimensions: Setup 

Weight 

Pen Battery 

Pen Dimensions 

Warranty 

System Requirements 

Included in Box 

products support contact about deafer 

iMMPad SE 
interactive MultiMedia Wireless Pad 

The power to present from the palm of your 
hand! Wireless Control Of Your Computer, 
Whiteboard1 and Camera. Annotate, markup, 
draw, and zoom with ease and precision! 

Specifications 

iMMPad SE 

2.4 Ghz RF (30' Range) 

6" X 3.7" 

2000 lines per inch 

160 points per second 

10241ewls 

iMMPad SE+ with RM Easiteach 
click here. 

Software & Extras 

15 hot spots: Play/Pause. Stop, Skip Fwd., Skip 
Rev., Desktop, My Computer, Browser, Enter, Zoom 
In, Zoom Out, Mute on/off, Volume up/down, Back, 
Forward, Scroll Up/Down. 

NiMH AA Rechargeable x 2 

1300 mA 

40+ Hours Continuous Use 

USB RF Receiver Dongle 

Windows 2000/XP/Vista/7 MAC OS X 

9.5" W X 8" H x • 75" D 

0.8 pounds 

1 x AM Alkaline Battery 

5.5" Long, 0.54" Diameter 

One Year Replacement Warranty 

BOOMhz Intel (or compatible) Processor, 
Available USB 2.0 Port , 1GB System Memory, 
Microsoft Windows® 2000/XP/Vista, MAC OSX 
10.4+ 

Box includes: 1 tablet, 1 pen, replacement pen s¥us tips,1 pen tvveezer(for removing tips), 1 
manual. 1 Windows installation CD, 1 USB Rece1ver Dongle, 1 USB Power Cable, 2 AANiMH 
Rechargeable Batteries, 1 Battery Charger, 1 A.AA-Battery (for pen). 
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