KENTUCKY DEPARTMENT OF EDUCATION FORM OF PROPOSAL
DIVISION OF FACILITIES MANAGEMENT April 2000
702 KAR 4:160

Date: _ // Z:_?é //3 To: (Owner) A/«u}/l}&/e&/ A-EG/UC/J ﬁﬂm/ z)(-’b‘é'/(}aﬁr{- /6&

Project Ttle: ﬁﬁ’flms T 5‘7'/4 Jual For JuTxnceli V(«_ Cfs s/ecm Cm;m. FUlS
€ - Ao/a. e/

City, County:
Name of ContractorSuppiier: /1 C /¢ } foe .

Mailing Address: ) § O Suprfer Hye . ; Sie. 300 . 4 éwsﬁn{/’, R i d
Business Address: ____ 24t Telephone: 800~ 722 7- 7/2&

Having carefully examined the Instructions to Bidders, Contract Agreement, General Conditions, Supplemental Conditions,
Specifications, and Drawings, on the above referenced project, the undersigned bidder proposes to furnish all labor, materials,
equipment, tools, supplies, and temporary devices required to complete the work in accordance with the contract documents
and any addenda listed below for the price stated herein.

Addendum /)/LLL (Insert the addendum numbers received or the werd "none” if no addendum
received.)

In lieu of the base bid, alternatc bid, unit prices, proposed subcontractors, and manufacturcrs/materials sections
bidders are to complete the packages, supplementary items, and additional questions found on pages 26-29.

BASE BID

For the construction required to complete the work, in accordance with the contract documents, |AWe submit the following lump

sum price of.
V Use Flgures
é.- Zée
;_Qﬂ’ i > Dollars & Cents

Use Words Use Words

ALTERNATE BIDS (If applicable and denoted in the Supplemental Conditions)

For omission from or addition to those iterns, services, or construction specified in the Supplemental Conditions by alternate
number, the following lump sum price will be added or deducted from the base bid:

Alternate Bid No. 1 (Add/Deduct) S
Alternate Bid No. 2 (Add/Deduct) Sgﬂ L p a/}’g-
Alternate Bid No. 3 (Add/Deduct) $ 7 bor ™
Alternate Bid No. 4 (Add/Deduct) $
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UNIT PRICES

Indicate on the lines below those unit prices to determine any adjustment to the contract price due to changss in work or extra
work performed under this contract. The unit prices shall include the fumishing of all labor and materials, cost of all tems, and
overhead and profit for the Contractor, as well as any subcontractor involved. These unit prices shali be listed in units of work.

WORK PRICE UNIT

See Yo 7L A

oy My, S P Taa e P e Yal e

OV NoOURGWN =S
7 €A £ 7 A B A ) )

(Provide atlachment for additional unit prices)

NOTE: The bidder shall submit the abovae list of unit prices with the bid.

LIST OF PRCPOSED SUBCONTRACTORS

List on the lines below each major branch of work and major material category for this project and the subcontractor or supplier
involved with that portion of work. If the branch of work is to be done by the Contractor, so indicate.

The listing of more than one subcontractor in a work category shall invalidate the bid.

The listing of the bidder as the subcontractor for a work category certifies that the bidder has in cument employment, skilled staff
and necessary equipment tc complete that category. The architect/engineer will evaluate the ability of all listed subcontractors
to complete the work and notify the owner. Listing of the bidder as the subcontractor may invalidate the bid should the
architect’s review indicate bidder does not have skilled staff and equipment to complete the work category at the time the bid
was submitted.

BRANCH OF WORK/MATERIAL CATEGORY SUBCONTRACTOR/SUPPLIER
1.
2.
3. {9
4, e 7
5. l oa
6. [ CTX
7. e 2
8' e
9.
10.

{Provide attachment for additional work/material - subcontractor/suppller)

NOTE: The bidder shall submit the above list of subcontractors with the bid,
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LIST OF MATERIALS/MANUFACTURERS

MATERIAL DESCRIPTION BY SPECIFICATION
DIVISION AND CATEGORY MANUFACTURER

T
4 7 G

Wi | €. g_)
{

_p
‘/“‘_

Soe@NDORwh =

{Provide atlachment for additional material/manufacturers.)

NOTE: The bidder shall submit the above list of materials with the bid.

TIME LIMIT FOR EXECUTION OF CONTRACT DOCUMENTS

In the event that a bidder's proposal is accepted by the Cwner and such bidder should fail to execute the contract within ten {10)
conseculive days from the date of notification of the awarding of the contract, the Owner, at his opticn, may determine that the
awardee has abandoned the contract. The bidder's proposal shall then become null and void, and the bid bond or certified
check which accompanied it shall be forfeited to and become the property of the Owner as liquidated damages for failure to
execute the contract.

The bidder hereby agrees that failure to submit herein above all required information andfor prices can cause disqualification of
this proposal.

Submitted by:

NAME OF CONTRACTOR: 1‘2 (/[

AUTHORIZED REPRESENTATIVE: ____

lgnature

NAME (typed): /‘7 M.A He / ﬁ}f’ﬁ.;’/ﬂﬂ/‘ /(
TITLE: /9 Krside T

NOTICE: A bid bond or certified check or cash must accompany this proposal.

This form shall not be modified. Attach supplemental form of proposal information pages for project specific requirements as
needed.
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INSTRUCTIONS: For each package, indicate the number of rooms for each price level, the total price of all materials listed in the package, the installation price
for each package, and the total of the material and standard labor costs. Please submit technical specification sheets for each item bid.

N N W, o e L;Qlﬁs

PACKAGE 1: 287" INCH BOARD & >3000 LUMEN PROJECTOR

o >87" INTERACTIVE WHITE BOARD

¢ 23000 LUMEN PROJECTOR; 4:3 ASPECT RATIO, HDMI READY
« DISTRIBUTION VGA AMP WITH U5B POWER

s USB TO CAT 5 EXTENDER

s SINGLE GANG, ANNODIZED ALUMINUM WALLPLATE WITH PASS-

THROUGH BARREL CONNECTORS, 1 VGA W/AUDIO, RCA (VIDEOQ AND

UNIVERSAL PROJECTOR MOUNT WITH SPIDER ARMS, MULTIPLE
HARWARE, 4 ADJUSTABLE LEGS (BLACK, WHITE, SILVER)

12" FIXED EXTENSION COLUMN, 1-1/2" NPT
EASY INSTALLATION, 4 TIE WIRES & SECURITY CABLE, INFINITE
ADJUSTMENT, 2 QUTLET KNOCKQUTS, 2'X2' OR 2'X4'

ALL REQUIRED CABLES AND CONNECTORS

L&R} INPUTS
LEVEL 1 LEVEL 2 LEVEL 3 LEVEL 4 LEVEL 5
NUMBER OF ROOMS (e.g. 1-5;5-20,ete) | /S Pows | (o =19 Roow.s | W24 Woovmy | >~ 3% Pesns 4O + ey
PACKAGE 1 MATERIALS PRICE/ROOM b7 A%Y $r4 29. 25 #2724 294g b7 %% .64 “lagd 2
INSTALLATION PRICE/ROOM § 57§ A 500, Ly 4yt . 25 #5552 O3 { g4 770
TOTAL PRICE/ROOM anggfq #2799 T ¥ 570, ¥ & 3, 20 (.72 ¥ ;{ 7ULC7

PACKAGE 2: 70+ INCH DUAL TOUCH BOARD & 2500 LUMEN PROJECTOR "2 Ad<etrxo s G Lok {5

¢ >70" INTERACTIVE WHITE BOARD DUAL TOUCH/DUAL PEN BOARD ]
s 22500 LUMEN PROJECTOR; 4:3 ASPECT RATIO, HDMI READY
o DISTRIBUTION VGA AMP WITH USB POWER

¢ USBTO CAT 5 EXTENDER

=  SINGLE GANG, ANNODIZED ALUMINUM WALLPLATE WITH PASS-
THROUGH BARREL CONNECTORS, 1 VGA W/AUDIO, RCA (VIDEO AND .

L&R} INPUTS

UNIVERSAL PROJECTOR MOUNT WITH SPIDER ARMS, MULTIPLE
HARWARE, 4 ADJUSTABLE LEGS (BLACK, WHITE, SILVER)

12" FIXED EXTENSION COLUMN, 1-1/2" NPT
EASY INSTALLATION, 4 TIE WIRES & SECURITY CABLE, INFINITE
ADJUSTMENT, 2 QUTLET KNOCKOUTS, 2'X2' OR 2'%X4"'

ALL REQUIRED CABLES AND CONNECTORS

@

LEVEL 1 LEVEL 2 LEVEL 3 LEVEL 4 LEVEL 5
NUMBER OF ROOMS (e.g. 1-5; 5-20, etc.} [ Wevnrs (oA Renrns | 2029 Regnes | 20022 Bovros | HOFPoony
PACKAGE 2 MATERIALS PRICE/ROOM +7 (o077 Y2583 A7 s 7 SR, 3 7 <(T7.90 I AL A
INSTALLATION PRICE/ROOM =<l < £ YO 8 €3Sl 55 IS L. (v B F&Y T 70
TOTAL PRICE/ROOM d3U7Z {o4s. (Y (63437 18 £34(9.92 EBYO I Sb
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PACKAGE 3: ULTRA SHORT-THROW WALL MOUNTED INTERACTIVE PROJECTOR

e 2600 LUMENS, WXGA RESOLUTION; 16:10 ASPECT RATIO, HDMI .

READY
s  MOUNT INCLUDED

» ClAS5RO0M TEACHING AND LEARNING APPLICATION SOFTWARE
» DISTRIBUTION VGA AMP WITH USB POWER

USB TO CAT 5 EXTENDER
SINGLE GANG, ANNODIZED ALUMINUM WALLPLATE WITH PASS-
THROUGH BARREL CONNECTORS, 1 VGA W/AUDIO, RCA (VIDEO AND

L&R) INPUTS

ALL REQUIRED CABLES AND CONNECTORS

Q} : }'L\:‘—’S
LEVEL 1 LEVEL 2 LEVEL 3 LEVEL 4 ‘ LEVELS
NUMBER OF ROOMS {e.g. 1-5;5-20,ete.) | /S Popus | (0 A9 Zowrey | Zo-7% Rocns> 30 - 25 Zosuy O+ Rowus
PACKAGE 3 MATERIALS PRICE/ROOM F L 470 7G.55 NNz o B PO 20
INSTALLATION PRICE/ROOM o b i S5 e 5y gy 9 & w7 58
TOTAL PRICE/ROOM #7655 F7Lg (53 ¢ 78S |TTENUSY | FPeal ro
I

PACKAGE 4: 100” DIAGONAL SCREEN & 22500 LUMEN PROJECTOR

e 2500 LUMEN PROJECTOR; 4:3 ASPECT RATIO, HDMI| READY .
+ 100" DIAGONAL SCREEN, VIDEO FORMAT, HI CONTRAST MATTE

WHITE; Controlled Screen Return

USB TO CAT 5 EXTENDER

WALL MOUNTING "L" BRACKETS, 6" STAND-OFF, BLACK OR WHITE
DISTRIBUTION VGA AMP WITH USB POWER

SINGLE GANG, ANNGDIZED ALUMINUM WALLPLATE WITH PASS-

THROUGH BARREL CONNECTORS, 1 VGA W/AUDIO, RCA (VIDEO AND hd

L&R) INPUTS

e 12" FIXED EXTENSION COLUMN, 1-1/2" NPT

UNIVERSAL PROJECTOR MOUNT WITH SPIDER ARMS, MULTIPLE
HARWARE, 4 ADJUSTABLE LEGS [BLACK, WHITE, SILVER}

EASY INSTALLATION, 4 TIE WIRES & SECURITY CABLE, INFINITE
ADJUSTMENT, 2 OUTLET KNOCKOUTS, 2'X2' OR 2'X4’

DOUBLE GANG, ANNODIZED ALUMINUM WALLPLATE WITH PASS-
THROUGH BARREL CONNECTORS, 2 VGA W/AUDIO, RCA (VIDEO AND
L&R) INPUTS, STEREO MINI JACK LEFT RIGHT SPEAKER AND RJ45

ALL REQUIRED CABLES AND CONNECTORS

Ton affecb—ds
. D-JQ,O,_S

LEVEL 1 LEVEL 2 LEVEL 3 LEVEL 4 LEVEL 5
NUMBER OF ROOMS (e.g. 1-5; 5-20, etc.) (=5 Beops | (pnotG Zosen 5 |70 29 Hosns [Z0-29 Roos Y6 - Corues
PACKAGE 4 MATERIALS PRICE/ROOM 8/ 145 2R /ST )7 LT 08 | Fresow 2y
INSTALLATION PRICE/ROOM g oy BE.or.Gx Ty, o5 4oy 973 ESTr7 90
TOTAL PRICE/ROOM s XLr3 $2976 54 |4zysg, (7 | h79%45 28" | #2633y
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INSTRUCTIONS: For each item, indicate the number of rooms for each price level and the price of the item. Please submit technical specification sheets for each

item bid. V}/\ M‘ﬁ é,Mﬂ.S
SUPPLEMENTARY ITEMS 7.3 2”*’4”
LEVEL 1 LEVEL 2 LEVEL 3 LEVEL 4 LEVELS
NUMBER OF ROOMS F
(e.g. 1-5; 5-20, etc.) /- ”’{_'UZ:«; [otts Cooms | T =70 Zoms| 2039 Lovns| L 01 Croms

DOCUMENT CAMERA XGA MECHANICAL
ZOOM 20 FRAMES PER SECOND
SEPARATE VGA IN AND OUT 32 PAGE
MEMORY

7 99

FGad,o

FLfq 0l

#412?‘/,03

#L R0

DOCUMENT CAMERA 1080P, 3.4
MEGAPIXEL CMOS SENSOR, 30 FRAMES
PER SECOND, WITH VIDEO STORAGE

? 244

4/ s

F734 67

PR 53

# 705, oY

CLASSROOM RESPONSE SYSTEM 2 24
RADIO FREQUENCY UNITS

¥ 794

A A Wi

¥ oz

20,5

Y7/% o

SCALABLE DEVICE CONTROL SYSTEM
(IR}, UP TO 8 DEVICES,VOLUME
CONTROL, DVD/VCR CONTROL MODULE

f30q

24 Y./

Az9z02

WBBKrj

? 225 09

STANDARDIZED DEVICE CONTROL
SYSTEM [IR), WALL MOUNT,
CUSTOMIZABLE INTERFACE, UP TO 6
DEVICES COMES WITH EMITTER AND
A/C ADAPTER

8

T b

T D

TL O

TP

100" DIAGONAL, VIDEO FORMAT,
AUTOMATIC ELECTRIC SCREEN, MATTE
WHITE SURFACE

7705 6

G0

ﬁ783.,d2

# 775.6% 7 ¢ 7 oY

=35 WATT MIXER AMP

¥Z w5

A 7

DVD/CD PLAYER & HI-FI VCR COMBOQ,
WITH REMOTE

7/¢ 9

Fzél s/
/o727

IR

gz, 53
4 /0392

¥ e ¥
ez zy

2 WAY 100 WATT ROUND CEILING
SPEAKERS, 8" TITANIUM-LAMINATE
POLYPROPYLENE WOOFER, 1 *
TITANIUM-LAMINATE DOME TWEETER

7349 9

# 2600

WECMUL

BZ2x7 03

F 253 ol
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CEILING SPEAKER 160 WATTS, PLENUM
BACKBOX, FITS INTO STANDARD 2'X2' OR
2'X4" CEILING TILE GRIDS (OR CUT INTO
DRYWALL CEILINGS), PROVIDING 360
DEGREES OF HEMISPHERIC SOUND

FZY 9

#2045 < F3uzs7

#338.53 P22 0y

2 MOUNT ON BOARD SPEAKERS 14-
WATT, STEREO AMPLIFIED, TWO PORT
USB HUB, VOLUME CONTROL

HB7

t oS Tl % 222 42§34, 3

22/ S g K

AUDIO SYSTEM, W/4 CEILING SPEAKERS
OR W/4 WALL SPEAKERS, INFRARED
MICROPHONE AND ONE LANYARD
MICROPHONE

/99

f‘

Fl2ls ) Pl/ZesZ

Er) 14573

7{// O30l

WIRELESS SLATE/TABLET — PEN-DRIVEN
INTERFACE, CONNECTS WIRELESSLY TO
INTERACTIVE BOARD, PC, OR
PROJECTOR, BATTERY FREE PEN

“TED

— R >

TAD

INSTRUCTIONS: Please provide answers for each item below.

ADDITIONAL QUESTIONS

SECONDARY DISCOUNT PERCENTAGE /S YES | NO
NUMBER OF MANUFACTURERS KENTUCKY BASED SUPPORT s
REPRESENTED /S0 REPRESENTATIVES (2
TRAINING RATE (per day) Z,000_ /7512 (75 helbi= )| KENTUCKY BASED SALES OFFICE s
MAINTENANCE RATE (per hour) 47g ! , KENTUCKY BASED INSTALLERS Leo
PROMPT PAY DISCOUNT PERCENTAGE | /% 7 el .. < D) raiekr | AUTHORIZED TO TRANSACT BUSINESS IN THE STATE OF KENTUCKY | (és
TOLL-FREE SUPPORT NUMBER S 777 - &R0 | | FILED CORPORATE INCOME TAX IN KENTUCKY IN THE PASTYEAR | fbs
SUPPORT HOURS OF AVAILABILITY -7 ' MADE PAYMENTS TO THE KENTUCKY UNEMPLOYMENT INSURANCE

Gom — (0 p e FUND IN THE PAST YEAR Yoo
COMPANY FOUNDED (YEAR) ) MAINTAINED A KENTUCKY WORKERS' COMPENSATION POLICY IN

0700 PO EFFECT IN THE PAST YEAR s
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Package 1 Submittals

2456 Fortune Drive, Suite 110 « Lexington, KY 40509 » 859.575.6108 « www.mcpc.com



or:
Package 1
87"+ Board, 3000+ Lumen Projector {4:3, HDMI Rardy), Disribution VGA Amp with USB Power, USB to Cat b

v Extender, Singla Gang, annadized al plate with pass gh bamrel connactars {1 VGA wiaudio, RCA
- i§ {video and L&R) Inputs, universal projector mount with splder amms, multple haro 4 adj legs {black,
2458 Fortune Drive white ailvar), 12" fiad extension column, 1-1.5" NPT, easy Installation, 4 tie wires and secunity cable, Infinite
Suftm 110 adjustment, 2 ouliet knockouts, 2x2 or 2xd, all raquired cables & connectors

Ledngton, Ky 40608

Oty Mo, mo A Dascriotion Prica Each
1 Smart Tech Smanl 87" 500 Sarias Interactive YWhitsboard § 1.748.00
1 NEC NEGC 3000 Lumens DLP Projector (Star Student) % 53100
1 avs QVS VEAXGA Dlstibution Amplifiar (Splitiar) $ 33.00
1 c2G ‘Well Plaia (Single Gang) - (VG4 wf 3.5mm audlo, RGA Audlo} Aluminum ] 35.00
1 Tripp Lite USB to Cats Extender § 81.00
1 Mustang Mustang Projactor mount with 12+ Inch exdengion calumn k] 64.00
1 2,4T2.00
- - i
— ) .
H 80
] ¥
S 3
$ 1
$ 2
) 18
-3 25,
- S, ermim —————— i —— 2 ——— 1 i——— —— $ 300
I
$ 431.00
N
Oy Job Py
12 MCPe AV-INSTALL $
1 MCPe AV-PMNT $
MCPc AV-ENGINEERING $ 1
MCFe AV-TRAVEL $
MCPe KRG
MCPe BIDYPERFORMANCE BOND {5.5%)
)
LABOR SUBTOTAL 3 HAA 00
I -

s A Ak

Quinn § 5. 207.08



Your SMART Board® M&B5 interactive whiteboard features a durable interactive surface, two
damage-resistant pens and SMART s praprietary DVIiT® (Digital Vision Touch) technology. The
5BM685 model supports dual touch, dual write and intuitive gestures, such as togs, rotate and
zoom, available with multitouch operating systems, such as Windows® 7 or Mac Snow Leopard.

See or more information on this product,

Dimensions

[ e

131.2cm 17.5cm
(51 5/87) (46 1/4)

| e

&
fﬂ"@

188 cm
(74"}

{22 1/2")

— P

!
57.2 cm 16.3 cm

e
—a |

Weight

23.1kg (51 Ib)

Shipping dimensions

2083 ocmwWx1348cmHx114cmD
(B2"x 53" x 4 172"

Shipping weight
313kg(B8ib)

1l dimensions + 1/8" 0.3 em). Allweights + 2 [b. (0.9 kg).

smarttech.com/kbv170524 1



BPECIFICATIONS
SMART Board Interactive whitaboard = Model SBM&35

Regulatory certification CSA (U.S./Canada)

Environmental compliance

China EIP
European Union REACH, RoHS, WEEE, Packaging and ErP Standby
u.s. Packaging and Conflict Minerals

Order numbears

SBMG85 221 cm (87" diagonal SMART Board M685 interactive whiteboard with an active pen tray.
Includes a SMART Notebook software installation DVD.

SBMses-B Bulk order of 10 SBM685 units

Optional accessories See

Warranty Two-year limited equipment warranty

smarttech.com/support
smarttech.com/contactsupport

@ 2013 SMART Techrwlogies ULC. All rights reserved SMART Board, DVIT, SMART Notebook, SMART Ik, smarttech, the SMART logo and al SMART teglines are rademerks or registered
trademarks of SMART Techrologies ULL inthe U5, andfor oher countries. All third-perty product and company nam ea m ay be iraderm arka of {har respective owners. This product andfor use thereaol
cavered by one or more of the following U.S. paterta. wyw.smarttech.com/palents. Corterls are subject to changs without nolles. 0772013

smarttech. com/kb/170524 3



NF V2R11YX

Get the Ultimate 3D Experience with the V311X
DLP®Projectar. The compact size in combination with light
welight makes it easy to place it wherever you need it. With
3100 ANSI lumens brightness and higher contrast this
compact projector is recommended for screen sizes of up to
110" diagonal. ¥311X is Nvidia certified to ensure plug and play
operation especially for 3D gaming and 3D photography.

The V311X Is the perfect solution for small meeting rooms as
well as classrooms.

Control and Monitoring - via R5-232,
Green EcoMode Button - on remate,

Higher Efficiency, Lower Power Cansumption - full ErP
compliance.

Long Lamp Life - up to 5000 hrs.
Virtual Remote - for direct PC control.

3D ready - future-proof DLP@-Link™ technology with 120Hz
and Top/Bottom, 60Hz.

Free Download of Multi-Display Management Software - with

NaViSet Administrator 2 you can manage all your connected
display devices from a centralized location.

T pCoieeny S5 ey b P80 D epke S0 ers e Dot

e ool ralE beoses 20 rEsens

L] T R R § DT oy et S B IINES S10 500 na s e eg e s el of The ceepontee maulacre s 8

CRU R

Empowered by Innovation

PRAOJEGCTION ERP nay ool

COMPLIANT Mﬂﬂ"m!

Excellent and Brilliant Colours - due to VIDI technalogy
Contrast 3000:1

High Brightness 3100 ANSI lumens

Quick Start - Direct Power Off

TW Speaker

Carbon Meter - indicating the reduced amount of COz emissians by the use of ECO
mode

www. nec-Jisplay-solutions.com









Package 2 Submittals
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Your SMART Board® M680 interactive whiteboard features a durable interactive surface, two ]
damage-resistant pens and SMART's proprietary DViT® (Digital Vision Touch) tachnology. The _/
SBM680 model supports dual touch, dual write and intuitive gestures, such as toss, rotate and
zoom, available with multitouch operating systems, such as Windows® 7 or Mac Snow Leopard.

Ses or more information on this product.
Dimensions
Waight
18B cm
@53m —"{ 18.5kg (401b. 13 0z.)
Shipping dimensions
ﬂ 181 cmW=x13486cmHx114emD
(71 174" % 53" x 4 1/2")
131.2 o 47 5em w“ Shipping weight
{51 587 {46 1147 \Q"G-f\ 23.8kg (52 1b.)
- 158.5em
: e e T —
[ A

§ mm— _I%
I‘ -t 153 em =

@2z 112 8"

1Al dirmensions £ 1/8" (0.3 cm). Allweights 2 Ib. (0.9 kg).

smarttech.com/kb/ 170523 1



SPECIFICATIONS
SMART Board interactive whiteboard —Mode! SBM&80

Regulatory certification C3SA (U.S./Canada)

Environmental compliance

China EIP
European Union REACH, RoHS, WEEE, Packaging and ErP Standby
u.s. Packaging and Conflict Minerals

Order numbers

SBMEE0 195.6 em (77") diagonal SMART Board M680 interactive whiteboard with an active pen tray.
Includes a SMART Notebook software installation DVD.

SBMB80-B Bulk order of 10 SBM680 units

Optional accessories Ses

Warranty Two-year limited equipment warranty

smarttech.com/support
smarttech.com/cantactsupport

© 2013 SMART Technologies ULC. All rights reserved. SMART Board, DWT, SMART Nolsbook, SMART Ink, smarttech, the SMART logo and all SMART teglines are tradem arks or registersd
tradem arks of SMART Technologies ULC Inthe U.S. ardior other countrles. All third-party product end com pery nemes may be iradem srks of thelr respaciive owners. This product andior uss theracf
coverad by one or more of the following LS. patents. www smarttech.com/patents, Contens are subject to chanpe without notica, 08720103,

smarttech.com/kb/ 170523 3












Package 3 Submittals

2456 Fortune Drive, Suite 110 + Lexington, KY 40509 « 859.575.6108 « www.mcpc.com












Package 4 Submittals

2456 Fortune Drive, Suite 110 + Lexington, KY 40509 + 859.575.6108 « www.mcpe.com


















Supplementary Iltems Submittals
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Size
Folded

Setup

Weight
Shipping size

Shipping weight

Size

Weight

Lighting

Lens

Zoom
Resolution
Frame rate

Brightness
control

Shooting area

1M"Wx23/4"Hx12"D
(25.4 cm x 7 ecm x 30.5 cm}
B"Wx213/4"Hx15"D
(20.3cmx 55cm = 38cmy)
5.41b(2.45kg)
19"Wx53/4"H~=125/8"D
{48.2emx14.5cm= 32 cm)
101b (4.5kg)

Mixed reality cube

21/8"Wx21/8"H=x21/8"D
(5.5e¢mx 5.5cm x 5.5em)
20z (57g)

Al dimerlons +- 178" (0.3 em). All welghie +- 1 cz. (30 gj.

Flexible camera ammn with rotational movement for easy positioning and storage.

Built-in LED illumination lamp

Lens with manual and automatic focus, f6.26 (~30.75 mm); f 3.2 (wide angle) to f 6.8

{telephoto)

8 x optical, 10 x digital, 80 = total magnification

5 MP sensor and resolution

Max. 30 fps

Automatic and manual brightness control

Max. 15 3/4" x 11 3/4" (40 cm x 30 cm)

1 smarttech.com/kb/1 70280



Video format

VGA output

bvH

VGA input

USB connection
SD memory card
slot

Mass storage
mode

Internal memory

Video recording

AudioIn
{microphone)

Audio Qut

Microphone

SPECIFICATIONS
SMART Drocument Camera — Model SDC-450

Analog composite format PAL/NTSC selectable 2-position switch, using RCA connector
with supplied RS-232 / composite video cable

Analog RGB output 0.7 V at 75 ( unbalanced

XGA: 1024 x 768 60 Hz

SXGA: 1280 x 1024 60 Hz

HDTV 720p: 1280 x 720 60 Hz

HDTV 1080p: 1920 x 1080 60 Hz

Provides both analog and digital output formats

HD 1080p 60 Hz, HD 720p 60 Hz, XGA 60 Hz, SXGA 60 Hz
D-sub 15 pin pass-through (see note below)

USB mini-B {connect to computer)

1GB to 32 GB

Change from ¢camera to mass storage mode using on-screen display (OSD) to access the
$D card and intermal memory via USB.

Intemal memory for storage of up to 240 images

Onto USB drive/ SD/SDHC

NOTE

The SMART Document Camera video switching feature might not operate as expected if
you use it with displays or projection devices not provided by SMART.

Audlo connections

3.5 mm jack

3.5 mmjack

Built4in microphone for voiceover during video recording

2 smarttech.com/kb/1 70280



SPECIFICATIONS
SMART Document Camera - Model SDC-450

Connection panels

Rear panel The rear connection panel has DC 12V, 2 A, VGA In, VGA Out, Composite Video out and
USB mini-B connectors.

7= SN

Left panel The left connector panel has a DVI output, a switch for selecting either computer or USB
flash drive and audio in and out connections.

s

Right panel The right connector panel has an SD/SDHC memory card slot, a switch for selecting VGA-
DVI or composite video output and a security lock slot.

-

il

Bottom panel The bottom panel has an NTSC-PAL switch to change the format of the composite video
output for your television and a resolution reset button to reset the VGA/DVI resolution output

to XGA.
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Power
consumption
Energy efflclency
Power source

DC power supply

Cables

Software

Supported
operating
systems

Also includes

Documentation

Warranty
Environmental

compliance

Regulatory
certiflcation

SPECIFICATIONS
SMART Document Camera —Model SDC-450

Max. 21.6 W

Level V Energy Star energy efficiency rating
100-240V, 50/60 Hz

12V, 2A

5.5 mm, no center pin DC power socket

Includes plug adapters for power supply for North America, the United Kingdom, the
European Union and Australia.

5' (1.5 m) power cable

59" (1.8 m} USB-A to USB mini-B

5'9" (1.8 m) VGA cable, HD15, M-M

Composite video adapter cable (RS-232 / composite video)

SMART Notebook ™ collaborative leaming software and Mixed Reality Tools for the
SMART Document Camera are available fromn SMART Notebook
11 SP1 software or later is required for Mixed Reality Tocls. See the SMART Notebook
software release notes for a complete list of system requirements.

Mixed Reality Tools enables you to manipulate 3D models in .notebocok files using your
SMART Document Camera and mixed reality cube. For more information, see the
SMART Document Camera 450 user's guide

Windows® XP (32-bit), Windows Vista® (32-hit, 64-bit), Windows 7 (32-bit, 64-bit),
Windows 8 (32-bit, 64-bit), Mac OS X 10.6 and later—Intel® only {PowerPC® not supported)

Mixed reality cube
Anti-glare sheet
Microscope adapter

Included with the product: registration card, warranty sheet, cautions and wamings, and
quick connect guide. The user's guide is available online.

Five-year limited equipment warranty. See warranty document for details.

EU RoHS, EU WEEE

CB, CE, C-Tick, FCC

4 smarttech.com/kb/1 70280



SPECIFICATIONS
SMART Document Camera —Model SDC-450

User interfaces

 _rel) b
1— -—@D E B ||—e
)| B ()(e)(e])-n

Control panel Vs

Ty

2 e @ g | | @1

3 | l 12

4— (I) 13

§67

1  SelectVEnter 7 Select Playback
2 Menu 8 LED Lamp ON/OFF
3  Recordvideo 9 Image brightness
4  Power ON/OFF 10 Zoom IN/JOUT
5  Select camera 11 Auto-focus
6  Select computer pass-through 12 Capture to SMART Notebook software

or to local memory

13 USB usage indicator: computer or
USB drive

0sD There are four tabs on the OSD menu; Image, Presentation, Setting and System.

Camera mode

Image o Brightness: adjust the brightness level manually between 0-83
settings o Contrast; adjust the contrast level manually between 0-255

o Mode: select from six types of image settings (Sharp, Graphics,

Motion, Microscope, Macro and Infinite)

o Effect: convert the image into color, black/white or film negative

o Miror; select toflip the image

o Advanced: select to set the Auto Image, Exposure and White Balance

o Focus: adjust the focus manuaily

¢ Rotate: select to rotate the image by 90° in Camera mode only

5 smarttech.com/kb/170280



Microscope

Temperature

Humidity

SDC-450
FRU-CUBE
1013550

SPECIFICATIONS
SMART Dacument Camera — Modal SDC-450

Camera mode

Presentation

Picture in Picture (PIP): shows a thumbnail image of captured
picture/video from the memory in the comer of the screen in Camera
mode

Split Screen: divides screen into two

Timer. on-screen countdown timer

Setting

Capture: set captured image options {resolution, quality and
single/continuous)

Recording: set recorded video quality

Storage: select SD memory card, USB flash drive or built-in memory
Format: delete all data from the selected memory

USB to PC: select the mode of your document camera

Flicker. select refresh rate between 50 Hz—60 Hz

System

Language: select or change language

Qutput Display: set the resolution to display the image on screen
Backup: copy images from the built-in memery to 2 SD card or USB
flash drive

Save Setting: save curment setting in the selected profile number
Recall Setting: restore the setting back to the selected profile number
Information: display product information

Default: restore all settings to factory default settings

Microscope mode is supported with included adapter.

32 °F t0 95 °F (0 °C t0 35 °C)

30% to 85% humidity, non-condensing

SMART Document Camera 450

Replacement mixed reality cube

Mixed reality collaboration cube

] smarttech.com/kb/1 70280



SPECIFICATIONS
SMART Document Camera — Model SDC-450

Physical dimensions

Front view Side view (folded)

el
e i——

-—12" (30.5 cm}————

23/4"
(7 cm}

—

" 21/8" ;
(5.5 cm}
t 36
5 S8
AL 7]
nn T D

ER

Mixed reality cube Side view (set up)

smarttech.com/support
smarttech. com/contactsupport

® 20122013 SMART Technologies ULC. All righis resarved, SMART Document Camers, SMART Notabook, smartiech, the SMART logo end all SMART
taglines ere tredamarks or registered radamerks of SMART Techndlogies ULC in the U.S. andfor other countries. Windows end Windows Vista are either
registarad tradam srks or brader arks of Microsofl Corporalion in the U.S. andir ather couniries, Al other third-party product and company rames may be

tradem arks of thair respeclive ownara. Paberts pending. Comtents are subjed o change withoul notice, T32013,
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Receiver Size

Receiver Weight
Clicker Size

Clicker Weight
Shipping Slze

24 Clicker System
{SRP-LE-24)

18 and 12 Clicker System
(SRP-LE-18/SRP-LE-12)

Shipping Weight

Software

Technology
Radio Frequency

Capacity

434"WxT7/8"Hx21/4"D
(12ecmx 2.2 cmx 5.7 cm)

5 3/4 oz. (165 q)

214" Wx55/8"Hx11/8"D
(5.7cmx 14.2cm x 2.8 cm)

7 1/4 oz. (200 g) without batteries

22 5/8"W=x73/4"H=135/8"D
(57.5cm x 19.8 cm x 34.5 cm)

171/2"Wx 11"Hx 83/8"D
(44.4 cm % 27.9 cm x 21.1 cm)

SRP-LE-24 — 12 Ib. (5.4 kg)
SRP-LE-18 = 10 [b. (4.5 kg)
SRP-LE-12 - 8 |b. (3.7 kg}

All dimensions +- 18" (0.3 cm). All weights +-2 1b. (0.9 kg).

SMART Response 2009 assessment software, including SMART Notebook software
10 for Windows® and Mac computers is included on the CD. Software upgrades are
available a

RF 802.15.4
2.40 GHz to 2.50 GHz ISM band
Supports up to 60 clickers with Model 1.1.3 receiver

Extraordinary made simple™ I SMART.



Windows Operating
Systemns

Mac Operating System
Software

Transmission Power
Antenna

Host Interface

LED Indicators
Configuration

2 | SPECIFICATIONS - SMART RESPONSE LE INTERACTIVE RESPONSE
SYSTEM - RECEIVER AND CLICKER

Pentium® !l 750 MHz or higher processor

512 MB of RAM (1 GB recommended)

750 MB of free hard disk space {minimum installation requirements)

2150 MB for full instailation with Gallery content

Windows XP SP2 or later, Windows Vista® SP1 or Windows 7 operating system
Intemet Explorer® Internet browser 6.0

Adobe® Flash® Player 10 or later

Adobe Reader® 8

Windows Media® Player 9 {required for SMART Recorder)

DirectX® technology 8.1 (required for SMART Video Player)

1 GHz Power PC® G4 or G5 or Intel® processor with 512 MB RAM
700 MB of free hard disk space {(minimum installation requirements)
1500 MB for full installation with Gallery content

Mac OS X operating system software 10.5.x or 10.6.x

Safari application program 3.0.4 or later

Adcbe Flash Player 10 or later

NOTE
SMART Response assessment software runs on 32-bit Windows and Mac
operating systems only.

6 dBm with a typical range of 100" (30 m)

Integrated antenna

USB 2.0 full-speed {12 Mbps) with a 6' (1.8 m) captive cable

Red and green LED indicate power, transmit data, receive data and link status.

Plug and play (SMART Response software required)



Transmission Power
Antenna
LCD Display

Key Pad

Configuration
Batteries
Regulatory Certification

Environmental
Compliance

Warranty

Operating Temperature
Operating Humidity
Storage Temperature

Storage Humidity

SRP-LE-24

SRP-LE-18

SRP-LE-12

SRP-LE-RMT-5
SRP-LE-RMT-1
SRP-LE-RCV-1
SRP-LE-CC
SRP-LE-CC-SM

3 | SPECIFICATIONS - SMART RESPONSE LE INTERACTIVE RESPONSE
SYSTEM - RECEIVER AND CLICKER

6 dBm with a typical range of 100’ (30 m)
Integrated antenna

1 5/8" W= 1"H (41.6 mm x 24.6 mm), 60° to B0°® viewing angle and a contrast
ratio of 5.1

Buttons include: GREEN/CIRCLE, RED/TRIANGLE, BLUE/SQUARE, YELLOW/
STAR, PURPLE/DIAMOND, 7 (QUESTION MARK), UP, DOWN, HOME, ENTER,
POWER

Plug and play {(no additional software required})

2 x AA alkaline

IC (Industry Canada), C-Tick, CE, FCC, SRRC (Pending), NOM (Pending)
EU WEEE, RaoHS (Europe), US CPSIA, US Packaging, China EIP

Two-year limited equipment warranty

41°F to 95°F (5°C to 35°C)
5% to 85% relative humidity (non-condensing)
-40°F to 131°F (40°C to 55°C)

5% to 90% relative humidity {non-condensing)

Inciudes 1 receiver, 24 clickers, carrying case for 40 clickers, Phillips® No. 1
screwdriver, 48 AA batteries, Quick Start Guide and software CD

Includes 1 receiver, 18 clickers, carrying case for 20 clickers, Phillips No. 1
screwdriver, 36 AA batteries, Quick Start Guide and software CD

Includes 1 receiver, 12 clickers, carrying case for 20 clickers, Phillips No. 1
screwdriver, 24 AA batteries, Quick Start Guide and software CD

Includes 5 clickers and 10 AA batteries
Includes 1 clicker and 2 AA batteries
Includes a receiver and software CD
Carrying case for 1 receiver and 40 clickers

Carrying case for 1 receiver and 20 clickers



4 | SPECIFICATIONS — SMART RESPONSE LE INTERACTIVE RESPONSE
SYSTEM - RECEIVER AND CLICKER

Physical Dimensions

Clicker Left Clicker Front View Recelver Slde View
Side View |
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Recelver Top View

Viewing Angle
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www.smarttech.com/support www.smarttech.com/contactsupport

Support +1.403.228.594C or Toll Free 1.866.518.6791 (U.5./Canada) ™
@ 2007-2008 SMART Technologias ULC. All rights reserved. The BMART logo and smarttech are rademarke or ragistered trademarks of SMART Technelogies ULC in the U.S. andfor cther
countries. Windows, Windowse Madia, Windows Visla, Intermet Explorer and DirectX are either ragistered trademarks cr trademarks of Microscft Corperation in the U.S. andfer other countries.
Mag, Mac OS and Sefari are registered tredemarks of Apple, Inc. Adobe, Flash and Reader are either registarad trademarks or trademarks of Adobe Systems Incorporaied in the U 8, andfor

other courtries. All ather third-party producl and company nemes may be trademarks of their respective owners. Patent No. US8320597; US83268054; USBT41267, US7151633, US7455033;
and CA2252302, Other patenta pending. Conteris are subject ta change withaut notice. 11/2009.















SPECIFICATIONS | XJ-M140

Brightness

Contrast Ratio

Zoom

Focus

Lens Offset

Light Source

Estimated Operating Life
Projection Screen Size
Projection Range

Projection System

Calor Repraduction
Keystone Correction
Dimension

Weight

Power Sourca
Power Consumption

Security Compatibility
Ceiling Mount
Mounting Screw Size

and Cuantity
Manufacturad In

usagea Environmant

Remote Control Range
Limited Warranty
Included Accesscries
Optional Accessories

Packing information

me et e rmsE wriwrie st mmapeme

MNativa Resolution
Digital input
Audio

Vidaeo Signal Compatability

Video Input
Control Terminal

Telephoto Mode

&0-inch Screen
100-inch Screen
Minimum
Projection Ratio

Device Type

MNative Resolution
Native Aspect Ratio

Inctuding Projectians
Excluding Projections

Operating

Standby
Kensington Compatible
Power On Password

Uperating lemperature
Operating Humidity
High Altitude Mode

Carton Dimensions
Carton Weiaht

Input

Qutput
Speaker
Video Systemns
DTY/HDTV

2500 Lumens

1800:1

1.5x Manual

Manual Focus

100%

Casle Laser & LED Hybrid
Up to 20,000 Hours (Warranty 3 years or 6,000 Hrs)
30 to 300-inch Diagonal
6.6 ~9.9ft

11.2 ~14.8 f

33t

1.64-2.46:1

DLP®

0.55-inch DLP Chip

1024 X 768

4:3

Full Calor {15.77 million colors)

Vertical +30° (Auto) Vertical + or - 30° {Manual)
12.24 X 9.61 X 3.31 inches

12.24 X 9.61 X 3.23 inches

8.5 Ibs.

AC100-240V, 50/580Hz

Operating powar: 150W {with Eco Mode "Eco 17 selected),

190W {with Eco Mode Off "Bright” selected}
0.4 w {LAN OFF}, 4.8 w {LAN ON)

Yes

Yas

Mount optional and available separately frem 3rd party vendors

M3 Qty. 3 {Optional and sold separately)
China

41 ~¥a'r

20-80% (non condensation}

Yes (for operation 3,300-6,600 i)

14,5 ft Maximurn

3 years Parts And Labor plus 3 years or 6,000 hours
light source, see Warranty Statement included with
product for complete details.

Wirelass remote control, &' RGB cable, 8 AV cable, &' AC
Power Cord, Carry Bag, Manual on CD-ROM & booklet
Active Shutter 3D Glasses (YA-G30)/ 2D-3D Conversion
Software (YA-D30}

165" L X 145" W X &6.5"H

14.1 lbs.

commarcially available adapter required
{1024 x 748) 786,432 pixals

HDMI Type A x 1 (Locking Type)

RCA. (R/L) x1, Stereo mini x 1

Stereo mini x 1

5W Monaural Speaker

NTSC/ PALY PAL-N/ PAL-M/ PALSO/ SECAM
480i/480P/576i/576P/720P/1080i/1080p
Composite Video (RCA) x 1, 5-Video x 1
R5-232C (Mini D sub % Pin} x 1

The above product line is for the US market. This line-up may differ depending on areas,



