KENTUCKY DEPARTMENT OF EDUCATION FORM OF PROPOSAL

DIVISION OF FACILITIES MANAGEMENT April 2000
702 KAR 4:160

Date: 12/2113 To: (Owner)_KEDC/KPC

Project Titls: _KPC - PV-1G-2012.01

City, County:_Ashland, Boyd County

Name of Contractor/Supplier; Lite the Nite Technologies LLC

Mailing Address: 2706 Dewitt Street Flatwoods, KY 41139

Business Address: 2706 Dewitt Street Flatwoods, KY 41139 Telephone:_806-547-8363

Having carefully examined the Instructions to Bidders, Contract Agreement, General Conditions, Supplementai Conditions,
Specifications, and Drawings, on the above referenced project, the undersigned bidder proposes to furnish all labor, materials,
equipment, tools, supplies, and temporary devices required to complete the work in accerdance with the contract documents
and any addenda listed below for the price stated herein.

Addendum _1 {insert the addendum numbers received or the word "none” if no addendum
received.)

In lieu of the base bid, altcrnate bid, unit prices, proposed subcontractors, and manufacturers/materials sections
bidders are to complete the packages, supplementary ilems, and additional questions found on pages 26-29.

BASE BID

For the construction required to complete the work, in accordance with the contract documents, I/We submit the following lump
sum price of:

Use Figures

Dollars & Cents
Use Words Use Words

ALTERNATE BIDS (If applicabie and denoted in the Supplemental Conditions)

For omission from or addition to those items, services, or construction specified in the Supplemental Conditicns by alternate
number, the following lump sum price will be added or deducted from the base bid:

Alternate Bid No. 1 (Add/Deduct) $
Alternate Bid No. 2 (Add/Deduct) 3
Alternate Bid No. 3 {(Add/Deduct) 3
Alternate Bid No, 4 (Add/Deduct) ]
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UNIT PRICES

Indicate on the lines below those unit prices tc determine any adjustment to the contract price due to changes in work or extra
work performed under this contract. The unit prices shall include the furnishing of all labor and materials, cost of all items, and
overhead and profit for the Contractor, as well as any subcontractor involved. These unit prices shall be listed in units of work.

WORK PRICE UNIT

O@ENOR LN =
& £ B B BB LA A P 5B S
e s Ty

{Provide atlachment for additional unit prices)

NOTE: The bidder shall submit the above list of unit prices with the bid.

LIST OF PROPOSED SUBCONTRACTORS

List on the lines below each major branch of work and major material category for this project and the subcontractor or supplier
involved with that portion of work. If the branch of work is to be done by the Contractor, so indicate.

The listing of more than one subcontractor in a work category shall invalidate the bid.

The listing of the bidder as the subcontractor for a work category certifies that the bidder has in current employment, skilled staff
and necessary equipment to complete that category. The architect/engineer will evaluate the ability of all listed subcontractors
to complete the work and notify the owner. Listing of the bidder as the subcontractor may invalidate the bid should the
architect's review indicate bidder does not have skilled staff and equipment to complete the work category at the time the bid
was submitted.

BRANCH OF WORK/MATERIAL CATEGORY SUBCONTRACTOR/SUPPLIER

SOONDO D LN

{Provide attachment for additional work/material - subcoriraclorsupplier)

NOTE: The bidder shall submit the above list of subcontractors with tha bid.
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LIST OF MATERIALS/MANUFACTURERS

MATERIAL DESCRIPTION BY SPECIFICATION
DIVISION AND CATEGORY MANUFACTURER

SPeNOOREWN -

{Provide allachment for additional material/manufacturers.)

NOTE: The bidder shall submit the above llst of materiale with the bid.

TIME LIMIT FOR EXECUTION OF CONTRACT DOCLUMENTS

in the event that a bidder's proposal is accepted by the Owner and such bidder should fail to execute the contract within ten (10)
consecutive days from the date of notification of the awarding of the contrect, the Owner, at his option, may determine that the
awerdee has abandoned the contract. The bidder's proposal shall then become null and void, and the bid bond or certified
check which accompanied it shall be forfeited to and become the property of the Owner as liquidated damages for failure to
execute the contract.

The bidder hereby agrees that failure to submit herein above all required information and/or prices can cause disqualification of
this proposal.

Submitted by:

_-— . . s

NAME OF CONTRACTOR: Lite the N”

AUTHORIZED REFPRESENTATIVE:

w

NAME (typed): _Joseph Smith

TITLE: Director of Operations

NOTICE: A bid bond or certified check or cash must accompany this proposal.

This form shall not be modified. Attach supplemental form of proposal information pages for project specific requirements as
needed.
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INSTRUCTIONS: For each package, indicate the number of rooms for each price level, the total price of all materials listed in the package, the installation price
far each package, and the total of the material and standard labor costs. Please submit technicat specification sheets for each item bid.

PACKAGE 1: 287" INCH BOARD & 23000 LUMEN PROJECTOR

e 287" INTERACTIVE WHITE BOARD UNIVERSAL PROJECTOR MOUNT WITH SPIDER ARMS, MULTIPLE

e 23000 LUMEN PROIECTOR; 4:3 ASPECT RATIO, HDMI READY HARWARE, 4 ADJUSTABLE LEGS {BLACK, WHITE, SILVER)

e DISTRIBUTION VGA AMP WITH U5B POWER ¢ 12" FIXED EXTENSION COLUMN, 1-1/2" NPT

¢ USBTO CAT 5 EXTENDER e EASY INSTALLATION, 4 TiE WIRES & SECURITY CABLE, INFINITE

*  SINGLE GANG, ANNODIZED ALUMINUM WALLPLATE WITH PASS- ADJUSTMENT, 2 OUTLET KNOCKOUTS, 2'X2' OR 2'X4"'
THROUGH BARREL CONNECTORS, 1 VGA W/AUDIO, RCA {VIDEO AND e ALL REQUIRED CABLES AND CONNECTORS

L&R} INPUTS

I LEVEL 1 LEVEL 2 LEVEL 3 LEVEL 4 LEVEL 5

NUMBER OF ROOMS (e.g. 1-5; 5-20, efc.

PACKAGE 1 MATERJALS PRICE/RDOM

INSTALLATION PRICE/ROOM

TOTAL PRICE/ROOM

PACKAGE 2: 70+ INCH DUAL TOUCH BOARD & 22500 LUMEN PROJECTOR

e >70" INTERACTIVE WHITE BOARD DUAL TOUCH/DUAL PEN BOARD »  UNIVERSAL PROJECTOR MOUNT WITH SPIDER ARMS, MULTIPLE
e 22500 LUMEN PROJECTOR; 4:3 ASPECT RATIO, HDM] READY HARWARE, 4 ADJUSTABLE LEGS (BLACK, WHITE, SILVER)
« DISTRIBUTION VGA AMP WITH USB POWER e 12" FIXED EXTENSION COLUMN, 1-1/2" NPT
s+ USB TO CAT 5 EXTENDER o  EASY INSTALLATION, 4 TIE WIRES & SECURITY CABLE, INFIN{TE
e  SINGLE GANG, ANNODIZED ALUMINUM WALLPLATE WITK PASS- ADJUSTMENT, 2 OUTLET KNOCKOUTS, 2'X2' OR 2'X4'

THROUGH BARREL CONNECTORS, 1 VGA W/AUDIO, RCA (VIDEO AND e ALLREQUIRED CABLES AND CONNECTORS

L&R) INPUTS

LEVEL 1 LEVEL 2 LEVEL3 |  LEvEL4 | 1FVFI §

NUMBER OF ROOMS (e.g. 1-5; 5-20, etc.)

PACKAGE 2 MATERIALS PRICE/ROOM

INSTALLATION PRICE/ROOM

TOTAL PRICE/ROOM
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PACKAGE 3: ULTRA SHORT-THROW WALL MOUNTED INTERACTIVE PROJECTOR

* 22600 LUMENS, WXGA RESOLUTION; 16:10 ASPECT RATIO, HDMI e USBTO CAT 5 EXTENDER
READY * SINGLE GANG, ANNODIZED ALUMINUM WALLPLATE WITH PASS-
s  MOUNT INCLUDED THROUGH BARREL CONNECTORS, 1 VGA W/AUDIO, RCA (VIDEO AND
s CLASSROOM TEACHING AND LEARNING APPLICATION SOFTWARE L&R) INPUTS
¢ DISTRIBUTION VGA AMP WITH USB POWER * ALLREQUIRED CABLES AND CONNECTORS
LEVEI 1 I FVFI 2 LEVEL 3 LEVEL 4 B LEVEL 5

NUMBER OF ROOMS (e.g. 1-5; 5-20, etc.)

PACKAGE 3 MATERIALS PRICE/ROOM

INSTALLATION PRICE/ROOM

TOTAL PRICE/ROOM

PACKAGE 4:100” DIAGONAL SCREEN & >2500 LUMEN PROJECTOR

e >2500 LUMEN PROJECTOR; 4:3 ASPECT RATIO, HDMI READY =  UNIVERSAL PROJECTOR MOUNT WITH SPIDER ARMS, MULTIPLE
* 100" DIAGONAL SCREEN, VIDEQ FORMAT, HI CONTRAST MATTE HARWARE, 4 ADJUSTABLE LEGS (BLACK, WHITE, SILVER)
WHITE; Controlled Screen Return ®  EASY INSTALLATION, 4 TIE WIRES & SECURITY CABLE, INFINITE
s  WALL MOUNTING "L" BRACKETS, 6" STAND-OFF, BLACK OR WHITE ADJUSTMENT, 2 OUTLET KNOCKQUTS, 2'X2' OR 2'X4'
= DISTRIBUTION VGA AMP WITH USB POWER e DOUBLE GANG, ANNODIZED ALUMINUM WALLPLATE W'TH PASS-
» USBTO CAT5 EXTENDER THROUGH BARREL CONNECTORS, 2 VGA W/AUDIO, RCA {VIDEOQ AND
» SINGLE GANG, ANNODIZED ALUMINUM WALLPLATE WITH PASS- L&R) INPUTS, STEREO MINI JACK LEFT RIGHT SPEAKER AND RJ45
THROUGH BARREL CONNECTORS, 1 VGA W/AUDIOQ, RCA (VIDEO AND e AlLLREQUIRED CABLES AND CONNECTORS
L&R) INPUTS

12" FIXED EXTENSION COLUMN, 1-1/2" NPT

LEVEL 1 LEVEL 2 LEVEL 3 LEVEL 4 R

NUMBER OF ROOMS {e.g. 1-5; 5-20, etc.)

PACKAGE 4 MATERIALS PRICE/ROOM

INSTALLATION PRICE/ROOM

TOTAL PRICE/ROOM
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Hard-to-find made sasy® Spec Shest

2 Port VGA Video Spilitter - USB Powered
StarTech ID: ST122LE

This 2-Port VGA Video Splitter allows a computer to display VGA video on two monitors simultaneously.

Perfect for classrooms, fradeshows, or any environment requiring high quality video on several monitors, the
8T122LE VGA splitter supports displays with up to 300 MHz of bandwidth and up fo 2048x1536 resolution. Plus, to
simplify placement of your VGA displays, the splitter features a built-in booster circuit that allows you to locate VGA
monitors up to 200 ft away from your system, and can be powered through a USB connection to the host computer,
eliminating the need to find an available power outlet.

Application Diagram

Laptop
TV Morsitor

The ST122LE VGA Splitter supports easy plug and play installation, and is backed by StarTech.com'’s 2-year
warrarty and FREE lifetime tech support.

Applications

Use for in-store product merchandising in retail environments to give your advertisements greater visibility
Display travel schedules and alerts in airports, bus terminals and train stations

Create engaging multimedia presentations for demonstration in lecture halls and classrooms

Get your message across multiple displays for trade-shows or information booths/kiosks

Quick and easy solution to splita video signal in an auditorium or house of worship



S ta rTe C I'\ é}‘:ﬁ %wr%

Hard-to-find made easy® Spec Sheet

Features

Supports resolutions up to 2048 x 1536 @60Hz

USB-Powered

Our most compact VGA splitter

300 MHz video bandwidih

Integrated signal amplifier boosts your connection range to 210 feet (65 meters)
Supports DDC, DDC2, DDC2B (For video out port 1)

Technical Specifications

Warranty 2 Years

Ports 2

Industry Standards DDC, DDC2, DDC2B, on Video Out Port 1
Connector A 1 -VGA (15 pin; High Density D-Sub) Male
Connector B 2 -VGA (15 pin; High Density D-Sub) Female

Maximum Cable Length 213.2 ft[65 m]
Maximum Analog Resolutions 2048x1536

Bandwidth 300MHz

MTBF 40,000 Hours

Color Black

Enclosure Type Plastic

Center Tip Polarity Positive

Plug Type M

Fower Adapter Included USB-Powered

Power Adapter included Yes

Output Voltage 5DC

QOutput Current 0.5A

Operating Temperature 0°C to 70°C (32°F to 158°F)
Storage Temperature -20°C to 85°C (-4°F to 185°F)
Humidity 0% - 95%

Shipping (Package) Weight 0.4 Ib [0.2 kg]

Included in Package 1 - Video Splitter

Included in Package 1 - USB to DC power adapter

Included in Package 1 - User Manual






Specifications: 12m USB 2.0 Active Extension Cable

Signel Specifications:

Data Signal Specifications; LiSB 2.0
Maximum Data Transfer Rate: 480Mbps
USB Power Consumed: 100mA

Cable Specifications:

Conducter: [Qty T pair) Conductor; (Giy 2 conduciors)

Power Inpui: 100- 240VAC ~ 47-63Hz, 0.4BA  Power Input: 100- 240VAC ~ 47-63Hz, 0.48A
Power Quiput: SYDC 3.5A Power Quiput:: 5vDC 3.5A

Pin Diometer: 5.5mm Pin Diamater: 5.5mm

Cenier Pin Polarity; Positive Center Pin Polarity: Positive

Overall Cable: Jocket
Foil Shields: Aluminum Mylor Braided Shicld
100% coverage min.
Braided Shield: 16/4/0.100 ~ Aluminium Shield
Tinned Copper
65% coverage min. Condulor Pair
Jacket: PYC
tronslucent white Conductor
Outer Diameler: - 4500, Tmm nsulat
nsvlation
Physical Characteristics:
Volicge Rating: . 3oV
Temperature Raiing: 80°C
Hood Materich: SR - Molded Black PYC
Plostic Cover Moterial: Black ABS
Plastic Cover Dimensicn: 57.0x32.0x14.4mm
‘Weight: 0.348kg
Connector: Connecior:
Conneclor Type: USB Type A Male Connector Type: USB Type A Female
Contoct Plating: 30pm Gold Plating Contact Plating: 30pm Gold Picting
Insulation; Diack PBT Insulation: Biock PBT
a9 57 \ s | )

VRS 5 [ Dimam

Part Number Description Weight {lbs)
39000 12m USB 2.0 Active Extension Cable 0.960

3355 Kettering Blvd, | Moraine OH | 45439 | wriw.c2g.com | 800287 2843 Y R
GET CONMNECTEE:












Package 3















StarTechcom

Hard-to-find made easy® Spec Sheet

2 Port VGA Video Splitter - USB Powered
StarTech ID: ST122LE

This 2-Port VGA Video Splitter allows a computer to display VGA video on two monitors simultaneously.

Perfect for classrooms, tradeshows, or any environment requiring high quality video on several monitors, the
ST122LE VGA splitter supports displays with up to 300 MHz of bandwidth and up to 2048x1536 resolution. Plus, to
simplify placement of your VGA displays, the splitter features a built-in booster circuit that allows you to locate VGA
monitors up to 200 ft away from your system, and can be powered through a USB connection to the host comptter,
eliminating the need to find an available power cutlef.

Application Diagram

Laptop
TV/Manitor

The ST122LE VGA Spilitter supports easy plug and play installation, and is backed by StarTech.com's 2-year
warranty and FREE lifetime tech support.

Applications

¢ Use for in-store product merchandising in retail environments o give your advertisements greater visibility
Display travel schedules and alerts in airports, bus terminals and train stations

Create engaging multimedia presentations for demonstration in lecture halls and classrooms

Get your message across multiple displays for trade-shows or information booths/kiosks

Qluick and easy solution to split a video signal in an auditorium or house of worship



StaTech -

uf? el

Hard-to-fi nt:!.made_' easy® Spec Sheet

Features

Supports resolutions up to 2048 x 1536 @60Hz

USB-Powered '

Our most compact VGA splitter

300 MHz video bandwidth

Integrated signal amplifier boosts your connection range to 210 feet (65 meters)
Supports DDC, DDC2, DDC2B (For video out port 1)

Technical Specifications

Warranty 2 Years

Ports 2

Industry Standards DDC,DDC2, DDC2B, on Video Out Port 1
Connector A 1 - VGA (15 pin; High Density D-Sub) Male
Connector B 2 -VVGA (15 pin; High Density D-Sub) Female

Maximum Cable Lengih 213.2ft1[65 m]
Maximum Analog Resolutions 2048x1536

Bandwidth 300MHz

MTBF _ 40,000 Hours

Color Black

Enclosure Type Plastic

Center Tip Polarity Positive

Plug Type M

Power Adapter Included USB-Powered

Power Adapter Included Yes

Qutput Voltage 5PC

Output Current 0.5A

Operating Temperature 0°C to 70°C (32°F to 158°F)
Storage Temperature -20°C to 85°C (4°F to 185°F)
Humidity 0% - 95%

Shipping (Package) Weight 0.4 1b [0.2 kg]

Included in Package 1 -Video Spliter

Included in Package 1 - USB to DC power adapter

Included in Package 1 - User Manual






Specifications: 12m USB 2.0 Aclive Exiension Cable

Signal Specifications:

Data Signal Specificatians; Sk 2.0

Maximuro Data Transfer Rate: A80Mbps

USB Power Consumed: 100mA

Cable Specificafions:

Conductor: (Giv 1 pair} _Conductar: (Qiy 2 conduciors)

Power Input: 100- 240VAC ~ 47-63Hz, 0.48A Power Inpul: 100- 240VAC ~ 47-63Hz, 0.48A
Power Quipuf: SYDC 3,54 Power Oulput: SVDC 3.5A

Pin Diameter: 5.5mm Pin Digmefer: 5.5mm

Cenler Pin Polarity: Positive Center Pin Palority: Positive

Overall Cable: Jacket
Foll Shislds: Alumirum Mylar o Braided Shield
100% coverage min. N
Breiided Shiold: 16/4/0.100 f,‘ Aluminium Shield
Tinned Copper 7
&5% caverage min, /'f' Condutor Pair
Jacket: PVC 2y -
transiucent white ‘ Conductor
Outer Diameter: 4,50 £ 0. 1mm nsulat
nsulation
Physical Characieristics:
Yoltage Roting: 3
Temperature Rating: 80"C
Hood Material: SR - Moldad Black PYC
Plastic Cover Moterial: Black ABS
Plastic Cover Dimensicn: 57.0 x 32.0 x 16.4mm
Weight: 0.346kg
Connecjor: _Lonnector:
Connector Type: USB Type A Male Conuectar Type: USB Type A Femadle
Contact Plating: 30pm Gald Plating Contact Plofing: 30um Geld Plating
Insulation: Black PBT Insulation: Black PBY

A X fxd T pate e VESnm

[ Tmtm o e 2w = P

=3 Il

Bidlnm

[FAEPRLAN T

Pon Numbar  Description Waeight {hs)
39000 12m USB 2.0 Active Extension Cakble 0.950

3555 Kelbering Blvd, | Moraine O | 45439 | wwawc2g.com | 80D,287,2845 Wi
GET COMNECTER:












Package 4
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Iltems






1173013

W recordexusa.convalie120-specs. himl

Warranty

AFX-120 Specifications
Intel vual vore .o LHZ ar nigner

1 GB RAM, 500 MB Free HD Space
Five-Year Cross Ship Replacement Warranty

22


















Specifications: Trulink® Audio Amplifier

Specifications:

Class: Class D

Total Qutput Power: 40W

Qutput Power [THD 1%): 13W per channel
THD+N (at 10W power output): 0.3% per channel
Efficiency: =20%

Frequency Response: 150Hz to 20KHz
Signal to Noise Rafie: >B85dB

input Impedance {unbalonced): ~10 Kohms

Input Connectors:

1 x 8 Pin Terminal Block:

1 pair RCA {leht/right):

1 % 3.5mm Sterea Port:
Yolume Contrals:
LED Indicators:

Components:

4 pins for 2 speakers,

2 pins for power

input, 2 pins for power output

Red for right and

White for left -

White also accepts

Mono input

Stereo input

Independent confrols to  Input Channels

Input Power [Red LED]  Qulput Power [Green LED)

Enclosure Material:

Power Informatian:

MS sheet metal
Powder coated finish - Black

Auto Shutdown:

Shuts down 5 minutes after no input signal detected

Max Operating Current: ~2000 mA,
Current Draw In Shutdown Mode: 30 mA

Power Supply: 24V DC, 2.0A
Environmental Information:

Cooling: Natural
Storage Temperahure; -657 - 100°C
Operating Temperature: -25° - B5°C

Physical Characteristics:

Dimensions {HxWxD):
Weight:
Package Type:

Certifications:
Warranty:

GBS Keltering Blvd, | Moraine OH | 48439 | wenwcZg.com | BC0.287 2843%

34.0x118.0 x 127.0mm
454 g/1.0 Ibs
Box

RoHS, FCC, UL, Plenum Rated
1 Year

Ca5

GET CONNECTED






SD-V296

Specifications

PLAYABLE DISC TYPES TERMINALS
DY[-Video/DVDR/DVD ColorStream Pra® Component .

Ry /CD/CD-R/CD-RW/VCD Video Outputs 1 rear-DVD anly
DVD YIDEOQ SVideo Out 1 rear-DVD only
Video D/A Converter 108MHz/ 14-Bit RCA-Videa Out 1 rear- both
Component Video Qutput ColorStream Pro® RCAYideo In 1 frent & 1 rear
Progressive Scan . L-R Audio Out 1 rear
IPEG Yiewer . LR Audio Inputs 1 front & 1 rear
Digital Picture Zoom . Coaxial Digital Audia Sutput 1 {DVD only]
Fast Scan .
Slow Motion . PRODUCT & PACKAGING
MuH?-Cumem Angle Select * Unit Dimensions (WHD] in. 1713x3.7x917
MU“!_LGHQ_UGQE Select ¢ Carton Dimensions 2122 x 717 x 13.46
Multi-Subtitle Select .

Unir Weight 5.94 lbs

DVD AUDIO Coarton Weight 7.7 |bs
Audic D/A Converter 192kHz/24-Bit UPC Code 022265001844
Dolky® Digital /DT3® Compatible .
3D Surround Sound .
DYD CONVENIENCE
Parental Lock .
VCR VIDEQC
Videa Heads 4
Record Speeds SP/SLP [EP)
SQIPB L
VCR AUDIO
Hi-Fi ¥HS Stereo .
VCR CONVENIENCE
Commercial Skip .

OSD Language
Remote Control
Hispeed Rewind

English/French,/Spanish
DVD/YCR Remote

'External tuner source required to recard tefevision programming

*This product is net made or sold for ungutherized use of copyrighted
works, and it is only intended for recording and playback of authorized

content and any other lawful use.

2Some DVDR/DYD-RW and CD-R/CO-RW discs may be incompak
ihle due to laser piek uwp and disc design. CO-R/CD-RW discs must
be recurded wsing CD-DA method for CD audio playboek  The OVD
player may not support same MP3/ WA/ IPEG/ Divk recordings due
to differences in recording formats, disc structure, or conditian of the
disc [use of CO-RW for MPY files is nol recommended)]. See owner's

manul for more information.

Iiltp Fwwewe taep tashiba cam Customer Solutions: 800 631 3811
& Toshibu Amarica Consumer Products, LLC
82 Totowa Road, Wuyne, N 07470 {2008) All Rights Reserved [7/08 1}

ColarSkeam Pro is a registered Irademark of Toshiba America Consumer Products, LLC
Dolby and the double-D symbaol are regisicred trademarks of Dolby Laborataries.

DTS is o registered Irademark & the DTS loges ond Symbol are trademarks of DTS, Inc Div¥,
DivX Certified, and nssociated logos are wademarks of Divk, Inc and are used under license

Froduct design and specificalians subject to change or modification withoul nofice









Size (one speaker)

Weight (both
speakers)

With brackets added
Shipping size

Shipping weight

Mounting brackets

Color

Specifications

USB audio system for
SMART Board® 600 and 800

series interactive whiteboards
Model SBA

518" Wx24"Hx4"D
(13cmx 61 cm x 10.2cm) )\

121b. 7 oz. (5.6 kg) R
141b. 3 0z. (6.4 kg)

123/4"WxB"Hx261/2"D

(32.4¢cm x 20,3 cm x 67.3 cm)

191b. (8.6 kg) Nt/

Standard features

Attach the speakers directly to a SMART Board® interactive whiteboard or wall-mount them.

Two-tone gray (approximates PANTONE® Charcoal Gray 18-0601 TPX) and Ultrasonic
Chrome (approximates metallic PANTONE 877 C)

Extraordinary made simple”™ ‘ SN\AH;



Volume

Connectivity

Frequency range

Outpuf

Maximurn output

Optimal output

Connection panel
(right speaker)

Power

UsB A
UsBB

Dual RCA
USB device
support

Power
requirements

SPECIFICATIONS
USB audio syslem for SMART Board 600 and B00 series interactive whiteboards — Model SBA

A large volume dial is conveniently located on the front of the right (active) speaker so you
can adjust the volume of the sound.

Use the USB 2.0 receptacles on the front of the right (active} speaker to connect a USB drive
or USB peripherals. Use the dual RCA receptacles on the bottom of the right (active) speaker
to connect a projector or extemal audio sources, such as a VCR or DVD/Blu-ray ™ player.

Use SMART's Cat 5 USB extender or up to three active SMART USB extension cables to
connect the speaker system to a computer (go to smarlech.com/accessones).

Use an audic cable from the back of your 800 sernies interactive whiteboard pen tray to
connect to the receptacles on the bottom of the right speaker.

H nNOTES

s Some computers don't suppori audio over USB. Instead of the USB connection, you
can connect an audio cable from the computer to the dual RCA receptacles on the
bottom of the right (active) speaker.

« Youcanuse a USB cable to connect the speakers to the host computer.

50Hzt020kHz £ 6 dB

The audio system provides a comforiable listening volume inrecoms up to 1,000 sq. ft. (93 sq.
m) in size, with a 30-person capacity (subject to room acoustics).

14 W RMS when both channels are driven simultaneously, Maximum output is achieved
when no other USB devices are attached to the USB hub on the audio system {not including
the SMART Board interactive whiteboard).

10 W RMS when both channels are driven simultaneously. Optimal output represents audio
levels when up to two other low- or high-powered USB devices are interfaced with the USB
hub an the USB audio system.

Polarized Molex® connector with 25' {7.6 m) of 16 AWG wire with sufficient slack to
discreetly route wire behind the interactive whiteboard ar along the floor

Powered barrel connector {15V DC, 4A)

Connects to your interactive whiteboard

Connects to your computer

Connects to your projector or an extemal audio source such as a VCR or DVD/Blu-ray player

The speaker contains a powered USB 2.0 hub.

Switching power supply {100v-240Y AC, 50 Hz—60 Hz, 1.5A) and a &' (1.8 ) country
specific power cord {15V DC, 4000 A, 60 VA, positive tip)





















